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Addendum #01 
                            

TOOELE COUNTY OLD JAIL BUILDING PARTIAL DEMOLITION & 

REPAIRS 
 

 

This Addendum is issued by the Architect as a clarification and modification to the drawings, specifications, and 

other Contract Documents for the above-referenced project. Except as specifically modified herein, all other 

portions of the Contract Documents remain in full force and effect as originally issued by the Owner/Architect on 

4/24/26 (applies to all Project Bid Documents). If a provision of this Addendum conflicts with previous issuances, 

this Addendum shall govern, subject to any stated order of precedence in the Contract Documents. 

Identification of Revisions (Clouding). For convenience, drawing changes may be indicated by revision clouds, 

delta symbols, or notes. Clouding/mark-ups are aids only and may not capture every change. The bidder is 

responsible for incorporating all modifications contained or referenced in this Addendum, whether or not they are 

clouded, expressly stated, or implied by coordination. 

Bidder Review and Coordination. Bidders are solely responsible to: 

• Review, understand, and incorporate all requirements of this Addendum into their bid, including 

affected details, specifications, schedules, quantities, alternates, allowances, and unit prices. 

• Distribute this Addendum to and coordinate it with all subcontractors, suppliers, consultants, and others 

preparing portions of the bid. 

• Reconcile and coordinate this Addendum with all related drawings and specification sections. Where 

requirements differ and clarification is not obtained prior to bid, the more stringent/higher-quality or 

greater-quantity requirement shall be included without change to Contract Sum or Time, unless 

otherwise directed by subsequent written Addendum. 

Duty to Inquire (Pre-Bid Clarification). Any apparent conflict, omission, or ambiguity in this Addendum or the 

Contract Documents must be brought to the Architect’s attention by written question within the timeframe 

established for pre-bid inquiries. Failure to request clarification before bid time constitutes the bidder’s agreement 

to comply with the Architect’s post-award interpretation without adjustment to the Contract Sum or Contract 

Time to the extent such interpretation is consistent with the overall intent of the Contract Documents. 

Substitutions and Product Naming. Any product names used in this Addendum establish required standards of 

quality, performance, and appearance. No substitution is approved or implied unless expressly identified herein 

as “Approved Equal” or “Substitution Accepted.” Substitution requests must follow the process and deadlines in 

the procurement/bidding documents. 

No-Claims/Included Pricing. All costs, time, and performance obligations associated with this Addendum are 

deemed included in the bidder’s proposal. No claims for additional cost or time will be allowed due to lack of 

awareness, coordination, or consideration of this Addendum, including changes that are not clouded. 

Scaling/Dimensions; Document Conflicts. Do not scale drawings. Figured dimensions and written specifications 

govern over measurements obtained by scaling or from file viewing settings. Subject to the order of precedence 

in the Contract Documents, the Architect may resolve minor inconsistencies by written interpretation; such 

clarifications that do not change scope will be incorporated without change to Contract Sum or Time. 

Acknowledgment of Receipt. Receipt of this Addendum must be acknowledged by the bidder in the designated 

space on the proposal/bid form as required by the Contract Documents. Failure to acknowledge may render the 

bid non-responsive at the Owner’s sole discretion. 
 

 

 

 

 

 

 

 

 

 

 



 

 

Item #01 – Utilities 

 

Q: What utilities need to be cut and is it the Owner or KTR’s responsibility? 

A: See the following replies from the Civil and Electrical Engineers. 

• Sewer: The drawings show the sewer line being inspected for tees, caped and plugged at 

the manhole. 

• Water: The drawings show the water line being cut downstream of the meter then run to a 

new backflow preventer and connected to the irrigation system. 

• Stormwater: The drawings show a roof drain for the building that will remain will be run to 

an existing inlet box. Other roof drains will be cut and capped. 

• Electrical: We do not anticipate any changes to the electrical service besides relocating 

the main distribution panel.  No coordinating with RMP will be required as the electrical 

service can be shut off at the meter. 

 

Item #02 – Temp Fencing 

 

Q: Please advise if the project requires temporary fencing? 

A: The contract documents already require this.  Reference the drawings and specs.  The 

awarded contractor will be required to maintain a safe and secure site throughout the 

entire duration of the project. 

 

Item #03 – Bidding Schedule 

 

Q: We request that the question deadline be extended to the 19th and the bid due date to 

the 27th. At a minimum, we ask that the question deadline be moved to the 19th and the 

bid due date to the 22nd. 

A: See the bidding website for the County’s response.  They have extended the question and 

submission deadline to May 27th @ 5:00pm. 

 

Item #04 – Road Access 

 

Q: Will we be able to enter or exit onto 100 E with large end dump trucks? 

A: To minimize impact to the District Court Building parking and their patrons access to the 

courthouse, access via 100 E will not be allowed.  Access shall be from Vine Street and 

then Garden Street (street running north to south).  If there’s a legitimate reason this can’t 

work we will discuss further after award of the project to establish a reasonable plan with 

minimal impact. 

 

Item #05 – Concrete Cut 

 

The concrete slab in front of the new electrical panel relocation will need to be cut as the feeders 

to the current location come from underground.  The attached AD-101 and AE-101 show this 

demolition and patch requirement more clearly.   
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CLICK URL BELOW (ORIGINAL .PDF FILE ONLY), OR SCAN 
QR CODE OR ENTER URL BELOW INTO AN INTERNET 
BROWSER FOR 3D SCAN OF EXISTING CONDITIONS

https://bit.ly/TOOELE_JAIL_DEMO (note that url is case sensitive)

MATTERPORT 3D 
SCAN (EXTERIOR)

CLICK HERE (ORIGINAL .PDF FILE ONLY), OR SCAN
QR CODE OR ENTER URL BELOW INTO AN

INTERNET BROWSER FOR EXISTING CONDITION PHOTOS
AND ORIGINAL 1989 BUILDING DRAWINGS (PDF)

https://bit.ly/TooeleCountyJail (note that url is case sensitive)

NOTE THAT THE LINKED PHOTOS AND DRAWINGS ARE
PROVIDED AS A COURTESY ONLY. IT IS THE

CONTRACTOR’S RESPONSIBILITY TO FIELD VERIFY
AND COORDINATE WITH EXISTING CONDITIONS.

PHOTO & DOCUMENT LINKS 
(EXISTING CONDITIONS)

# KEYED NOTES
1. ALL EXISTING BUILDING ELEMENTS IN THIS AREA, AS SHOWN, ARE TO REMAIN AND SHALL BE PROTECTED 

FROM DAMAGE. REFER TO GENERAL DEMOLITION NOTES AND COORDINATE WITH ARCHITECTURAL, 
MECHANICAL, ELECTRICAL, PLUMBING, AND CIVIL DRAWINGS.

2. EXISTING MASONRY WALL TO REMAIN. PROTECT DURING DEMOLITION. 

3. DEMOLISH & REMOVE EXISTING STAND ALONE SHED. 

4. REMOVE EXISTING SECURITY SIDING GLASS DOOR IN MASONRY WALL TO REMAIN. INFILL OPENING WITH 
NEW 6" METAL STUD FRAMING PER DETAIL B4/AE-201. REFER TO FLOOR PLAN.

5. REMOVE ALL DEBRIS AND INFILL ALL EXISTING EXCAVATIONS, HOLES, OR DISTURBED AREAS ALONG THE 
BUILDING PERIMETER USING ON-SITE MATERIAL. NO IMPORTED FILL SHALL BE USED. GRADE AND 
COMPACT MATERIAL AS REQUIRED TO ELIMINATE HAZARDS AND PROVIDE A SAFE, GENERALLY EVEN 
SURFACE.

6. DEMOLISH EXISTING EXTERIOR SHED IN ITS ENTIRETY, INCLUDING ALL ASSOCIATED MATERIALS, 
FOUNDATIONS, AND DEBRIS. PREPARE AREA FOR NEW WORK OR RESTORE TO MATCH ADJACENT 
CONDITIONS.

7. REMOVE EXISTING TREES, SHRUBS, LAWN, GRAVEL, ZEROSCAPE, CHAIN LINK FENCE, CONCRETE MOW 
STRIPS, AND OTHER VEGETATION AS INDICATED OR AS REQUIRED. COMPLETELY REMOVE ROOTS AND 
ROOT BALLS. BACKFILL DISTURBED AREAS USING ON-SITE MATERIAL ONLY AND GRADE TO BLEND WITH 
ADJACENT CONDITIONS, ELIMINATING ANY HAZARDS.

8. PROTECT EXISTING CONCRETE ADJACENT TO DEMOLITION. WHERE REMOVAL IS REQUIRED OR DAMAGE 
OCCURS, SAW CUT AND REPLACE CONCRETE TO MATCH EXISTING IN THICKNESS, FINISH, JOINTING, AND 
ELEVATION.

9. PROTECT EXISTING CONSTRUCTION. WHERE DEMOLITION OCCURS ADJACENT TO BUILDING TO REMAIN, 
PROVIDE NEAT, STRAIGHT CUTS AND PATCH TO MATCH EXISTING. REPAIR OR REPLACE DAMAGED OR 
REMOVED MATERIALS TO MATCH EXISTING, INCLUDING EIFS AND ROOFING (BELIEVED TO BE PVC, FIELD 
VERIFY). MATCH EXISTING ROOFING SYSTEM AND MAINTAIN A WATERTIGHT SYSTEM. MATCH EXISTING 
EIFS TEXTURE AND FINISH; REPAIR TO LIKE-NEW CONDITION. REPAINT ENTIRE EIFS WALL AT AFFECTED 
AREAS FROM INSIDE CORNER TO INSIDE CORNER (OR FULL WALL) TO ENSURE UNIFORM APPEARANCE; 
SPOT PAINTING IS NOT PERMITTED. FIELD VERIFY EXISTING CONDITIONS AND REFER TO MATTERPORT 
SCAN FOR ADDITIONAL INFORMATION.

10. TEMPORARY SECURITY AND PUBLIC PROTECTION: PROVIDE TEMPORARY FENCING, BARRICADES, AND 
CONTROLLED ACCESS POINTS AS REQUIRED TO SECURE THE CONSTRUCTION AREA AND PREVENT 
UNAUTHORIZED PUBLIC ACCESS. MAINTAIN POSITIVE SEPARATION BETWEEN CONSTRUCTION ACTIVITIES 
AND OCCUPIED PORTIONS OF THE FACILITY, INCLUDING THE SALLY PORT AND TUNNEL. COORDINATE 
WITH OWNER FOR ACCESS CONTROL REQUIREMENTS AND PHASING. PROVIDE LOCKABLE GATES AND 
MAINTAIN SECURITY AT ALL TIMES WHEN SITE IS UNATTENDED.

11. SAWCUT AND REMOVE EXISTING CONCRETE SLAB AS REQUIRED FOR ELECTRICAL RELOCATION. EXTENT 
OF REMOVAL SHALL BE FIELD VERIFIED. SEE FLOOR PLAN FOR PATCH AND REPAIR REQUIREMENTS.

GENERAL DEMOLITION NOTES
A. REMOVE ALL EXISTING CONSTRUCTION WITHIN DEMOLITION LIMITS (SHOWN WITH RED DASHED LINES) UNLESS 

NOTED OTHERWISE. DEMOLITION INCLUDES ALL STRUCTURAL, ARCHITECTURAL, AND ASSOCIATED 
COMPONENTS WHETHER OR NOT SPECIFICALLY SHOWN.

B. DEMOLITION LIMITS ARE INDICATED ON THE DRAWINGS. CONTRACTOR SHALL FIELD VERIFY LIMITS AND 
COORDINATE WITH ARCHITECTURAL, STRUCTURAL, MECHANICAL, ELECTRICAL, PLUMBING, AND CIVIL DRAWINGS 
PRIOR TO PROCEEDING.

C. REMOVE ALL EXISTING FOUNDATIONS, FOOTINGS, AND BELOW-GRADE CONSTRUCTION WITHIN DEMOLITION 
LIMITS UNLESS NOTED OTHERWISE. COMPLETELY REMOVE BELOW-GRADE ELEMENTS AND BACKFILL PER KEYED 
NOTES AND CIVIL REQUIREMENTS.

D. CONTRACTOR SHALL PROTECT ALL EXISTING STRUCTURES TO REMAIN FROM DAMAGE DURING DEMOLITION AND 
CONSTRUCTION. MONITOR ADJACENT STRUCTURES FOR MOVEMENT OR DISTRESS AND IMMEDIATELY CEASE 
WORK IF UNSAFE CONDITIONS ARE OBSERVED. CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIR OF ANY 
DAMAGE CAUSED BY THEIR OPERATIONS.

E. FIELD VERIFY EXISTING CONDITIONS PRIOR TO DEMOLITION. REPORT ANY DISCREPANCIES TO THE ARCHITECT 
BEFORE PROCEEDING.

F. PROTECT ALL EXISTING CONSTRUCTION AND SITE ELEMENTS INDICATED TO REMAIN. REPAIR OR REPLACE ANY 
DAMAGE CAUSED BY DEMOLITION TO MATCH EXISTING CONDITIONS.

G. REMOVE, RELOCATE, OR CAP ALL MECHANICAL, ELECTRICAL, PLUMBING, AND IRRIGATION SYSTEMS SERVING 
DEMOLISHED AREAS. MAINTAIN SERVICE TO REMAINING SYSTEMS. REFER TO MEP AND CIVIL DRAWINGS.

H. LOCATE AND VERIFY ALL EXISTING UNDERGROUND UTILITIES PRIOR TO DEMOLITION. COORDINATE WITH CIVIL 
DRAWINGS.

I. REMOVE AND LEGALLY DISPOSE OF ALL DEMOLITION DEBRIS OFF SITE.

J. REMOVE ALL MATERIALS AND EQUIPMENT WITHIN DEMOLITION LIMITS WHETHER OR NOT SPECIFICALLY SHOWN, 
UNLESS INDICATED TO REMAIN.

K. PROTECT ALL EXISTING SITE ELEMENTS TO REMAIN, INCLUDING BUT NOT LIMITED TO ASPHALT, CONCRETE, 
CURBS, SIDEWALKS, LANDSCAPING, TREES, PLANTING BEDS, AND IRRIGATION SYSTEMS. REFER TO DEMOLITION 
PLANS FOR ITEMS TO BE REMOVED.

L. CONTRACTOR SHALL LOCATE ALL EXISTING IRRIGATION SYSTEMS WITHIN DEMOLITION AREAS. REMOVE OR CAP 
LINES BACK TO MAIN SOURCE AS REQUIRED TO MAINTAIN FUNCTION OF REMAINING SYSTEM. FIELD VERIFY ALL 
CONDITIONS AND COORDINATE WITH CIVIL DRAWINGS.

APPLIES TO SHEETS 
AD-101, AD-102 & AD-103
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DEMOLITION PERMIT AND REGULATORY REQUIREMENTS

CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL 
REQUIRED DEMOLITION NOTIFICATIONS AND PERMITS 

THROUGH THE UTAH DEPARTMENT OF AIR QUALITY (DAQ), 
INCLUDING SUBMISSION OF DEMOLITION NOTIFICATION FORMS. 

CONTRACTOR SHALL COORDINATE AND SUBMIT REQUIRED 
DOCUMENTATION, INCLUDING ASBESTOS REPORT (SEE 

SPECIFICATIONS) AND CONTRACTOR LICENSING INFORMATION, 
TO TOOELE CITY. ALL REQUIRED APPROVALS AND FEES SHALL 
BE OBTAINED PRIOR TO ISSUANCE OF CONSTRUCTION PERMIT. 

THIS WORK IS PART OF THE BASE SCOPE OF WORK.

1



AE-201
A1

A2

B1

AE-201

B4

AE-201

B2

AE-201

2

2

2

1 9

1

9

1

9

1

9

2

2

2

2

2

2

2

3 4 5

4 5
4

4

4

1

2

6

8

7

7

7

7

9

18

1

AE-201
A1

A2

B1

AE-201

B4

AE-201

B2

AE-201

1410 11

13

15

15

16

16

16
17

10 11 17

10 11 17

10 11 17

10 11 17

10 11 17

10 11 17

12

12

12 15

NEW

1/4" / FT. SLOPE

10 11

# KEYED NOTES
1. EXISTING WALLS TO REMAIN. PROTECT FROM DAMAGE. REFER TO DEMOLITION DRAWINGS AD-101 AND 

AD-102.

2. EXISTING CONCRETE SLAB-ON-GRADE TO REMAIN. PROTECT FROM DAMAGE. SAWCUT AND REMOVE 
SLAB AS REQUIRED FOR NEW EXTERIOR WALL CONSTRUCTION. REFER TO DETAILS.

3. EXISTING CONCRETE SIDEWALKS AND PLAZA AREAS TO REMAIN. PROTECT FROM DAMAGE. REFER TO 
CIVIL AND LANDSCAPE DRAWINGS.

4. AT AREAS OF BUILDING DEMOLITION, INFILL ALL EXPOSED FOOTINGS, EXCAVATIONS, AND DISTURBED 
AREAS WITH EXISTING ON-SITE SOIL. NO IMPORTED FILL SHALL BE USED. GRADE TO MATCH ADJACENT 
CONDITIONS AND ELIMINATE HAZARDS. REFER TO DEMOLITION DRAWINGS AND CIVIL AND LANDSCAPE 
DRAWINGS.

5. PROVIDE NEW WEED BARRIER AND GRAVEL AT AREAS INDICATED. REFER TO CIVIL AND LANDSCAPE 
DRAWINGS.

6. REFER TO MECHANICAL, ELECTRICAL, AND CIVIL AND LANDSCAPE DRAWINGS FOR RELOCATED 
EQUIPMENT AND ASSOCIATED WORK.

7. CONSTRUCT NEW EXTERIOR EIFS WALLS AT LOCATIONS OF DEMOLISHED AREAS. REFER TO WALL 
SECTIONS AND DETAILS.

8. INFILL EXISTING OPENING AT FORMER INTERIOR WALLS NOW EXPOSED TO EXTERIOR WITH NEW 
EXTERIOR WALL ASSEMBLY. REFER TO WALL SECTIONS AND DETAILS.

9. PROVIDE EIFS REPAIRS TO MATCH EXISTING WHERE NEW WORK OCCURS. MATCH EXISTING TEXTURE, 
FINISH, AND PROFILE; REPAIR TO LIKE-NEW CONDITION. REPAINT ENTIRE EIFS WALL AT AFFECTED AREAS 
FROM INSIDE CORNER TO INSIDE CORNER (OR FULL WALL) TO ENSURE UNIFORM APPEARANCE; SPOT 
PAINTING IS NOT PERMITTED. FIELD VERIFY EXISTING CONDITIONS AND REFER TO MATTERPORT SCAN 
FOR ADDITIONAL INFORMATION.

10. EXISTING ROOFTOP EQUIPMENT TO REMAIN. PROTECT FROM DAMAGE.

11. EXISTING PVC ROOFING SYSTEM (BELIEVED TO BE PVC) TO REMAIN. CONTRACTOR TO FIELD VERIFY. 
MODIFY AS REQUIRED TO ACCOMMODATE NEW WORK AND MATCH EXISTING ROOFING SYSTEM.

12. MODIFY EXISTING ROOF EDGES AS REQUIRED FOR NEW CONSTRUCTION. PROVIDE NEW EDGE METAL 
AND FLASHING TO MATCH EXISTING CONDITIONS AND INTEGRATE WITH EXISTING ROOFING SYSTEM.

13. MODIFY EXISTING TAPERED INSULATION AS REQUIRED TO PROVIDE POSITIVE DRAINAGE. CONTRACTOR 
TO FIELD VERIFY EXISTING SLOPES AND PROVIDE MINIMUM 1/4" PER FOOT SLOPE TO DRAINS. MATCH 
EXISTING ROOFING SYSTEM AT ALL MODIFIED AREAS.

14. EXISTING PRIMARY AND SECONDARY ROOF DRAINS TO REMAIN. REFER TO PLUMBING DRAWINGS FOR 
ASSOCIATED PIPING MODIFICATIONS.

15. EXISTING PVC-WRAPPED PARAPET WALL (BELIEVED TO BE PVC) AND METAL FASCIA TO REMAIN. 
CONTRACTOR TO FIELD VERIFY. PROTECT FROM DAMAGE.

16. PROVIDE NEW PARAPET WALLS AT LOCATIONS OF DEMOLISHED WALLS TO MATCH EXISTING HEIGHTS 
AND CONDITIONS. PROVIDE NEW FASCIA AND PARAPET SYSTEMS AT NEW CONSTRUCTION AND TIE INTO 
EXISTING ADJACENT CONDITIONS. REFER TO WALL SECTIONS INDICATED.

17. PATCH AND REPAIR EXISTING ROOFING SYSTEM (BELIEVED TO BE PVC). CONTRACTOR TO FIELD VERIFY. 
MODIFY AS REQUIRED WHERE DEMOLITION OR NEW WORK OCCURS TO MAINTAIN A WATERTIGHT 
SYSTEM AND MATCH EXISTING ROOFING SYSTEM.

18. PATCH AND REPAIR CONCRETE SLAB REMOVED FOR ELECTRICAL RELOCATION. MATCH ADJACENT 
EXISTING FINISH. FIELD VERIFY EXTENT OF WORK REQUIRED.

APPLIES TO 
A1/AE-101 & A4/AE-101
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