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DFCM Addendum #2 
Reference: This Is The Place Heritage Park Brigham Young Forest Home Upgrades 

   DFCM Project #26179510 
   U3P Event #CS26020 

 
Date:  October 23, 2025 

 

To:  Bidding Contractors 
 

From:  The Division of Facilities Construction and Mangement 
 
   

 
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this Addendum apply to all drawings and specification sections 
whether referenced or not involving the portion of the work added, deleted, modified, or otherwise addressed in the Addendum. Bidders are 
required to acknowledge receipt of this Addendum when their bid is submitted. Failure to do so may subject the Bidder to disqualification.   
 

Addendum Items 
Solicitation Schedule Changes:                                         No changes. 

     
N/A 

          DFCM Addendum Items:  N/A  
  
  
  

              A/E Addendum Items: A/E Addendum #2 
General & Architectural  

5 pages 

 Total Attached Pages: 5 



10/23/2025 

Project: 

This Is The Place Heritage Park – Brigham Young Farmhouse 

DFCM PROJECT # 26179510 

A/E Addendum #02 

The data included herein is issued by the Architect as a clarification and addition to drawings, 

specifications, and contract documents relative to the above project.  Except as effected by 

data herein, all other parts of the Contract Documents shall remain in full force and effect as 

issued by the Owner on 10/02/2025.  (This Date Applies to all Project Bid Documents). The bidder 

shall be responsible for reviewing and incorporating all information, revisions, clarifications, and 

modifications contained herein, whether or not it is expressly stated, clouded or implied. Failure to 

consider any portion of this Addendum shall not relieve the bidder of responsibility for performance 

in accordance with the intent of the Contract Documents. The bidder is deemed to have 

included all such information in their bid, and no claims for additional costs or time will be 

considered due to lack of familiarity with the contents herein. It shall be the sole responsibility of 

the bidder to ensure that this Addendum is received, reviewed, and fully disseminated to all 

subcontractors, suppliers, consultants, and any other parties involved in the preparation of the bid 

prior to the assigned bid date and time.  Receipt of the addendum shall be recorded by the 

bidder in the appropriate space on the proposal form included in the Contract Documents. 



I. GENERAL 
 

 

Item #01 – Architectural Prior Approvals  

 

The following manufacturers, trade names and products are allowed to bid on a name-brand-

only basis with the provision that they completely satisfy every requirement of the drawings, 

specifications and all addenda and shall conform to the design, quality and standards specified, 

established and required for the complete and satisfactory installation and performance of the 

building and all its respective parts. 

 

PRODUCT MANUFACTURER STATUS 

N/A N/A N/A 

 

Item #02 – Start Date 

 

Q: ‘When is the projected start date?’  

 

A: The Contractor may begin work as soon as they have received notice to proceed from DFCM 

and submittals have been approved by the Architect.   

 

 

 

 

 

 

 

 

 

  



II. ARCHITECTURAL 
 
Item #01 – Painting Clarification 

 

Q: ‘Per the plans there is no callout of painting the new aluminum railings. Can you please 

advise what you would like to do?’  

 

A: The new aluminum handrails should be provided with a factory (white) finish. Refer to the 

project specifications.  

 

Item #02 – Additional Railing Added to Scope  

 

Per the Owner’s request, please provide new guardrail and handrails as shown on the revised 

architectural sheets AE-101 & AE-503 (Details A4 & C4) attached herein.  
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BELOW

A4

AE-503

C4

AE-503

1

# KEYED NOTES
1. EXISTING LANDSCAPING AND IRRIGATION TO REMAIN. PROTECT ALL 

COMPONENTS FROM DAMAGE DURING CONSTRUCTION.

2. EXTG. CONCRETE MOW STRIP TO REMAIN - PROTECT FROM DAMAGE.

3. EXTG. CONCRETE SIDEWALK TO REMAIN - PROTECT FROM DAMAGE.

4. EXTG. MASONRY BRICK PAVER SIDEWALK TO REMAIN - PROTECT FROM 
DAMAGE - MODIFY AS REQUIRED TO INSTALL NEW RAILING POST & 
CONCRETE PIER FOOTING.

5. EXTG. CONCRETE RETAINING WALL TO REMAIN - PROTECT FROM 
DAMAGE.

6. EXTG. CONCRETE STEPS TO THE BASEMENT. REMOVE & REPLACE THE 
EXTG. METAL HANDRAILS / GUARDRAIL WITH NEW. REFER TO THE 
DETAILS INDICATED.

7. THE EXISTING EIFS WALL SYSTEM SHALL REMAIN. CONTRACTOR SHALL 
PRESSURE WASH THE ENTIRE SURFACE WHILE PROTECTING ALL 
EXISTING OPENINGS AS REQUIRED. REPAINT THE FULL EIFS WALL 
SYSTEM. PRIOR TO REPAINTING, ALL LARGE CRACKS SHALL BE REPAIRED 
BY REATTACHING THE EXISTING EIFS SYSTEM TO THE OSB SUBSTRATE 
USING SCREWS AND PLATES, FOLLOWED BY THE INSTALLATION OF TWO 
(2) LAYERS OF 4 LB MESH AND RECOATING PER PROJECT 
SPECIFICATIONS. CONTRACTOR IS RESPONSIBLE FOR PROVIDING 
APPROPRIATE DETAILING AND CAULKING AT ALL WALL PENETRATIONS, 
INCLUDING AROUND DOORS, WINDOWS, AND TRANSITIONS BETWEEN 
DIFFERING WALL MATERIALS. ALL EXISTING CONDITIONS SHALL BE FIELD
VERIFIED PRIOR TO COMMENCING WORK.

8. EXTG. EXTERIOR WALL REPAINT ALL EXTG. PAINTING ITEMS - REFER TO 
THE GENERAL PAINTING NOTE ON THIS SHEET.

9. EXTG. BUILDING STRUCTURE AND ALL RELATED ELEMENTS TO REMAIN -
PROTECT FROM DAMAGE.

10. EXTG. WOOD DOOR TO REMAIN - PROTECT FROM DAMAGE - THE EXTG. 
DOOR SLAB IS STAINED (SAND / PREP. / REFINISH) - REPAINT ALL EXTG. 
PAINTED WOOD TRIM & CASEMENT - REFER TO THE GENERAL PAINTING 
NOTE ON THIS SHEET.

11. EXTG. WOOD WINDOWS (ALL LEVELS SEE ELEVATIONS) TO REMAIN -
PROTECT FROM DAMAGE - REPAINT WINDOWS & ALL EXTG. PAINTED 
WOOD TRIM & CASEMENT - REFER TO THE GENERAL PAINTING NOTE ON 
THIS SHEET.

12. EXTG. WOOD COLUMNS TO REMAIN - PROTECT FROM DAMAGE  -
REPAINT - REFER TO THE GENERAL PAINTING NOTE ON THIS SHEET.

13. REMOVE EXTG. WOOD RAILING AND ALL RELATED MATERIALS (TYP.) -
PREP EXTG. STRUCTURE FOR NEW RAILING BY INSTALLING NEW 
BLOCKING AT ALL POSTS & ATTACH PER TREX'S INSTALLATION 
REQUIREMENTS (HTTPS://WWW.TREX.COM/ACADEMY/HOW-TO-
GUIDES/ALL-GUIDES/HOW-TO-INSTALL-A-TREX-SIGNATURE-ALUMINUM-
DECK-RAILING/) - PROVIDE AND INSTALL NEW (TREX SIGNATURE 
ALUMINUM DECK RAILING) OR APPROVED EQUAL PRIOR TO THE BID -
REFER TO DETAIL A1/AE-503.

14. REMOVE EXTG. WOOD DECKING - PROVIDE & INSTALL NEW COMPOSITE 
DECKING WITH HIDDEN FASTENERS - REFER TO DETAILS INDICATED -
INSTALL NEW FLASHING TAPE ON TOP OF ALL EXTG. WOOD JOISTS & ALL 
NEW WOOD BLOCKING - THE DESIGN INTENT AROUND THE PERIMETER 
OF THIS DECKING IS TO HAVE A "PICTURE FRAME" LOOK WITH A SINGLE 
ROW OF DECKING BOARDS, ALL CORNERS ARE TO BE MITERED - ADD 
EXTRA BLOCKING TO THE EXTG. JOISTS AS REQUIRED TO MEET THE 
DECKING MANUFACTURERS STANDARDS - SEE SPEC.

15. COMPLETELY REMOVE THE EXTG. WOOD STAIR STRUCTURE INCLUDING 
BUT NOT LIMITED TO THE STRINGERS, TREADS / RISERS AND THE 
RAILINGS WHERE OCCURS - CONSTRUCT NEW STAIRS & HANDRAILS PER 
THE ENLARGED PLANS INDICATED - SEE SPEC.

16. APPROXIMATE LOCATION OF LARGE CRACKS IN THE EXISTING EIFS WALL. 
REPAIR PER KEYED NOTE #7 ABOVE. 

CLICK URL BELOW (ORIGINAL .PDF FILE ONLY), OR SCAN 
QR CODE OR ENTER URL BELOW INTO AN INTERNET 
BROWSER FOR 3D SCAN OF EXISTING CONDITIONS

https://bit.ly/TITP_Farmhouse (note that url is case sensitive)

THIS IS THE PLACE 
BRIGHAM YOUNG 
FOREST FARMHOUSE
3D SCAN LINK

CLICK HERE (ORIGINAL .PDF FILE ONLY), OR SCAN 
QR CODE OR ENTER URL BELOW INTO AN 

INTERNET BROWSER FOR PHOTO GALLERY OF 
EXISTING CONDITIONS

https://bit.ly/TITP_Farmhouse_Photos (note that url is case sensitive)

NOTE THAT THE LINKED PHOTOS ARE BEING 
PROVIDED AS A COURTESY ONLY - IT IS THE 

CONTRACTORS RESPONSIBILITY TO FIELD VERIFY 
AND COORDINATE WITH EXISTING CONDITIONS

PHOTOS LINK

EXTERIOR PAINTING GENERAL NOTES (ALSO REFER TO THE SPECIFICATIONS)

• ALL EXTERIOR SURFACES THAT ARE CURRENTLY PAINTED SHALL BE PROPERLY 
PREPPED, PATCHED AND REPAINTED.  THIS INCLUDES, BUT IS NOT LIMITED TO 
EIFS, WOOD COLUMNS, WOOD BEAMS, WOOD BASE, WOOD CORNER TRIM, WOOD 
WINDOW (ALL RELATED WINDOW TRIM & CASEMENT), WOOD FASCIA, WOOD 
SKIRT BOARDS, WOOD DOOR CASEMENT & TRIM AND ALL WOOD TRIM AND 
OTHER ARCHITECTURAL DETAILING ETC.  IT IS UNDERSTOOD THAT THE BUILDING 
IS OLD AND THE PAINTED SURFACES ARE NOT IN PRISTINE CONDITION. 
SURFACES THAT ARE HEAVILY DAMAGES OR HAVE LARGE GOUGES CRACKS OR
CHIPPING PAINT SHALL BE PREPPED, PATCHED AND PAINTED, BUT SMALL 
IMPERFECTIONS IN THE WOOD CAN BE LEFT UNPATCHED.  IT IS EACH BIDDING 
CONTRACTOR'S RESPONSIBILITY TO VISIT THE SITE TO UNDERSTAND THE EXTENT 
OF THE WORK BEFORE THE BID - REFER TO THE LINKED PHOTOS AND THE 
MATTERPORT 3D-SCAN LINK REFERENCED ON SHEET AE-101 TO VISIT THE 
BUILDING VIRTUALLY. REFER TO SPECIFICATIONS

• ALL CRACKING AT EXTERIOR WOOD SURFACES & TRIM MATERIALS MUST BE 
PROPERLY REPAIRED / CAULKED BEFORE PAINTING, ALL EXTERIOR DENTS / 
GOUGES GREATER THAN 1/4" DEEP, OR THAT IF LEFT UNREPAIRED WILL 
CONTINUE TO DETERIORATE, THUS CAUSING MORE DAMAGE MUST BE PROPERLY 
PATCHED / REPAIRED PRIOR TO PAINTING.

• THE CONTRACTOR IS FULLY RESPONSIBLE FOR PROTECTION OF ALL EXTERIOR 
FINISHES AND OWNER PROPERTY NOT BEING PAINTED.  DAMAGE TO THESE 
FINISHES OR PROPERTY IS THE CONTRACTOR'S RESPONSIBILITY TO FIX AND/OR 
REPLACE TO THE SATISFACTION OF THE OWNER AND AT THE CONTRACTOR'S
OWN EXPENSE.

• ALL EXISTING STAINED WOOD DOORS AND ALL RELATED WOODS TRIM WORK TO 
BE SANDED / PREPPED AND REFINISHED AS REQUIRED, REFER TO THE SPEC.

• REMOVE EXISTING CHRISTMAS LIGHTS AND SALVAGE TO THE OWNER BEFORE
STARTING CONSTRUCTION.
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FLOOR PLAN

AE-1011/4" = 1'-0"A1 LEVEL 01 - DECK PLAN
0 8' 12' 16'4'
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EXTG. WOOD DECK JOIST TO REMAIN - ADD EXTRA BLOCKING  AS 
REQUIRED TO MEET THE DECKING MANUFACTURERS STANDARDS -
PROVIDE & INSTALL NEW FLASHING TAPE @ TOP OF ALL JOIST - SEE SPEC.

NEW COMPOSITE DECKING WITH HIDDEN 
FASTENERS - SEE AE-101 - SEE SPEC.

PROVIDE & INSTALL NEW ALUMINUM RAILINGS (TREX SIGNATURE) RAILING OR PRE APPROVED 
EQUAL - PROVIDE NEW BLOCKING AT ALL POSTS & ATTACH PER TREX'S INSTALLATION 
REQUIREMENTS (HTTPS://WWW.TREX.COM/ACADEMY/HOW-TO-GUIDES/ALL-GUIDES/HOW-TO-
INSTALL-A-TREX-SIGNATURE-ALUMINUM-DECK-RAILING/)  

THE CONTRACTOR IS TO VERIFY/CONFIRM THAT THE TREX’S RAILING SYSTEM 
MEETS ALL OF THE REQUIRED STRENGTHS AS DESCRIBED IN THE IRC AND IBC 

GUIDELINES WHICH INCLUDE THE FOLLOWING:

UNIFORM LOAD ON GUARDRAIL: 200 LBS.
UNIFORM LOAD ON INFILLS: 50 LBS.

UNIFORM LOAD ON HANDRAIL: 200 LBS. 

CONCENTRATED LOAD ON GUARDRAILS: 200 LBS.
CONCENTRATED LOAD ON INFILLS: 50 LBS. 

LINEAR LOAD ON GUARDRAILS: 50 LBS./LINEAR SQ. FT. 

> 8' 0" PROVIDE AND INSTALL CENTER POST AS SHOWN IF REQUIRED F.V. WITH MFR.

< 8' 0" NO CENTER POST REQUIRED F.V. WITH MFR.

IF REQUIRED PROVIDE CENTER POST WITH A CAP AND 
SKIRT - REFER TO MFR. ATTACH TO STRUCTURE AS 
REQUIRED PER THE MFR. - PROVIDE NEW SUPPORT 
BLOCKING & ATTACH PER THE NOTES LISTED ABOVE 
ON THIS DETAIL - REFER TO DETAIL INDICATED

EXTG. WOOD COLUMN TO REMAIN -
PATCH / PREP. / PAINT AS 
REQUIRED - REFER TO GENERAL 
PAINTING NOTES ON SHEET AE-101

MAX.

4"

M
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X
.

4
"
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' 
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6
"

EXTG. WOOD COLUMN TO REMAIN -
PATCH / PREP. / PAINT AS 
REQUIRED - REFER TO GENERAL 
PAINTING NOTES ON SHEET AE-101

A4

AE-502
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- 

6
"

2
' 
- 

1
0

"

1' - 0"

EXTG. CONCRETE STEPS & 
LANDINGS TO REMAIN -
PROTECT FROM DAMAGE

EXTG. CONCRETE 
RETAINING WALL TO 
REMAIN - PROTECT 
FROM DAMAGE

EXTG. WOOD SKIRT 
BOARDS TO REMAIN -
PATCH / PREP. / PAINT 
AS REQUIRED - REFER 
TO GENERAL PAINTING 
NOTES ON SHEET AE-101

EXTG. SOD / 
LANDSCAPING / 
IRRIGATION TO 
REMAIN - PROTECT 
FROM DAMAGE

PROVIDED & INSTALL NEW ("TREX 
SIGNATURE RAILING") HANDRAIL -
PROVIDE SHOP DRAWINGS 
DETAILING THAT THE HANDRAILS 
MEET ALL CURRENT ADA CODES -
REFER TO B4/AE-501 - SEE SPEC.

EXTG. WOOD DECK JOIST 
TO REMAIN - ADD EXTRA 
BLOCKING  AS REQUIRED 
TO MEET THE DECKING 
MANUFACTURERS 
STANDARDS - PROVIDE & 
INSTALL NEW FLASHING 
TAPE @ TOP OF ALL 
JOIST - SEE SPEC.

NEW COMPOSITE DECKING 
WITH HIDDEN FASTENERS -
SEE AE-101 - SEE SPEC.

PROVIDE & INSTALL NEW ALUMINUM RAILINGS (TREX 
SIGNATURE) RAILING OR PRE APPROVED EQUAL - PROVIDE 
NEW BLOCKING AT ALL POSTS & ATTACH PER TREX'S 
INSTALLATION REQUIREMENTS 
(HTTPS://WWW.TREX.COM/ACADEMY/HOW-TO-GUIDES/ALL-
GUIDES/HOW-TO-INSTALL-A-TREX-SIGNATURE-ALUMINUM-
DECK-RAILING/)  

EXTG. WOOD COLUMN TO REMAIN - PATCH / 
PREP. / PAINT AS REQUIRED - REFER TO 
GENERAL PAINTING NOTES ON SHEET AE-101

RETURN HAND RAIL TO 
POST TYP.

EXTG. WOOD COLUMNS TO 
REMAIN - PROTECT FROM 
DAMAGE - REPAINT - REFER 
TO THE GENERAL PAINTING 
NOTE ON AE-101

PROVIDE & INSTALL NEW 
("TREX SIGNATURE 
RAILING") POST WITH A CAP 
AND SKIRT - ATTACH TO 
CONCRETE WALL PER THE 
MFR. REQUIREMENTS

RETURN HAND RAIL TO POST TYP.

1' -0"

F
.V

.

EXTG. CONCRETE STEPS & 
LANDINGS TO REMAIN -
PROTECT FROM DAMAGE

EXTG. CONCRETE 
FOUNDATION WALL TO 
REMAIN - PROTECT 
FROM DAMAGE

EXTG. SOD / LANDSCAPING 
/ IRRIGATION TO REMAIN -
PROTECT FROM DAMAGE

PROVIDED & INSTALL NEW ("TREX 
SIGNATURE RAILING") HANDRAIL -
PROVIDE SHOP DRAWINGS 
DETAILING THAT THE HANDRAILS 
MEET ALL CURRENT ADA CODES -
REFER TO B4/AE-501 - SEE SPEC.

RETURN HAND RAIL TO 
POST TYP.

PROVIDE & INSTALL NEW 
("TREX SIGNATURE 
RAILING") POST WITH A CAP 
AND SKIRT - ATTACH TO 
CONCRETE WALL PER THE 
MFR. REQUIREMENTS

RETURN HAND RAIL 
TO POST TYP.

2
' 
- 

1
0

"

EXTG. WOOD SKIRT 
BOARDS TO REMAIN -
PATCH / PREP. / PAINT 
AS REQUIRED - REFER 
TO GENERAL PAINTING 
NOTES ON SHEET AE-101

EXTG. WOOD DECK JOIST 
TO REMAIN - ADD EXTRA 
BLOCKING  AS REQUIRED 
TO MEET THE DECKING 
MANUFACTURERS 
STANDARDS - PROVIDE & 
INSTALL NEW FLASHING 
TAPE @ TOP OF ALL JOIST -
SEE SPEC.

NEW COMPOSITE DECKING WITH HIDDEN 
FASTENERS - SEE AE-101 - SEE SPEC.

PROVIDE & INSTALL NEW ALUMINUM RAILINGS (TREX SIGNATURE) 
RAILING OR PRE APPROVED EQUAL - PROVIDE NEW BLOCKING AT 
ALL POSTS & ATTACH PER TREX'S INSTALLATION REQUIREMENTS 
(HTTPS://WWW.TREX.COM/ACADEMY/HOW-TO-GUIDES/ALL-
GUIDES/HOW-TO-INSTALL-A-TREX-SIGNATURE-ALUMINUM-DECK-
RAILING/)  EXTG. WOOD COLUMN TO REMAIN - PATCH / 

PREP. / PAINT AS REQUIRED - REFER TO 
GENERAL PAINTING NOTES ON SHEET AE-101

1 1/2" = 1'-0"A1 TYPICAL RAILING DETAIL
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DETAILS

AE-503

1 10/21/25 ADDENDUM 01

1/2" = 1'-0"A4 STAIR TO BASEMENT - SOUTH VIEW

1/2" = 1'-0"C4 STAIR TO BASEMENT - NORTH VIEW

1


