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SECTION 01 1000 - SUMMARY 

 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 1 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. This Section includes the following: 
 

1. Work covered by the Contract Documents. 

2. General Conditions. 

3. Hot Works. 

4. Type of Contract. 

5. Work by Owner. 

6. Access to site. 

7. Coordination with occupants. 

8. Owner's occupancy requirements. 

9. Work restrictions. 

10. Specification formats and conventions. 
 

B. Related Sections include the following: 
 

1. Division 1 Section "Temporary Facilities and Controls" for limitations and procedures 

governing temporary use of Owner's facilities. 

 

1.3 WORK COVERED BY CONTRACT DOCUMENTS 
 

A. Project Identification: This is the Place, Brigham Young Forest Farmhouse, Exterior Upgrades 
 

B. Project Location: Brigham Young Forest Farmhouse, 2601 Sunnyside Avenue, Salt Lake City, 

Utah 84108 
 

C. Owner: State of Utah, Department of Administrative Services, Division of Facilities 

Construction Management , 4315 South 2700 West, Floor 3, Taylorsville, Utah 84129. 
1. DFCM Project No. 26179510 

 

D. Architect: SPE Architects, P.O. Box 517, Kaysville, Utah 84037 
 

E. The Work includes but is not limited to the following: 
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1. Removal and replacement of decking, stairs, railing, and additional exterior components 

requiring repair. 

 

1.4 GENERAL CONDITIONS 
 

A. The DFCM General Conditions shall be used for this Project and can be found at the following 

link for DFCM Standard Construction Documents: 

1. https://dfcm.utah.gov/construction-management/#documents 
 

 

1.5 HOT WORKS 
 

A. State of Utah employees and State of Utah construction projects often are required to perform 

Hot Work in existing buildings. Hot Work is considered all temporary operations involving 

open flames or producing heat and/or sparks, which includes, but is not limited to, 

grinding/cutting, brazing, soldering; thawing frozen pipes by torch; and torch applied roofing 

and welding. 
 

B. This activity presents a significant opportunity for fire and injury. Following the guidelines set 

forth in OSHA CFR 29 Part 1910.252, and in compliance with State adopted International Fire 

Code and NFPA 51B, 2019 Edition, the State of Utah requires that all precautions of the 

following program must be applied prior to commencing any welding or hot work by 

employees, general contractors and/or any subcontractors. 
 

C. In order to protect employees, contractors and the general public from hazards accompanying 

Hot Work activities, the following Hot Work Program has been adopted. 
 

D. The Contractor is directed to the following DFCM Website for requirements regarding Hot 

Work: 

1. http://dfcm.utah.gov/building-official/dfcm-hot-works/ 
 

 

1.6 TYPE OF CONTRACT 
 

A. Project will be constructed under a single prime contract. 

 

1.7 WORK BY OWNER 
 

A. General: Cooperate fully with Owner so work may be carried out smoothly, without interfering 

with or delaying work under this Contract or work by Owner. Coordinate the Work of this 

Contract with work performed by Owner. 
 

B. Concurrent Work: Owner will perform certain construction operations at Project site. Those 

operations will be conducted simultaneously with work under this Contract. 
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1.8 ACCESS TO SITE 
 

A. General: Contractor shall have full use of Project site, within indicated Contract limits on the 

Drawings for construction operations during construction period. Contractor's use of Project  

site is limited only by Owner's right to perform work or to retain other contractors on portions  

of Project. 

 

1.9 COORDINATION WITH OCCUPANTS 
 

A. Owner Limited Occupancy of Completed Areas of Construction: Owner reserves the right to 

occupy and to place and install equipment in completed portions of the Work, prior to 

Substantial Completion of the Work, provided such occupancy does not interfere with 

completion of the Work. Such placement of equipment and limited occupancy shall not 

constitute acceptance of the total Work. 
 

1. Architect will prepare a Certificate of Substantial Completion for each specific portion of 

the Work to be occupied prior to Owner acceptance of the completed Work. 

2. Obtain a Certificate of Occupancy from authorities having jurisdiction before limited 

Owner occupancy. 

3. Before limited Owner occupancy, mechanical and electrical systems shall be fully 

operational, and required tests and inspections shall be successfully completed. On 

occupancy, Owner will operate and maintain mechanical and electrical systems serving 

occupied portions of Work. 

4. On occupancy, Owner will assume responsibility for maintenance and custodial service 

for occupied portions of Work. 

 

1.10 OWNER'S OCCUPANCY REQUIREMENTS 
 

A. Full Owner Occupancy: Owner will occupy the premises during entire construction period. 

Cooperate with Owner during construction operations to minimize conflicts and facilitate 

Owner usage. Perform the Work so as not to interfere with Owner's operations. Maintain 

existing exits, unless otherwise indicated. 

1. Maintain access to existing walkways, corridors, and other adjacent occupied or used 

facilities. Do not close or obstruct walkways, corridors, or other occupied or used 

facilities without written permission from Owner and authorities having jurisdiction. 

2. Pedestrian Protection: Erect protective, covered walkway for passage of individuals 

through or adjacent to Project site. Coordinate with building entrances, other facilities, 

and obstructions. Comply with regulations of authorities having jurisdiction and 

requirements indicated on Drawings. 

 

1.11 WORK RESTRICTIONS 

 

A. Use of Site: Limit use of premises to work in areas indicated. Do not disturb portions of site 

beyond areas in which the Work is indicated. 

1. Limits: Confine construction operations/staging to areas indicated on the drawings and 

that allowed by the agency/owner. 



SUMMARY 01 1000 - 4  

2. Owner Occupancy: Allow for Owner occupancy of site and use by the public. 

3. Driveways and Entrances: Keep driveways and entrances serving premises clear and 

available to Owner, Owner's employees, and emergency vehicles at all times. Do not use 

these areas for parking or storage of materials. 

a. Schedule deliveries to minimize use of driveways and entrances and dock. 

b. Schedule deliveries to minimize space and time requirements for storage of 

materials and equipment on-site. 
 

B. Use of Existing Buildings: Maintain existing buildings in a weathertight condition throughout 

construction period. Repair damage caused by construction operations.  Protect buildings and  

its occupants during construction period. 
 

C. On-Site Work Hours: Work shall be generally performed from of 7:00 a.m. to 5:00 p.m., 

Monday through Friday, except otherwise indicated. All work shall be coordinated with the 

Owner. 
 

1. Weekend Hours: Contractor must make arrangements with Owner to work on weekends. 

2. Early  Morning  and After-Business Hours: Contractor must make arrangements with 

Owner to work early morning and/or after-business hours. 
 

D. Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or 

others unless permitted under the following conditions and then only after arranging to provide 

temporary utility services according to requirements indicated: 
 

1. Notify Owner not less than two days in advance of proposed utility interruptions. 

2. Do not proceed with utility interruptions without Owner's written permission. 
 

E. Special Work Restrictions: The Contractor is to coordinate his work so as not to interfere with 

the building users. 

1. Coordinate mechanical and/or electrical equipment “down time” with the Owner and be 

guided by his instructions. 
 

F. Noise, Vibration, and Odors: Coordinate operations that may result in high levels of noise and 

vibration, odors, or other disruption to Owner occupancy with Owner. 
 

1. Notify Owner not less than two days in advance of proposed disruptive operations. 

2. Obtain Owner's written permission before proceeding with disruptive operations. 
 

G. Restricted Substances: Use of tobacco products and other controlled substances on Project site 

is not permitted. 
 

H. NOTE: NO WELDING SHALL BE PERMITTED TO OCCUR ON THE PROJECT SITE. NO 

EXCEPTIONS. 
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1.12 INTERPRETATION OR CORRECTION OF BIDDING DOCUMENTS 
 

A. The Drawings and the Specifications shall be interpreted as equals. If conflicts arise between  

the Drawings and the Specifications, and are not clarified in the addenda, then the Bidder is to 

bid the more expensive interpretation and complete the work within the original contract time. 

 

1.13 SPECIFICATION FORMATS AND CONVENTIONS 
 

A. Specification Format: The Specifications are organized into Divisions and Sections using the 

33-division format and CSI/CSC's "MasterFormat" numbering system. 

1. Section Identification: The Specifications use Section numbers and titles to help cross- 

referencing in the Contract Documents. Sections in the Project Manual are in numeric 

sequence; however, the sequence is incomplete because all available Section numbers are 

not used. Consult the table of contents at the beginning of the Project Manual to 

determine numbers and names of Sections in the Contract Documents. 

2. Division 1:  Sections in Division 1 govern the execution of the Work of all Sections in  

the Specifications. 
 

B. Specification Content: The Specifications use certain conventions for the style of language and 

the intended meaning of certain terms, words, and phrases when used in particular situations. 

These conventions are as follows: 

1. Abbreviated Language: Language used in the Specifications and other Contract 

Documents is abbreviated. Words and meanings shall be interpreted as appropriate. 

Words implied, but not stated, shall be inferred, as the sense requires. Singular words 

shall be interpreted as plural and plural words shall be interpreted as singular where 

applicable as the context of the Contract Documents indicates. 

2. Imperative mood and streamlined language are generally used in the Specifications. 

Requirements expressed in the imperative mood are to be performed by Contractor. 

Occasionally, the indicative or subjunctive mood may be used in the Section Text for 

clarity to describe responsibilities that must be fulfilled indirectly by Contractor or by 

others when so noted. 

a. The words "shall," "shall be," or "shall comply with," depending on the context, 

are implied where a colon (:) is used within a sentence or phrase. 

 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01 1000 
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SECTION 01 2300 - ALTERNATES 

 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. Section includes administrative and procedural requirements for alternates. 

 

1.3 DEFINITIONS 
 

A. Alternate: An amount proposed by bidders and stated on the Bid Form for certain work defined 

in the bidding requirements that may be added to or deducted from the base bid amount if 

Owner decides to accept a corresponding change either in the amount of construction to be 

completed or in the products, materials, equipment, systems, or installation methods described 

in the Contract Documents. 
 

1. Alternates described in this Section are part of the Work only if enumerated in the 

Agreement. 

2. The cost or credit for each alternate is the net addition to or deduction from the Contract 

Sum to incorporate alternate into the Work. No other adjustments are made to the 

Contract Sum. 

 

1.4 PROCEDURES 
 

A. Coordination: Revise or adjust affected adjacent work as necessary to completely integrate work 

of the alternate into Project. 
 

1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar 

items incidental to or required for a complete installation whether or not indicated as part 

of alternate. 
 

B. Notification: Immediately following award of the Contract, notify each party involved, in 

writing, of the status of each alternate. Indicate if alternates have been accepted, rejected, or 

deferred for later consideration. Include a complete description of negotiated revisions to 

alternates. 
 

C. Execute accepted alternates under the same conditions as other work of the Contract. 
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D. Schedule: A schedule of alternates is included at the end of this Section. Specification Sections 

referenced in schedule contain requirements for materials necessary to achieve the work 

described under each alternate. 

 

PART 2 - PRODUCTS (Not Used) 

 

PART 3 - EXECUTION 

 

3.1 SCHEDULE OF ALTERNATES 
 

Fence Replacement – Wood to Vinyl 

1. Base Bid: No work is included under the base bid. 

2. Alternate 01: Remove the existing wood picket fence in its entirety, including but not 

limited to posts, pickets, rails, and concrete piers. Backfill all resulting voids from pier 

removal with soil and install sod as required to restore grade. Provide and install new 

vinyl picket fencing and gates per details indicated on the drawings and as specified in 

the Vinyl Picket Fence Specification section. 

 

 

END OF SECTION 01 2300 
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SECTION 01 2500 - SUBSTITUTION PROCEDURES 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for substitutions. 

B. Related Requirements: 

1. Section 01 6000 "Product Requirements" for requirements for submitting comparable 

product submittals for products by listed manufacturers. 

 

1.3 DEFINITIONS 

A. Substitutions: Changes in products, materials, equipment, and methods of construction from 

those required by the Contract Documents and proposed by Contractor. 

1. Substitutions for Cause: Changes proposed by Contractor that are required due to 

changed Project conditions, such as unavailability of product, regulatory changes, or 

unavailability of required warranty terms. 

2. Substitutions for Convenience: Changes proposed by Contractor or Owner that are not 

required in order to meet other Project requirements but may offer advantage to 

Contractor or Owner. 

 

1.4 ACTION SUBMITTALS 

A. Substitution Requests: Submit three copies of each request for consideration. Identify product 

or fabrication or installation method to be replaced. Include Specification Section number and 

title and Drawing numbers and titles. 

1. Substitution Request Form: Use CSI Form 13.1A. 

2. Documentation: Show compliance with requirements for substitutions and the following, 

as applicable: 

a. Statement indicating why specified product or fabrication or installation cannot be 

provided, if applicable. 
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b. Coordination information, including a list of changes or revisions needed to other 

parts of the Work and to construction performed by Owner and separate 

contractors, that will be necessary to accommodate proposed substitution. 

c. Detailed comparison of significant qualities of proposed substitution with those of 

the Work specified. Include annotated copy of applicable Specification Section. 

Significant qualities may include attributes such as performance, weight, size, 

durability, visual effect, sustainable design characteristics, warranties, and specific 

features and requirements indicated. Indicate deviations, if any, from the Work 

specified. 

d. Product Data, including drawings and descriptions of products and fabrication and 

installation procedures. 
e. Samples, where applicable or requested. 

f. Certificates and qualification data, where applicable or requested. 

g. List of similar installations for completed projects with project names and 

addresses and names and addresses of architects and owners. 

h. Material test reports from a qualified testing agency indicating and interpreting test 

results for compliance with requirements indicated. 

i. Research reports evidencing compliance with building code in effect for Project, 

from ICC-ES. 

j. Detailed comparison of Contractor's construction schedule using proposed 

substitution with products specified for the Work, including effect on the overall 

Contract Time. If specified product or method of construction cannot be provided 

within the Contract Time, include letter from manufacturer, on manufacturer's 

letterhead, stating date of receipt of purchase order, lack of availability, or delays 

in delivery. 

k. Cost information, including a proposal of change, if any, in the Contract Sum. 

l. Contractor's certification that proposed substitution complies with requirements in 

the Contract Documents except as indicated in substitution request, is compatible 

with related materials, and is appropriate for applications indicated. 

m. Contractor's waiver of rights to additional payment or time that may subsequently 

become necessary because of failure of proposed substitution to produce indicated 

results. 

3. Architect's Action: If necessary, Architect will request additional information or 

documentation for evaluation within seven days of receipt of a request for substitution. 

Architect will notify Contractor of acceptance or rejection of proposed substitution within 

15 days of receipt of request, or seven days of receipt of additional information or 

documentation, whichever is later. 

a. Forms of Acceptance: Change Order, Construction Change Directive, or 

Architect's Supplemental Instructions for minor changes in the Work. 

b. Use product specified if Architect does not issue a decision on use of a proposed 

substitution within time allocated. 
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1.5 QUALITY ASSURANCE 

A. Compatibility of Substitutions: Investigate and document compatibility of proposed 

substitution with related products and materials. Engage a qualified testing agency to perform 

compatibility tests recommended by manufacturers. 

 

1.6 PROCEDURES 

A. Coordination: Revise or adjust affected work as necessary to integrate work of the approved 

substitutions. 

 

PART 2 - PRODUCTS 

 

2.1 SUBSTITUTIONS 

A. Substitutions for Cause: Submit requests for substitution immediately on discovery of need for 

change, but not later than 15 days prior to time required for preparation and review of related 

submittals. 

1. Conditions: Architect will consider Contractor's request for substitution when the 

following conditions are satisfied. If the following conditions are not satisfied, Architect 

will return requests without action, except to record noncompliance with these 

requirements: 

a. Requested substitution is consistent with the Contract Documents and will produce 

indicated results. 

b. Requested substitution provides sustainable design characteristics that specified 

product provided. 
c. Substitution request is fully documented and properly submitted. 

d. Requested substitution will not adversely affect Contractor's construction schedule. 

e. Requested substitution has received necessary approvals of authorities having 

jurisdiction. 

f. Requested substitution is compatible with other portions of the Work. 

g. Requested substitution has been coordinated with other portions of the Work. 

h. Requested substitution provides specified warranty. 

i. If requested substitution involves more than one contractor, requested substitution 

has been coordinated with other portions of the Work, is uniform and consistent, is 

compatible with other products, and is acceptable to all contractors involved. 

B. Substitutions for Convenience: Architect will consider requests for substitution if received 

within 60 days after the Notice to Proceed. Requests received after that time may be considered 

or rejected at discretion of Architect. 

1. Conditions: Architect will consider Contractor's request for substitution when the 

following conditions are satisfied. If the following conditions are not satisfied, Architect 
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will return requests without action, except to record noncompliance with these 

requirements: 

a. Requested substitution offers Owner a substantial advantage in cost, time, energy 

conservation, or other considerations, after deducting additional responsibilities 

Owner must assume. Owner's additional responsibilities may include 

compensation to Architect for redesign and evaluation services, increased cost of 

other construction by Owner, and similar considerations. 

b. Requested substitution does not require extensive revisions to the Contract 

Documents. 

c. Requested substitution is consistent with the Contract Documents and will produce 

indicated results. 

d. Requested substitution provides sustainable design characteristics that specified 

product provided. 

e. Substitution request is fully documented and properly submitted. 
f. Requested substitution will not adversely affect Contractor's construction schedule. 

g. Requested substitution has received necessary approvals of authorities having 

jurisdiction. 
h. Requested substitution is compatible with other portions of the Work. 

i. Requested substitution has been coordinated with other portions of the Work. 

j. Requested substitution provides specified warranty. 

k. If requested substitution involves more than one contractor, requested substitution 

has been coordinated with other portions of the Work, is uniform and consistent, is 

compatible with other products, and is acceptable to all contractors involved. 

 

PART 3 - EXECUTION (Not Used) 

 

END OF SECTION 01 2500 
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SECTION 01 2600 - CONTRACT MODIFICATION PROCEDURES 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for handling and processing 

Contract modifications. 

B. Related Requirements: 

1. Section 01 2500 "Substitution Procedures" for administrative procedures for handling 

requests for substitutions made after the Contract award. 

 

1.3 MINOR CHANGES IN THE WORK 

A. Architect will issue supplemental instructions authorizing minor changes in the Work, not 

involving adjustment to the Contract Sum or the Contract Time, on AIA Document G710, 

"Architect's Supplemental Instructions." 

 

1.4 PROPOSAL REQUESTS 

A. Owner-Initiated Proposal Requests: Architect will issue a detailed description of proposed 

changes in the Work that may require adjustment to the Contract Sum or the Contract Time. If 

necessary, the description will include supplemental or revised Drawings and Specifications. 

1. Work Change Proposal Requests issued by Architect are not instructions either to stop 

work in progress or to execute the proposed change. 

2. Within time specified in Proposal Request after receipt of Proposal Request, submit a 

quotation estimating cost adjustments to the Contract Sum and the Contract Time 

necessary to execute the change. 

a. Include a list of quantities of products required or eliminated and unit costs, with 

total amount of purchases and credits to be made. If requested, furnish survey data 

to substantiate quantities. 

b. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade 

discounts. 

c. Include costs of labor and supervision directly attributable to the change. 
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d. Include an updated Contractor's construction schedule that indicates the effect of 

the change, including, but not limited to, changes in activity duration, start and 

finish times, and activity relationship. Use available total float before requesting 

an extension of the Contract Time. 

e. Quotation Form: Use forms acceptable to Architect. 

B. Contractor-Initiated Proposals: If latent or changed conditions require modifications to the 

Contract, Contractor may initiate a claim by submitting a request for a change to Architect. 

1. Include a statement outlining reasons for the change and the effect of the change on the 

Work. Provide a complete description of the proposed change. Indicate the effect of the 

proposed change on the Contract Sum and the Contract Time. 

2. Include a list of quantities of products required or eliminated and unit costs, with total 

amount of purchases and credits to be made. If requested, furnish survey data to 

substantiate quantities. 

3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade 

discounts. 

4. Include costs of labor and supervision directly attributable to the change. 

5. Include an updated Contractor's construction schedule that indicates the effect of the 

change, including, but not limited to, changes in activity duration, start and finish times, 

and activity relationship. Use available total float before requesting an extension of the 

Contract Time. 

6. Comply with requirements in Section 01 2500 "Substitution Procedures" if the proposed 

change requires substitution of one product or system for product or system specified. 

7. Proposal Request Form: Use form acceptable to Architect. 

 

1.5 CHANGE ORDER PROCEDURES 

A. On Owner's approval of a Work Changes Proposal Request, Architect will issue a Change Order 

for signatures of Owner and Contractor. 

 

1.6 CONSTRUCTION CHANGE DIRECTIVE 

A. Construction Change Directive: Architect may issue a Construction Change Directive. 

Construction Change Directive instructs Contractor to proceed with a change in the Work, for 

subsequent inclusion in a Change Order. 

1. Construction Change Directive contains a complete description of change in the Work. It 

also designates method to be followed to determine change in the Contract Sum or the 

Contract Time. 

B. Documentation: Maintain detailed records on a time and material basis of work required by the 

Construction Change Directive. 

1. After completion of change, submit an itemized account and supporting data necessary to 

substantiate cost and time adjustments to the Contract. 
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PART 2 - PRODUCTS (Not Used) 

 

PART 3 - EXECUTION (Not Used) 

 

END OF SECTION 01 2600 
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SECTION 01 2900 - PAYMENT PROCEDURES 

 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 1 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. This Section specifies administrative and procedural requirements necessary to prepare and 

process Applications for Payment. 
 

B. Related Sections include the following: 
 

1. Division 1 Section "Contract Modification Procedures" for administrative procedures for 

handling changes to the Contract. 

2. Division 1 Section "Construction Progress Documentation" for administrative 

requirements governing preparation and submittal of Contractor's Construction Schedule 

and Submittals Schedule. 

 

1.3 DEFINITIONS 
 

A. Schedule of Values: A statement furnished by Contractor allocating portions of the Contract 

Sum to various portions of the Work and used as the basis for reviewing Contractor's 

Applications for Payment. 

 

1.4 SCHEDULE OF VALUES 
 

A. Coordination: Coordinate preparation of the Schedule of Values with preparation  of 

Contractor's Construction Schedule. 
 

1. Correlate line items in the Schedule of Values with other required administrative forms 

and schedules, including the following: 
 

a. Application for Payment forms with Continuation Sheets. 

b. Submittals Schedule. 

c. Contractor's Construction Schedule. 

d. Contractor to use Owner's forms for Application for Payment and Continuation 

Sheets. 
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2. Submit the Schedule of Values to Architect at earliest possible date but no later than 

seven days before the date scheduled for submittal of initial Applications for Payment. 
 

B. Format and Content: Use the Project Manual table of contents as a guide to establish line items 

for the Schedule of Values. Provide at least one line item for each Specification Section. 
 

1. Identification: Include the following Project identification on the Schedule of Values: 
 

a. Project name and location. 

b. Name of Architect. 

c. Contractor's name and address. 

d. Date of submittal. 
 

2. Submit draft of Owner’s Application and Certificate for Payment with Continuation 

Sheets found on the Owner’s web site (www.dfcm.utah.gov). 

3. Provide a breakdown of the Contract Sum in enough detail to facilitate continued 

evaluation of Applications for Payment and progress reports. Coordinate with the Project 

Manual table of contents. Provide several line items for principal subcontract amounts, 

where appropriate. Include separate line items under required principal subcontracts for 

operation and maintenance manuals, punch list activities, Project Record Documents, and 

demonstration and training in the amount of 5 percent of the Contract Sum. 

4. Round amounts to nearest whole dollar; total shall equal the Contract Sum. 

5. Provide a separate line item in the Schedule of Values for each part of the Work where 

Applications for Payment may include materials or equipment purchased or fabricated 

and stored, but not yet installed. 
 

a. Differentiate between items stored on-site and items stored off-site. If specified, 

include evidence of insurance or bonded warehousing. 
 

6. Provide separate line items in the Schedule of Values for initial cost of materials, for each 

subsequent stage of completion, and for total installed value of that part of the Work. 

7. Each item in the Schedule of Values and Applications for Payment shall be complete. 

Include total cost and proportionate share of general overhead and profit for each item. 
 

a. Temporary facilities and other major cost items that are not direct cost of actual 

work-in-place may be shown either as separate line items in the Schedule of 

Values or distributed as general overhead expense, at Contractor's option. 
 

8. Schedule Updating: Update and resubmit the Schedule of Values before the next 

Applications for Payment when Change Orders or Construction Change Directives result 

in a change in the Contract Sum. 

 

1.5 APPLICATIONS FOR PAYMENT 
 

A. Each Application for Payment shall be consistent with previous applications and payments as 

certified by Architect and paid for by Owner. 
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1. Initial Application for Payment, Application for Payment at time of Substantial 

Completion, and final Application for Payment involve additional requirements. 
 

B. Payment Application Times: The date for each progress payment is indicated in the Agreement 

between Owner and Contractor. The period of construction Work covered by each Application 

for Payment is the period indicated in the Agreement. 
 

C. Payment Application Forms: Use Owner’s Application and Certificate for Payment with 

Continuation Sheets found on the Owner’s web site (www.dfcm.utah.gov). 
 

D. Application Preparation: Complete every entry on form. Notarize and execute by a person 

authorized to sign legal documents on behalf of Contractor. Architect will return incomplete 

applications without action. 
 

1. Entries shall match data on the Schedule of Values and Contractor's Construction 

Schedule. Use updated schedules if revisions were made. 

2. Include amounts of Change Orders and Construction Change Directives issued before last 

day of construction period covered by application. 
 

E. Transmittal: Submit 2 signed original copies of each Application for Payment to Architect by a 

method ensuring receipt within 24 hours. One copy shall include waivers of lien and similar 

attachments if required. 
 

1. Transmit each copy with a transmittal form listing attachments and recording appropriate 

information about application. 
 

F. Initial Application for Payment: Administrative actions and submittals that must precede or 

coincide with submittal of first Application for Payment include the following: 
 

1. List of subcontractors. 

2. Schedule of Values. 

3. Contractor's Construction Schedule (preliminary if not final). 

4. Submittals Schedule (preliminary if not final). 
 

G. Application for Payment at Substantial Completion: After issuing the Certificate of Substantial 

Completion, submit an Application for Payment showing 100 percent completion for portion of 

the Work claimed as substantially complete. 
 

1. Include documentation supporting claim that the Work is substantially complete and a 

statement showing an accounting of changes to the Contract Sum. 

2. This application shall reflect Certificates of Partial Substantial Completion issued 

previously for Owner occupancy of designated portions of the Work. 

 

H. Final Payment Application: Submit final Application for Payment with releases and supporting 

documentation not previously submitted and accepted, including, but not limited, to the 

following: 

1. Evidence of completion of Project closeout requirements. 

2. Insurance certificates for products and completed operations where required and proof 

that taxes, fees, and similar obligations were paid. 
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3. Updated final statement, accounting for final changes to the Contract Sum. 

4. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims." 

5. AIA Document G706A, "Contractor's Affidavit of Release of Liens." 

6. AIA Document G707, "Consent of Surety to Final Payment." 

7. Evidence that claims have been settled. 

8. Final, liquidated damages settlement statement. 

 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01 2900 
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SECTION 01 3100 - PROJECT MANAGEMENT AND COORDINATION 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. Section includes administrative provisions for coordinating construction operations on Project 

including, but not limited to, the following: 

1. General coordination procedures. 

2. Coordination drawings. 

3. Requests for Information (RFIs). 

4. Project meetings. 

B. Each contractor shall participate in coordination requirements. Certain areas of responsibility 

are assigned to a specific contractor. 

C. Related Requirements: 

1. Section 01 3200 "Construction Progress Documentation" for preparing and submitting 

Contractor's construction schedule. 

2. Section 01 7300 "Execution" for procedures for coordinating general installation and 

field-engineering services, including establishment of benchmarks and control points. 
3. Section 01 7700 "Closeout Procedures" for coordinating closeout of the Contract. 

 

1.3 DEFINITIONS 

A. RFI: Request from Owner, Architect, or Contractor seeking information required by or 

clarifications of the Contract Documents. 

 

1.4 INFORMATIONAL SUBMITTALS 

A. Subcontract List: Prepare a written summary identifying individuals or firms proposed for each 

portion of the Work, including those who are to furnish products or equipment fabricated to a 

special design. Include the following information in tabular form: 

1. Name, address, and telephone number of entity performing subcontract or supplying 

products. 

2. Number and title of related Specification Section(s) covered by subcontract. 
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3. Drawing number and detail references, as appropriate, covered by subcontract. 

B. Key Personnel Names: Within 15 days of starting construction operations, submit a list of key 

personnel assignments, including superintendent and other personnel in attendance at Project 

site. Identify individuals and their duties and responsibilities; list addresses and telephone 

numbers, including home, office, and cellular telephone numbers and e-mail addresses. Provide 

names, addresses, and telephone numbers of individuals assigned as alternates in the absence of 

individuals assigned to Project. 

1. Post copies of list in project meeting room, in temporary field office, and by each 

temporary telephone. Keep list current at all times. 

C. Security Background Checks: If requested by the Owner, all construction workers must provide 

the following for a security background check: Date of Birth, Driver License Number, and 

Social Security Number. 

 

1.5 GENERAL COORDINATION PROCEDURES 

A. Coordination: Coordinate construction operations included in different Sections of the 

Specifications to ensure efficient and orderly installation of each part of the Work. Coordinate 

construction operations, included in different Sections that depend on each other for proper 

installation, connection, and operation. 

1. Schedule construction operations in sequence required to obtain the best results where 

installation of one part of the Work depends on installation of other components, before 

or after its own installation. 

2. Coordinate installation of different components to ensure maximum performance and 

accessibility for required maintenance, service, and repair. 

3. Make adequate provisions to accommodate items scheduled for later installation. 

B. Prepare memoranda for distribution to each party involved, outlining special procedures 

required for coordination. Include such items as required notices, reports, and list of attendees 

at meetings. 

1. Prepare similar memoranda for Owner and separate contractors if coordination of their 

Work is required. 

C. Administrative Procedures: Coordinate scheduling and timing of required administrative 

procedures with other construction activities to avoid conflicts and to ensure orderly progress of 

the Work. Such administrative activities include, but are not limited to, the following: 

1. Preparation of Contractor's construction schedule. 

2. Preparation of the schedule of values. 

3. Installation and removal of temporary facilities and controls. 

4. Delivery and processing of submittals. 

5. Progress meetings. 

6. Preinstallation conferences. 

7. Project closeout activities. 
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8. Startup and adjustment of systems. 

D. Conservation: Coordinate construction activities to ensure that operations are carried out with 

consideration given to conservation of energy, water, and materials. Coordinate use of 

temporary utilities to minimize waste. 

1. Salvage materials and equipment involved in performance of, but not actually 

incorporated into, the Work. See other Sections for disposition of salvaged materials that 

are designated as Owner's property. 

 

1.6 COORDINATION DRAWINGS 

A. Coordination Drawings, General: Prepare coordination drawings according to requirements in 

individual Sections, and additionally where installation is not completely shown on Shop 

Drawings, where limited space availability necessitates coordination, or if coordination is 

required to facilitate integration of products and materials fabricated or installed by more than 

one entity. 

1. Content: Project-specific information, drawn accurately to a scale large enough to 

indicate and resolve conflicts. Do not base coordination drawings on standard printed 

data. Include the following information, as applicable: 

a. Use applicable Drawings as a basis for preparation of coordination drawings. 

Prepare sections, elevations, and details as needed to describe relationship of 

various systems and components. 

b. Coordinate the addition of trade-specific information to the coordination drawings 

by multiple contractors in a sequence that best provides for coordination of the 

information and resolution of conflicts between installed components before 

submitting for review. 

c. Indicate functional and spatial relationships of components of architectural, 

structural, civil, mechanical, and electrical systems. 

d. Indicate space requirements for routine maintenance and for anticipated 

replacement of components during the life of the installation. 

e. Show location and size of access doors required for access to concealed dampers, 

valves, and other controls. 

f. Indicate required installation sequences. 

g. Indicate dimensions shown on the Drawings. Specifically note dimensions that 

appear to be in conflict with submitted equipment and minimum clearance 

requirements. Provide alternate sketches to Architect indicating proposed 

resolution of such conflicts. Minor dimension changes and difficult installations 

will not be considered changes to the Contract. 

B. Coordination Drawing Organization: Organize coordination drawings as follows: 

1. Floor Plans and Reflected Ceiling Plans: Show architectural and structural elements, and 

mechanical, plumbing, fire-protection, fire-alarm, and electrical Work. Show locations 

of visible ceiling-mounted devices relative to acoustical ceiling grid. Supplement plan 

drawings with section drawings where required to adequately represent the Work. 



PROJECT MANAGEMENT AND COORDINATION 01 3100 - 4  

2. Plenum Space: Indicate subframing for support of ceiling and wall systems, mechanical 

and electrical equipment, and related Work. Locate components within ceiling plenum to 

accommodate layout of light fixtures indicated on Drawings. Indicate areas of conflict 

between light fixtures and other components. 

3. Mechanical Rooms: Provide coordination drawings for mechanical rooms showing plans 

and elevations of mechanical, plumbing, fire-protection, fire-alarm, and electrical 

equipment. 
4. Structural Penetrations: Indicate penetrations and openings required for all disciplines. 

5. Slab Edge and Embedded Items: Indicate slab edge locations and sizes and locations of 

embedded items for metal fabrications, sleeves, anchor bolts, bearing plates, angles, door 

floor closers, slab depressions for floor finishes, curbs and housekeeping pads, and 

similar items. 

6. Mechanical and Plumbing Work: Show the following: 

a. Sizes and bottom elevations of ductwork, piping, and conduit runs, including 

insulation, bracing, flanges, and support systems. 

b. Dimensions of major components, such as dampers, valves, diffusers, access 

doors, cleanouts and electrical distribution equipment. 

c. Fire-rated enclosures around ductwork. 

7. Electrical Work: Show the following: 

a. Runs of vertical and horizontal conduit 1-1/4 inches (32 mm) in diameter and 

larger. 

b. Light fixture, exit light, emergency battery pack, smoke detector, and other fire- 

alarm locations. 

c. Panel board, switch board, switchgear, transformer, busway, generator, and motor 

control center locations. 

d. Location of pull boxes and junction boxes, dimensioned from column center lines. 

8. Fire-Protection System: Show the following: 

a. Locations of standpipes, mains piping, branch lines, pipe drops, and sprinkler 

heads. 

9. Review: Architect will review coordination drawings to confirm that the Work is being 

coordinated, but not for the details of the coordination, which are Contractor's 

responsibility. If Architect determines that coordination drawings are not being prepared 

in sufficient scope or detail, or are otherwise deficient, Architect will so inform 

Contractor, who shall make changes as directed and resubmit. 

 

1.7 REQUESTS FOR INFORMATION (RFIs) 

A. General: Immediately on discovery of the need for additional information or interpretation of 

the Contract Documents, Contractor shall prepare and submit an RFI in the form specified. 

1. Architect will return RFIs submitted to Architect by other entities controlled by 

Contractor with no response. 
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2. Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's 

work or work of subcontractors. 

B. Content of the RFI: Include a detailed, legible description of item needing information or 

interpretation and the following: 

1. Project name. 

2. Project number. 

3. Date. 

4. Name of Contractor. 

5. Name of Architect. 

6. RFI number, numbered sequentially. 

7. RFI subject. 

8. Specification Section number and title and related paragraphs, as appropriate. 

9. Drawing number and detail references, as appropriate. 

10. Field dimensions and conditions, as appropriate. 

11. Contractor's suggested resolution. If Contractor's suggested resolution impacts the 

Contract Time or the Contract Sum, Contractor shall state impact in the RFI. 
12. Contractor's signature. 

13. Attachments: Include sketches, descriptions, measurements, photos, Product Data, Shop 

Drawings, coordination drawings, and other information necessary to fully describe items 

needing interpretation. 

a. Include dimensions, thicknesses, structural grid references, and details of affected 

materials, assemblies, and attachments on attached sketches. 

C. RFI Forms: Forms as standard with the Owner. 

1. Attachments shall be electronic files in Adobe Acrobat PDF format. 

D. Architect's Action: Architect will review each RFI, determine action required, and respond. 

Allow seven working days for Architect's response for each RFI. RFIs received by Architect 

after 1:00 p.m. will be considered as received the following working day. 

1. The following Contractor-generated RFIs will be returned without action: 

a. Requests for approval of submittals. 

b. Requests for approval of substitutions. 

c. Requests for approval of Contractor's means and methods. 

d. Requests for coordination information already indicated in the Contract 

Documents. 
e. Requests for adjustments in the Contract Time or the Contract Sum. 

f. Requests for interpretation of Architect's actions on submittals. 

g. Incomplete RFIs or inaccurately prepared RFIs. 

2. Architect's action may include a request for additional information, in which case 

Architect's time for response will date from time of receipt of additional information. 
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3. Architect's action on RFIs that may result in a change to the Contract Time or the 

Contract Sum may be eligible for Contractor to submit Change Proposal according to 

Section 01 2600 "Contract Modification Procedures." 

a. If Contractor believes the RFI response warrants change in the Contract Time or 

the Contract Sum, notify Architect in writing within 10 days of receipt of the RFI 

response. 

E. RFI Log: Prepare, maintain, and submit a tabular log of RFIs organized by the RFI number. 

Submit log weekly. Include the following: 

1. Project name. 
2. Name and address of Contractor. 

3. Name and address of Architect. 

4. RFI number including RFIs that were returned without action or withdrawn. 

5. RFI description. 

6. Date the RFI was submitted. 

7. Date Architect's response was received. 

F. On receipt of Architect's action, update the RFI log and immediately distribute the RFI response 

to affected parties. Review response and notify Architect within seven days if Contractor 

disagrees with response. 

1. Identification of related Minor Change in the Work, Construction Change Directive, and 

Proposal Request, as appropriate. 

2. Identification of related Field Order, Work Change Directive, and Proposal Request, as 

appropriate. 

 

1.8 PROJECT MEETINGS 

A. General: Schedule and conduct meetings and conferences at Project site unless otherwise 

indicated. 

1. Attendees: Inform participants and others involved, and individuals whose presence is 

required, of date and time of each meeting. Notify Owner and Architect of scheduled 

meeting dates and times. 

2. Agenda: Prepare the meeting agenda. Distribute the agenda to all invited attendees. 

3. Minutes: Entity responsible for conducting meeting will record significant discussions 

and agreements achieved. Distribute the meeting minutes to everyone concerned, 

including Owner and Architect, within three days of the meeting. 

B. Preconstruction Conference: Architect will schedule and conduct a preconstruction conference 

before starting construction, at a time convenient to Owner and Architect, but no later than 15 

days after execution of the Agreement. 

1. Conduct the conference to review responsibilities and personnel assignments. 

2. Attendees: Authorized representatives of Owner, Architect, and their consultants; 

Contractor and its superintendent; major subcontractors; suppliers; and other concerned 
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parties shall attend the conference. Participants at the conference shall be familiar with 

Project and authorized to conclude matters relating to the Work. 

3. Agenda: Discuss items of significance that could affect progress, including the 

following: 

a. Tentative construction schedule. 

b. Phasing. 

c. Critical work sequencing and long-lead items. 

d. Designation of key personnel and their duties. 

e. Lines of communications. 

f. Procedures for processing field decisions and Change Orders. 

g. Procedures for RFIs. 

h. Procedures for testing and inspecting. 

i. Procedures for processing Applications for Payment. 

j. Distribution of the Contract Documents. 

k. Submittal procedures. 

l. Preparation of record documents. 

m. Use of the premises. 

n. Work restrictions. 

o. Working hours. 

p. Owner's occupancy requirements. 

q. Responsibility for temporary facilities and controls. 

r. Procedures for moisture and mold control. 

s. Procedures for disruptions and shutdowns. 

t. Construction waste management and recycling. 

u. Parking availability. 

v. Office, work, and storage areas. 

w. Equipment deliveries and priorities. 

x. First aid. 

y. Security. 

z. Progress cleaning. 

4. Minutes: Entity responsible for conducting meeting will record and distribute meeting 

minutes. 

C. Preinstallation Conferences: Conduct a preinstallation conference at Project site before each 

construction activity that requires coordination with other construction. 

1. Attendees: Installer and representatives of manufacturers and fabricators involved in or 

affected by the installation and its coordination or integration with other materials and 

installations that have preceded or will follow, shall attend the meeting. Advise Architect 

of scheduled meeting dates. 

2. Agenda: Review progress of other construction activities and preparations for the 

particular activity under consideration, including requirements for the following: 

a. Contract Documents. 

b. Options. 

c. Related RFIs. 

d. Related Change Orders. 
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e. Purchases. 

f. Deliveries. 

g. Submittals. 

h. Review of mockups. 

i. Possible conflicts. 

j. Compatibility requirements. 

k. Time schedules. 

l. Weather limitations. 

m. Manufacturer's written instructions. 

n. Warranty requirements. 

o. Compatibility of materials. 

p. Acceptability of substrates. 

q. Temporary facilities and controls. 

r. Space and access limitations. 

s. Regulations of authorities having jurisdiction. 

t. Testing and inspecting requirements. 

u. Installation procedures. 

v. Coordination with other work. 

w. Required performance results. 

x. Protection of adjacent work. 

y. Protection of construction and personnel. 

3. Record significant conference discussions, agreements, and disagreements, including 

required corrective measures and actions. 

4. Reporting: Distribute minutes of the meeting to each party present and to other parties 

requiring information. 

5. Do not proceed with installation if the conference cannot be successfully concluded. 

Initiate whatever actions are necessary to resolve impediments to performance of the 

Work and reconvene the conference at earliest feasible date. 

D. Progress Meetings: Conduct progress meetings at weekly or biweekly intervals as indicated by 

the owner. 

1. Coordinate dates of meetings with preparation of payment requests. 

2. Attendees: In addition to representatives of Owner and Architect, each contractor, 

subcontractor, supplier, and other entity concerned with current progress or involved in 

planning, coordination, or performance of future activities shall be represented at these 

meetings. All participants at the meeting shall be familiar with Project and authorized to 

conclude matters relating to the Work. 

3. Agenda: Review and correct or approve minutes of previous progress meeting. Review 

other items of significance that could affect progress. Include topics for discussion as 

appropriate to status of Project. 

a. Contractor's Construction Schedule: Review progress since the last meeting. 

Determine whether each activity is on time, ahead of schedule, or behind schedule, 

in relation to Contractor's construction schedule. Determine how construction 

behind schedule will be expedited; secure commitments from parties involved to 

do so. Discuss whether schedule revisions are required to ensure that current and 

subsequent activities will be completed within the Contract Time. 
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1) Review schedule for next period. 

b. Review present and future needs of each entity present, including the following: 

1) Interface requirements. 

2) Sequence of operations. 

3) Status of submittals. 

4) Deliveries. 

5) Off-site fabrication. 

6) Access. 

7) Site utilization. 

8) Temporary facilities and controls. 

9) Progress cleaning. 

10) Quality and work standards. 

11) Status of correction of deficient items. 

12) Field observations. 

13) Status of RFIs. 

14) Status of proposal requests. 

15) Pending changes. 

16) Status of Change Orders. 

17) Pending claims and disputes. 

18) Documentation of information for payment requests. 

4. Minutes: Entity responsible for conducting the meeting will record and distribute the 

meeting minutes to each party present and to parties requiring information. 

a. Schedule Updating: Revise Contractor's construction schedule after each progress 

meeting where revisions to the schedule have been made or recognized. Issue 

revised schedule concurrently with the report of each meeting. 

 

PART 2 - PRODUCTS (Not Used) 

 

PART 3 - EXECUTION (Not Used) 

 

END OF SECTION 01 3100 



CONSTRUCTION PROGRESS DOCUMENTATION 01 3200 - 1  

SECTION 01 3200 - CONSTRUCTION PROGRESS DOCUMENTATION 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for documenting the progress of 

construction during performance of the Work, including the following: 
1. Contractor's construction schedule. 

2. Construction schedule updating reports. 

3. Daily construction reports. 

4. Material location reports. 

5. Site condition reports. 

6. Special reports. 

B. Related Requirements: 

1. Section 01 3300 "Submittal Procedures" for submitting schedules and reports. 

2. Section 01 4000 "Quality Requirements" for submitting a schedule of tests and 

inspections. 

 

1.3 DEFINITIONS 

A. Activity: A discrete part of a project that can be identified for planning, scheduling, monitoring, 

and controlling the construction project. Activities included in a construction schedule consume 

time and resources. 

1. Critical Activity: An activity on the critical path that must start and finish on the planned 

early start and finish times. 

2. Predecessor Activity: An activity that precedes another activity in the network. 

3. Successor Activity: An activity that follows another activity in the network. 

B. Cost Loading: The allocation of the schedule of values for the completion of an activity as 

scheduled. The sum of costs for all activities must equal the total Contract Sum unless 

otherwise approved by Architect. 

C. CPM: Critical path method, which is a method of planning and scheduling a construction 

project where activities are arranged based on activity relationships. Network calculations 

determine when activities can be performed and the critical path of Project. 
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D. Critical Path: The longest connected chain of interdependent activities through the network 

schedule that establishes the minimum overall Project duration and contains no float. 

E. Event: The starting or ending point of an activity. 

F. Float: The measure of leeway in starting and completing an activity. 

1. Float time is not for the exclusive use or benefit of either Owner or Contractor, but is a 

jointly owned, expiring Project resource available to both parties as needed to meet 

schedule milestones and Contract completion date. 

2. Free float is the amount of time an activity can be delayed without adversely affecting the 

early start of the successor activity. 

3. Total float is the measure of leeway in starting or completing an activity without 

adversely affecting the planned Project completion date. 

G. Resource Loading: The allocation of manpower and equipment necessary for the completion of 

an activity as scheduled. 

 

1.4 INFORMATIONAL SUBMITTALS 

A. Format for Submittals: Submit required submittals in the following format: 

1. PDF electronic file. 

2. Two paper copies. 

B. Contractor's Construction Schedule: Initial schedule, of size required to display entire schedule 

for entire construction period. 

1. Submit a working electronic copy of schedule, using software indicated, and labeled to 

comply with requirements for submittals. Include type of schedule (initial or updated) 

and date on label. 

C. CPM Reports: Concurrent with CPM schedule, submit each of the following reports. Format 

for each activity in reports shall contain activity number, activity description, cost and resource 

loading, original duration, remaining duration, early start date, early finish date, late start date, 

late finish date, and total float in calendar days. 

1. Activity Report: List of all activities sorted by activity number and then early start date, 

or actual start date if known. 

2. Logic Report: List of preceding and succeeding activities for all activities, sorted in 

ascending order by activity number and then early start date, or actual start date if known. 

3. Total Float Report: List of all activities sorted in ascending order of total float. 

4. Earnings Report: Compilation of Contractor's total earnings from the Notice to Proceed 

until most recent Application for Payment. 

D. Construction Schedule Updating Reports: Submit with Applications for Payment. 

E. Daily Construction Reports: Submit at monthly intervals. 
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F. Material Location Reports: Submit at monthly intervals. 

G. Site Condition Reports: Submit at time of discovery of differing conditions. 

H. Special Reports: Submit at time of unusual event. 

I. Qualification Data: For scheduling consultant. 

 

1.5 QUALITY ASSURANCE 

A. Scheduling Consultant Qualifications: An experienced specialist in CPM scheduling and 

reporting, with capability of producing CPM reports and diagrams within 24 hours of 

Architect's request. 

 

1.6 COORDINATION 

A. Coordinate Contractor's construction schedule with the schedule of values, list of subcontracts, 

submittal schedule, progress reports, payment requests, and other required schedules and 

reports. 

1. Secure time commitments for performing critical elements of the Work from entities 

involved. 

2. Coordinate each construction activity in the network with other activities and schedule 

them in proper sequence. 

 

PART 2 - PRODUCTS 

 

2.1 CONTRACTOR'S CONSTRUCTION SCHEDULE, GENERAL 

A. Time Frame: Extend schedule from date established for the Notice to Proceed to date of 

Substantial Completion. 

1. Contract completion date shall not be changed by submission of a schedule that shows an 

early completion date, unless specifically authorized by Change Order. 

B. Activities: Treat each story or separate area as a separate numbered activity for each main 

element of the Work. Comply with the following: 

1. Activity Duration: Define activities so no activity is longer than 20 days, unless 

specifically allowed by Architect. 

2. Submittal Review Time: Include review and resubmittal times indicated in Section 01 

3300 "Submittal Procedures" in schedule. Coordinate submittal review times in 

Contractor's construction schedule with submittal schedule. 

3. Startup and Testing Time: Include no fewer than 15 days for startup and testing. 
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4. Substantial Completion: Indicate completion in advance of date established for 

Substantial Completion, and allow time for Architect's administrative procedures 

necessary for certification of Substantial Completion. 

5. Punch List and Final Completion: Include not more than 30 days for completion of 

punch list items and final completion. 

C. Constraints: Include constraints and work restrictions indicated in the Contract Documents and 

as follows in schedule, and show how the sequence of the Work is affected. 

1. Work Restrictions: Show the effect of the following items on the schedule: 

a. Coordination with existing construction. 
b. Limitations of continued occupancies. 

c. Uninterruptible services. 

d. Partial occupancy before Substantial Completion. 

e. Use of premises restrictions. 

f. Provisions for future construction. 

g. Seasonal variations. 

h. Environmental control. 

2. Work Stages: Indicate important stages of construction for each major portion of the 

Work, including, but not limited to, the following: 

a. Subcontract awards. 
b. Submittals. 

c. Purchases. 

d. Mockups. 

e. Fabrication. 

f. Sample testing. 

g. Deliveries. 

h. Installation. 

i. Tests and inspections. 

j. Adjusting. 

k. Curing. 

l. Building flush-out. 

m. Startup and placement into final use and operation. 

3. Construction Areas: Identify each major area of construction for each major portion of 

the Work. Indicate where each construction activity within a major area must be 

sequenced or integrated with other construction activities to provide for the following: 

a. Structural completion. 

b. Temporary enclosure and space conditioning. 

c. Permanent space enclosure. 

d. Completion of mechanical installation. 

e. Completion of electrical installation. 

f. Substantial Completion. 

D. Recovery Schedule: When periodic update indicates the Work is 14 or more calendar days 

behind the current approved schedule, submit a separate recovery schedule indicating means by 
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which Contractor intends to regain compliance with the schedule. Indicate changes to working 

hours, working days, crew sizes, and equipment required to achieve compliance, and date by 

which recovery will be accomplished. 

E. Computer Scheduling Software: Prepare schedules using current version of a program that has 

been developed specifically to manage construction schedules. 

 

2.2 CONTRACTOR'S CONSTRUCTION SCHEDULE (CPM SCHEDULE) 

A. General: Prepare network diagrams using AON (activity-on-node) format. 

B. Startup Network Diagram: Submit diagram within 14 days of date established for the Notice to 

Proceed. Outline significant construction activities for the first 90 days of construction. Include 

skeleton diagram for the remainder of the Work and a cash requirement prediction based on 

indicated activities. 

C. CPM Schedule: Prepare Contractor's construction schedule using a time-scaled CPM network 

analysis diagram for the Work. 

1. Develop network diagram in sufficient time to submit CPM schedule so it can be 

accepted for use no later than 30 days after date established for the Notice to Proceed. 

a. Failure to include any work item required for performance of this Contract shall 

not excuse Contractor from completing all work within applicable completion 

dates, regardless of Architect's approval of the schedule. 

2. Conduct educational workshops to train and inform key Project personnel, including 

subcontractors' personnel, in proper methods of providing data and using CPM schedule 

information. 

3. Establish procedures for monitoring and updating CPM schedule and for reporting 

progress. Coordinate procedures with progress meeting and payment request dates. 

4. Use "one workday" as the unit of time for individual activities. Indicate nonworking 

days and holidays incorporated into the schedule in order to coordinate with the Contract 

Time. 

D. CPM Schedule Preparation: Prepare a list of all activities required to complete the Work. 

Using the startup network diagram, prepare a skeleton network to identify probable critical 

paths. 

1. Activities: Indicate the estimated time duration, sequence requirements, and relationship 

of each activity in relation to other activities. Include estimated time frames for the 

following activities: 

a. Preparation and processing of submittals. 

b. Mobilization and demobilization. 

c. Purchase of materials. 

d. Delivery. 

e. Fabrication. 
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f. Utility interruptions. 

g. Installation. 

h. Work by Owner that may affect or be affected by Contractor's activities. 

i. Testing. 

j. Punch list and final completion. 

k. Activities occurring following final completion. 

2. Critical Path Activities: Identify critical path activities, including those for interim 

completion dates. Scheduled start and completion dates shall be consistent with Contract 

milestone dates. 

3. Processing: Process data to produce output data on a computer-drawn, time-scaled 

network. Revise data, reorganize activity sequences, and reproduce as often as necessary 

to produce the CPM schedule within the limitations of the Contract Time. 

4. Format: Mark the critical path. Locate the critical path near center of network; locate 

paths with most float near the edges. 

a. Subnetworks on separate sheets are permissible for activities clearly off the critical 

path. 

E. Contract Modifications: For each proposed contract modification and concurrent with its 

submission, prepare a time-impact analysis using a network fragment to demonstrate the effect 

of the proposed change on the overall project schedule. 

F. Initial Issue of Schedule: Prepare initial network diagram from a sorted activity list indicating 

straight "early start-total float." Identify critical activities. Prepare tabulated reports showing 

the following: 

1. Contractor or subcontractor and the Work or activity. 

2. Description of activity. 

3. Main events of activity. 

4. Immediate preceding and succeeding activities. 

5. Early and late start dates. 

6. Early and late finish dates. 

7. Activity duration in workdays. 

8. Total float or slack time. 

9. Average size of workforce. 

10. Dollar value of activity (coordinated with the schedule of values). 

G. Schedule Updating: Concurrent with making revisions to schedule, prepare tabulated reports 

showing the following: 

1. Identification of activities that have changed. 

2. Changes in early and late start dates. 

3. Changes in early and late finish dates. 

4. Changes in activity durations in workdays. 

5. Changes in the critical path. 

6. Changes in total float or slack time. 

7. Changes in the Contract Time. 
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H. Value Summaries: Prepare two cumulative value lists, sorted by finish dates. 

1. In first list, tabulate activity number, early finish date, dollar value, and cumulative dollar 

value. 

2. In second list, tabulate activity number, late finish date, dollar value, and cumulative 

dollar value. 

3. In subsequent issues of both lists, substitute actual finish dates for activities completed as 

of list date. 

4. Prepare list for ease of comparison with payment requests; coordinate timing with 

progress meetings. 

a. In both value summary lists, tabulate "actual percent complete" and "cumulative 

value completed" with total at bottom. 

b. Submit value summary printouts one week before each regularly scheduled 

progress meeting. 

 

2.3 REPORTS 

A. Daily Construction Reports: Prepare a daily construction report recording the following 

information concerning events at Project site: 

1. List of subcontractors at Project site. 

2. List of separate contractors at Project site. 

3. Approximate count of personnel at Project site. 

4. Equipment at Project site. 

5. Material deliveries. 

6. High and low temperatures and general weather conditions, including presence of rain or 

snow. 
7. Accidents. 

8. Meetings and significant decisions. 

9. Unusual events (see special reports). 

10. Stoppages, delays, shortages, and losses. 

11. Meter readings and similar recordings. 

12. Emergency procedures. 

13. Orders and requests of authorities having jurisdiction. 

14. Change Orders received and implemented. 

15. Construction Change Directives received and implemented. 

16. Services connected and disconnected. 

17. Equipment or system tests and startups. 

18. Partial completions and occupancies. 

19. Substantial Completions authorized. 

B. Material Location Reports: At monthly intervals, prepare and submit a comprehensive list of 

materials delivered to and stored at Project site. List shall be cumulative, showing materials 

previously reported plus items recently delivered. Include with list a statement of progress on 

and delivery dates for materials or items of equipment fabricated or stored away from Project 

site. Indicate the following categories for stored materials: 
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1. Material stored prior to previous report and remaining in storage. 

2. Material stored prior to previous report and since removed from storage and installed. 

3. Material stored following previous report and remaining in storage. 

C. Site Condition Reports: Immediately on discovery of a difference between site conditions and 

the Contract Documents, prepare and submit a detailed report. Submit with a Request for 

Information. Include a detailed description of the differing conditions, together with 

recommendations for changing the Contract Documents. 

 

2.4 SPECIAL REPORTS 

A. General: Submit special reports directly to Owner within one day(s) of an occurrence. 

Distribute copies of report to parties affected by the occurrence. 

B. Reporting Unusual Events: When an event of an unusual and significant nature occurs at 

Project site, whether or not related directly to the Work, prepare and submit a special report. 

List chain of events, persons participating, response by Contractor's personnel, evaluation of 

results or effects, and similar pertinent information. Advise Owner in advance when these 

events are known or predictable. 

 

PART 3 - EXECUTION 

 

3.1 CONTRACTOR'S CONSTRUCTION SCHEDULE 

A. Scheduling Consultant: Engage a consultant to provide planning, evaluation, and reporting 

using CPM scheduling. 

1. In-House Option: Owner may waive the requirement to retain a consultant if Contractor 

employs skilled personnel with experience in CPM scheduling and reporting techniques. 

Submit qualifications. 

2. Meetings: Scheduling consultant shall attend all meetings related to Project progress, 

alleged delays, and time impact. 

B. Contractor's Construction Schedule Updating: At monthly intervals, update schedule to reflect 

actual construction progress and activities. Issue schedule one week before each regularly 

scheduled progress meeting. 

1. Revise schedule immediately after each meeting or other activity where revisions have 

been recognized or made. Issue updated schedule concurrently with the report of each 

such meeting. 

2. Include a report with updated schedule that indicates every change, including, but not 

limited to, changes in logic, durations, actual starts and finishes, and activity durations. 

3. As the Work progresses, indicate final completion percentage for each activity. 
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C. Distribution: Distribute copies of approved schedule to Architect, Owner, separate contractors, 

testing and inspecting agencies, and other parties identified by Contractor with a need-to-know 

schedule responsibility. 

1. Post copies in Project meeting rooms and temporary field offices. 

2. When revisions are made, distribute updated schedules to the same parties and post in the 

same locations. Delete parties from distribution when they have completed their assigned 

portion of the Work and are no longer involved in performance of construction activities. 

 

END OF SECTION 01 3200 
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SECTION 01 3300 - SUBMITTAL PROCEDURES 

 

PART 1 - GENERAL 

 

 

1.1  RELATED DOCUMENTS 

 
A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 
 

SUMMARY 

 
A. Section includes requirements for the submittal schedule and administrative and procedural 

requirements for submitting Shop Drawings, Product Data, Samples, and other submittals. 

  
1.  Refer to the table at the and of this Section for a list of Sections that require the 

Contractor to submit various submittals for the Architects review and approval. The 

Contractor is directed to each of the various sections for the specific type of submittal 

required. 

  
2.   Note that, upon written request, the Contractor may request a waiver from the Architect 

to not require certain submittals that may not be necessary. If no waiver is requested the 

complete list of submittals will be expected. 

  
3.  The Contractor, upon award of the Contract, shall create a comprehensive and complete 

numbered submittal log showing all expected submittals based upon this submittal list. 

This log shall be kept updated as submittals are provided, reviewed, and returned, etc. 

Note that on the Contractor’s logs, “like” submittals (i.e. like all the parts and pieces of 

plumbing that are currently in separate sections) shall be combined into a single package 

instead of piece milling smaller parts. 

 
B. Related Requirements: 

  
1. Section 01 2900 "Payment Procedures" for submitting Applications for Payment and the 

schedule of values. 

2. Section 01 3200 "Construction Progress Documentation" for submitting schedules and 

reports, including Contractor's construction schedule. 

3. Section 01 7823 "Operation and Maintenance Data" for submitting operation and 

maintenance manuals. 

4. Section 01 7839 "Project Record Documents" for submitting record Drawings, record 

Specifications, and record Product Data. 
5. Section 01 7900 "Demonstration and Training" for submitting video recordings of 

demonstration of equipment and training of Owner's personnel. 
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1.3 DEFINITIONS 

A. Action Submittals: Written and graphic information and physical samples that require 

Architect's responsive action. Action submittals are those submittals indicated in individual 

Specification Sections as "action submittals." 

B. Informational Submittals: Written and graphic information and physical samples that do not 

require Architect's responsive action. Submittals may be rejected for not complying with 

requirements. Informational submittals are those submittals indicated in individual 

Specification Sections as "informational submittals." 

C. File Transfer Protocol (FTP): Communications protocol that enables transfer of files to and 

from another computer over a network and that serves as the basis for standard Internet 

protocols. An FTP site is a portion of a network located outside of network firewalls within 

which internal and external users are able to access files. 

D. Portable Document Format (PDF): An open standard file format licensed by Adobe Systems 

used for representing documents in a device-independent and display resolution-independent 

fixed-layout document format. 

 

1.4 ACTION SUBMITTALS 

A. Submittal Schedule: Submit a schedule of submittals, arranged in chronological order by dates 

required by construction schedule. Include time required for review, ordering, manufacturing, 

fabrication, and delivery when establishing dates. Include additional time required for making 

corrections or revisions to submittals noted by Architect and additional time for handling and 

reviewing submittals required by those corrections. 

1. Coordinate submittal schedule with list of subcontracts, the schedule of values, and 

Contractor's construction schedule. 

2. Initial Submittal: Submit concurrently with startup construction schedule. Include 

submittals required during the first 60 days of construction. List those submittals 

required to maintain orderly progress of the Work and those required early because of 

long lead time for manufacture or fabrication. 

3. Final Submittal: Submit concurrently with the first complete submittal of Contractor's 

construction schedule. 

a. Submit revised submittal schedule to reflect changes in current status and timing 

for submittals. 

4. Format: Arrange the following information in a tabular format: 

a. Scheduled date for first submittal. 

b. Specification Section number and title. 

c. Submittal category: Action; informational. 

d. Name of subcontractor. 

e. Description of the Work covered. 

f. Scheduled date for Architect's final release or approval. 
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g. Scheduled date of fabrication. 

h. Scheduled dates for purchasing. 

i. Scheduled dates for installation. 

j. Activity or event number. 

 

1.5 SUBMITTAL ADMINISTRATIVE REQUIREMENTS 

A. Architect's Digital Data Files: Electronic digital data files of the Contract Drawings will not be 

provided by Architect for Contractor's use in preparing submittals. 

B. Coordination: Coordinate preparation and processing of submittals with performance of 

construction activities. 

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other 

submittals, and related activities that require sequential activity. 

2. Submit all submittal items required for each Specification Section concurrently unless 

partial submittals for portions of the Work are indicated on approved submittal schedule. 

3. Submit action submittals and informational submittals required by the same Specification 

Section as separate packages under separate transmittals. 

4. Coordinate transmittal of different types of submittals for related parts of the Work so 

processing will not be delayed because of need to review submittals concurrently for 

coordination. 

a. Architect reserves the right to withhold action on a submittal requiring 

coordination with other submittals until related submittals are received. 

C. Processing Time: Allow time for submittal review, including time for resubmittals, as follows. 

Time for review shall commence on Architect's receipt of submittal. No extension of the 

Contract Time will be authorized because of failure to transmit submittals enough in advance of 

the Work to permit processing, including resubmittals. 

1. Initial Review: Allow 15 days for initial review of each submittal. Allow additional time 

if coordination with subsequent submittals is required. Architect will advise Contractor 

when a submittal being processed must be delayed for coordination. 

2. Intermediate Review: If intermediate submittal is necessary, process it in same manner 

as initial submittal. 
3. Resubmittal Review: Allow 15 days for review of each resubmittal. 

4. Sequential Review: Where sequential review of submittals by Architect's consultants, 

Owner, or other parties is indicated, allow 21 days for initial review of each submittal. 

5. Concurrent Consultant Review: Where the Contract Documents indicate that submittals 

may be transmitted simultaneously to Architect and to Architect's consultants, allow 15 

days for review of each submittal. Submittal will be returned to Architect before being 

returned to Contractor. 

D. Paper Submittals: Place a permanent label or title block on each submittal item for 

identification. 



SUBMITTAL PROCEDURES 01 3300 - 4  

1. Indicate name of firm or entity that prepared each submittal on label or title block. 

2. Provide a space approximately 6 by 8 inches (150 by 200 mm) on label or beside title 

block to record Contractor's review and approval markings and action taken by Architect. 

3. Include the following information for processing and recording action taken: 

a. Project name. 

b. Date. 

c. Name of Architect. 

d. Name of Construction Manager. 

e. Name of Contractor. 

f. Name of subcontractor. 

g. Name of supplier. 

h. Name of manufacturer. 

i. Submittal number or other unique identifier, including revision identifier. 

1) Submittal number shall use Specification Section number followed by a 

decimal point and then a sequential number (e.g., 06 1000.01). 

Resubmittals shall include an alphabetic suffix after another decimal point 

(e.g., 06 1000.01.A). 

j. Number and title of appropriate Specification Section. 

k. Drawing number and detail references, as appropriate. 

l. Location(s) where product is to be installed, as appropriate. 

m. Other necessary identification. 

4. Additional Paper Copies: Unless additional copies are required for final submittal, and 

unless Architect observes noncompliance with provisions in the Contract Documents, 

initial submittal may serve as final submittal. 

a. Submit one copy of submittal to concurrent reviewer in addition to specified 

number of copies to Architect. 

5. Transmittal for Paper Submittals: Assemble each submittal individually and 

appropriately for transmittal and handling. Transmit each submittal using a transmittal 

form. Architect will return without review submittals received from sources other than 

Contractor. 

a. Transmittal Form for Paper Submittals: Use AIA Document G810. 

E. Electronic Submittals: Identify and incorporate information in each electronic submittal file as 

follows: 

1. Assemble complete submittal package into a single indexed file incorporating submittal 

requirements of a single Specification Section and transmittal form with links enabling 

navigation to each item. 

2. Name file with submittal number or other unique identifier, including revision identifier. 

a. File name shall use project identifier and Specification Section number followed 

by a decimal point and then a sequential number (e.g., LNHS-06 1000.01). 
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Resubmittals shall include an alphabetic suffix after another decimal point (e.g., 

LNHS-06 1000.01.A). 

3. Provide means for insertion to permanently record Contractor's review and approval 

markings and action taken by Architect. 

4. Transmittal Form for Electronic Submittals: Use electronic form acceptable to Owner, 

containing the following information: 

a. Project name. 
b. Date. 

c. Name and address of Architect. 

d. Name of Construction Manager. 

e. Name of Contractor. 

f. Name of firm or entity that prepared submittal. 

g. Names of subcontractor, manufacturer, and supplier. 

h. Category and type of submittal. 

i. Submittal purpose and description. 

j. Specification Section number and title. 

k. Specification paragraph number or drawing designation and generic name for each 

of multiple items. 
l. Drawing number and detail references, as appropriate. 

m. Location(s) where product is to be installed, as appropriate. 

n. Related physical samples submitted directly. 

o. Indication of full or partial submittal. 

p. Transmittal number, numbered consecutively. 

q. Submittal and transmittal distribution record. 

r. Other necessary identification. 

s. Remarks. 

5. Metadata: Include the following information as keywords in the electronic submittal file 

metadata: 

a. Project name. 

b. Number and title of appropriate Specification Section. 

c. Manufacturer name. 

d. Product name. 

e. <Insert required information>. 

F. Options: Identify options requiring selection by Architect. 

G. Deviations and Additional Information: On an attached separate sheet, prepared on Contractor's 

letterhead, record relevant information, requests for data, revisions other than those requested 

by Architect on previous submittals, and deviations from requirements in the Contract 

Documents, including minor variations and limitations. Include same identification information 

as related submittal. 

H. Resubmittals: Make resubmittals in same form and number of copies as initial submittal. 

1. Note date and content of previous submittal. 



SUBMITTAL PROCEDURES 01 3300 - 6  

2. Note date and content of revision in label or title block and clearly indicate extent of 

revision. 

3. Resubmit submittals until they are marked with approval notation from Architect's action 

stamp. 

I. Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers, 

fabricators, installers, authorities having jurisdiction, and others as necessary for performance of 

construction activities. Show distribution on transmittal forms. 

J. Use for Construction: Retain complete copies of submittals on Project site. Use only final 

action submittals that are marked with approval notation from Architect's action stamp. 

 

PART 2 - PRODUCTS 

 

2.1 SUBMITTAL PROCEDURES 

A. General Submittal Procedure Requirements: Prepare and submit submittals required by 

individual Specification Sections. Types of submittals are indicated in individual Specification 

Sections. 

1. Post electronic submittals as PDF electronic files directly to Architect's FTP site 

specifically established for Project. 

a. Architect will return annotated file. Annotate and retain one copy of file as an 

electronic Project record document file. 

2. Action Submittals: Submit three paper copies of each submittal unless otherwise 

indicated. Architect will return two copies. 

3. Informational Submittals: Submit two paper copies of each submittal unless otherwise 

indicated. Architect will not return copies. 

4. Certificates and Certifications Submittals: Provide a statement that includes signature of 

entity responsible for preparing certification. Certificates and certifications shall be 

signed by an officer or other individual authorized to sign documents on behalf of that 

entity. 

a. Provide a digital signature with digital certificate on electronically submitted 

certificates and certifications where indicated. 

b. Provide a notarized statement on original paper copy certificates and certifications 

where indicated. 

B. Product Data: Collect information into a single submittal for each element of construction and 

type of product or equipment. 

1. If information must be specially prepared for submittal because standard published data 

are not suitable for use, submit as Shop Drawings, not as Product Data. 
2. Mark each copy of each submittal to show which products and options are applicable. 

3. Include the following information, as applicable: 
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a. Manufacturer's catalog cuts. 

b. Manufacturer's product specifications. 

c. Standard color charts. 

d. Statement of compliance with specified referenced standards. 

e. Testing by recognized testing agency. 

f. Application of testing agency labels and seals. 

g. Notation of coordination requirements. 

h. Availability and delivery time information. 

4. For equipment, include the following in addition to the above, as applicable: 

a. Wiring diagrams showing factory-installed wiring. 

b. Printed performance curves. 

c. Operational range diagrams. 

d. Clearances required to other construction, if not indicated on accompanying Shop 

Drawings. 

5. Submit Product Data before or concurrent with Samples. 

6. Submit Product Data in the following format: 

a. PDF electronic file. 

C. Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base 

Shop Drawings on reproductions of the Contract Documents or standard printed data. 

1. Preparation: Fully illustrate requirements in the Contract Documents. Include the 

following information, as applicable: 

a. Identification of products. 

b. Schedules. 

c. Compliance with specified standards. 

d. Notation of coordination requirements. 

e. Notation of dimensions established by field measurement. 

f. Relationship and attachment to adjoining construction clearly indicated. 

g. Seal and signature of professional engineer if specified. 

2. Sheet Size: Except for templates, patterns, and similar full-size drawings, submit Shop 

Drawings on sheets at least 8-1/2 by 11 inches, but no larger than 30 by 42 inches. 

3. Submit Shop Drawings in the following format: 

a. PDF electronic file. 

D. Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these 

characteristics with other elements and for a comparison of these characteristics between 

submittal and actual component as delivered and installed. 

1. Transmit Samples that contain multiple, related components such as accessories together 

in one submittal package. 

2. Identification: Attach label on unexposed side of Samples that includes the following: 
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a. Generic description of Sample. 

b. Product name and name of manufacturer. 

c. Sample source. 

d. Number and title of applicable Specification Section. 

e. Specification paragraph number and generic name of each item. 

3. For projects where electronic submittals are required, provide corresponding electronic 

submittal of Sample transmittal, digital image file illustrating Sample characteristics, and 

identification information for record. 

4. Disposition: Maintain sets of approved Samples at Project site, available for quality- 

control comparisons throughout the course of construction activity. Sample sets may be 

used to determine final acceptance of construction associated with each set. 

a. Samples that may be incorporated into the Work are indicated in individual 

Specification Sections. Such Samples must be in an undamaged condition at time 

of use. 

b. Samples not incorporated into the Work, or otherwise designated as Owner's 

property, are the property of Contractor. 

5. Samples for Initial Selection: Submit manufacturer's color charts consisting of units or 

sections of units showing the full range of colors, textures, and patterns available. 

a. Number of Samples: Submit one full set(s) of available choices where color, 

pattern, texture, or similar characteristics are required to be selected from 

manufacturer's product line. Architect will return submittal with options selected. 

6. Samples for Verification: Submit full-size units or Samples of size indicated, prepared 

from same material to be used for the Work, cured and finished in manner specified, and 

physically identical with material or product proposed for use, and that show full range of 

color and texture variations expected. Samples include, but are not limited to, the 

following: partial sections of manufactured or fabricated components; small cuts or 

containers of materials; complete units of repetitively used materials; swatches showing 

color, texture, and pattern; color range sets; and components used for independent testing 

and inspection. 

a. Number of Samples: Submit three sets of Samples. Architect will retain two 

Sample sets; remainder will be returned. Mark up and retain one returned Sample 

set as a project record sample. 

1) Submit a single Sample where assembly details, workmanship, fabrication 

techniques, connections, operation, and other similar characteristics are to 

be demonstrated. 

2) If variation in color, pattern, texture, or other characteristic is inherent in 

material or product represented by a Sample, submit at least three sets of 

paired units that show approximate limits of variations. 

E. Product Schedule: As required in individual Specification Sections, prepare a written summary 

indicating types of products required for the Work and their intended location. Include the 

following information in tabular form: 
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1. Type of product. Include unique identifier for each product indicated in the Contract 

Documents or assigned by Contractor if none is indicated. 

2. Manufacturer and product name, and model number if applicable. 

3. Number and name of room or space. 

4. Location within room or space. 

5. Submit product schedule in the following format: 

a. PDF electronic file. 

F. Coordination Drawing Submittals: Comply with requirements specified in Section 01 3100 

"Project Management and Coordination." 

G. Contractor's Construction Schedule: Comply with requirements specified in Section 01 3200 

"Construction Progress Documentation." 

H. Application for Payment and Schedule of Values: Comply with requirements specified in 

Section 01 2900 "Payment Procedures." 

I. Test and Inspection Reports and Schedule of Tests and Inspections Submittals: Comply with 

requirements specified in Section 01 4000 "Quality Requirements." 

J. Closeout Submittals and Maintenance Material Submittals: Comply with requirements 

specified in Section 01 7700 "Closeout Procedures." 

K. Maintenance Data: Comply with requirements specified in Section 01 7823 "Operation and 

Maintenance Data." 

L. Qualification Data: Prepare written information that demonstrates capabilities and experience 

of firm or person. Include lists of completed projects with project names and addresses, contact 

information of architects and owners, and other information specified. 

M. Welding Certificates: Prepare written certification that welding procedures and personnel 

comply with requirements in the Contract Documents. Submit record of Welding Procedure 

Specification and Procedure Qualification Record on AWS forms. Include names of firms and 

personnel certified. 

N. Installer Certificates: Submit written statements on manufacturer's letterhead certifying that 

Installer complies with requirements in the Contract Documents and, where required, is 

authorized by manufacturer for this specific Project. 

O. Manufacturer Certificates: Submit written statements on manufacturer's letterhead certifying 

that manufacturer complies with requirements in the Contract Documents. Include evidence of 

manufacturing experience where required. 

P. Product Certificates: Submit written statements on manufacturer's letterhead certifying that 

product complies with requirements in the Contract Documents. 

Q. Material Certificates: Submit written statements on manufacturer's letterhead certifying that 

material complies with requirements in the Contract Documents. 
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R. Material Test Reports: Submit reports written by a qualified testing agency, on testing agency's 

standard form, indicating and interpreting test results of material for compliance with 

requirements in the Contract Documents. 

S. Product Test Reports: Submit written reports indicating that current product produced by 

manufacturer complies with requirements in the Contract Documents. Base reports on 

evaluation of tests performed by manufacturer and witnessed by a qualified testing agency, or 

on comprehensive tests performed by a qualified testing agency. 

T. Research Reports: Submit written evidence, from a model code organization acceptable to 

authorities having jurisdiction, that product complies with building code in effect for Project. 

Include the following information: 

1. Name of evaluation organization. 

2. Date of evaluation. 

3. Time period when report is in effect. 

4. Product and manufacturers' names. 

5. Description of product. 

6. Test procedures and results. 

7. Limitations of use. 

U. Preconstruction Test Reports: Submit reports written by a qualified testing agency, on testing 

agency's standard form, indicating and interpreting results of tests performed before installation 

of product, for compliance with performance requirements in the Contract Documents. 

V. Compatibility Test Reports: Submit reports written by a qualified testing agency, on testing 

agency's standard form, indicating and interpreting results of compatibility tests performed 

before installation of product. Include written recommendations for primers and substrate 

preparation needed for adhesion. 

W. Field Test Reports: Submit written reports indicating and interpreting results of field tests 

performed either during installation of product or after product is installed in its final location, 

for compliance with requirements in the Contract Documents. 

X. Design Data: Prepare and submit written and graphic information, including, but not limited to, 

performance and design criteria, list of applicable codes and regulations, and calculations. 

Include list of assumptions and other performance and design criteria and a summary of loads. 

Include load diagrams if applicable. Provide name and version of software, if any, used for 

calculations. Include page numbers. 

 

2.2 DELEGATED-DESIGN SERVICES 

A. Performance and Design Criteria: Where professional design services or certifications by a 

design professional are specifically required of Contractor by the Contract Documents, provide 

products and systems complying with specific performance and design criteria indicated. 

1. If criteria indicated are not sufficient to perform services or certification required, submit 

a written request for additional information to Architect. 
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B. Delegated-Design Services Certification: In addition to Shop Drawings, Product Data, and 

other required submittals, submit digitally signed PDF electronic file and three paper copies of 

certificate, signed and sealed by the responsible design professional, for each product and 

system specifically assigned to Contractor to be designed or certified by a design professional. 

1. Indicate that products and systems comply with performance and design criteria in the 

Contract Documents. Include list of codes, loads, and other factors used in performing 

these services. 

 

PART 3 - EXECUTION 

 

3.1 CONTRACTOR'S REVIEW 

A. Action and Informational Submittals: Review each submittal and check for coordination with 

other Work of the Contract and for compliance with the Contract Documents. Note corrections 

and field dimensions. Mark with approval stamp before submitting to Architect. 

B. Project Closeout and Maintenance Material Submittals: See requirements in Section 01 7700 

"Closeout Procedures." 

C. Approval Stamp: Stamp each submittal with a uniform, approval stamp. Include Project name 

and location, submittal number, Specification Section title and number, name of reviewer, date 

of Contractor's approval, and statement certifying that submittal has been reviewed, checked, 

and approved for compliance with the Contract Documents. 

 

3.2 ARCHITECT'S ACTION 

A. Action Submittals: Architect will review each submittal, make marks to indicate corrections or 

revisions required, and return it. Architect will stamp each submittal with an action stamp and 

will mark stamp appropriately to indicate action. 

B. Informational Submittals: Architect will review each submittal and will not return it, or will 

return it if it does not comply with requirements. Architect will forward each submittal to 

appropriate party. 

C. Partial submittals prepared for a portion of the Work will be reviewed when use of partial 

submittals has received prior approval from Architect. 

D. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned 

for resubmittal without review. 

E. Submittals not required by the Contract Documents may be returned by the Architect without 

action. 

 

END OF SECTION 01 3300 
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SECTION 01 4000 - QUALITY REQUIREMENTS 
 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. Section includes administrative and procedural requirements for quality assurance and quality 

control. 
 

B. Testing and inspecting services are required to verify compliance with requirements specified or 

indicated. These services do not relieve Contractor of responsibility for compliance with the 

Contract Document requirements. 
 

1. Specific quality-assurance and -control requirements for individual construction activities 

are specified in the Sections that specify those activities. Requirements in those Sections 

may also cover production of standard products. 

2. Specified tests, inspections, and related actions do not limit Contractor's other quality- 

assurance and -control procedures that facilitate compliance with the Contract Document 

requirements. 

3. Requirements for Contractor to provide quality-assurance and -control services required 

by Architect, Owner, or authorities having jurisdiction are not limited by provisions of 

this Section. 

4. Specific test and inspection requirements are not specified in this Section. 

 

1.3 DEFINITIONS 
 

A. Quality-Assurance Services: Activities, actions, and procedures performed before and during 

execution of the Work to guard against defects and deficiencies and substantiate that proposed 

construction will comply with requirements. 
 

B. Quality-Control Services: Tests, inspections, procedures, and related actions during and after 

execution of the Work to evaluate that actual products incorporated into the Work and 

completed construction comply with requirements. Services do not include contract 

enforcement activities performed by Architect. 
 

C. Mockups: Full-size physical assemblies that are constructed on-site.  Mockups are constructed 

to verify selections made under Sample submittals; to demonstrate aesthetic effects and, where 

indicated, qualities of materials and execution; to review coordination, testing, or operation; to 

show interface between dissimilar materials; and to demonstrate compliance with specified 
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installation  tolerances. Mockups  are  not  Samples. Unless otherwise indicated, approved 

mockups establish the standard by which the Work will be judged. 
 

1. Laboratory Mockups: Full-size physical assemblies constructed at testing facility to 

verify performance characteristics. 

2. Integrated Exterior Mockups: Mockups of the exterior envelope erected separately from 

the building but on Project site, consisting of multiple products, assemblies, and 

subassemblies. 

3. Room Mockups: Mockups of typical interior spaces complete with wall, floor, and 

ceiling finishes, doors, windows, millwork, casework, specialties, furnishings and 

equipment, and lighting. 
 

D. Preconstruction Testing: Tests and inspections performed specifically for Project before 

products and materials are incorporated into the Work, to verify performance or compliance 

with specified criteria. 
 

E. Product Testing: Tests and inspections that are performed by an NRTL, an NVLAP, or a testing 

agency qualified to conduct product testing and acceptable to authorities having jurisdiction, to 

establish product performance and compliance with specified requirements. 
 

F. Source Quality-Control Testing: Tests and inspections that are performed at the source, e.g., 

plant, mill, factory, or shop. 
 

G. Field Quality-Control Testing: Tests and inspections that are performed on-site for installation 

of the Work and for completed Work. 
 

H. Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing 

laboratory shall mean the same as testing agency. 
 

I. Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an 

employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, 

including installation, erection, application, and similar operations. 
 

1. Use of trade-specific terminology in referring to a trade or entity does not require that 

certain construction activities be performed by accredited or unionized individuals, or 

that requirements specified apply exclusively to specific trade(s). 
 

J. Experienced: When used with an entity or individual, "experienced" means having successfully 

completed a minimum of five previous projects similar in nature, size, and extent to this Project; 

being familiar with special requirements indicated; and having complied with requirements of 

authorities having jurisdiction. 

 

1.4 CONFLICTING REQUIREMENTS 
 

A. Referenced Standards: If compliance with two or more standards is specified and the standards 

establish different or conflicting requirements for minimum quantities or quality levels, comply 

with the most stringent requirement. Refer conflicting requirements that are different, but 

apparently equal, to Architect for a decision before proceeding. 
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B. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be 

the minimum provided or performed. The actual installation may comply exactly with the 

minimum quantity or quality specified, or it may exceed the minimum within reasonable limits. 

To comply with these requirements, indicated numeric values are minimum or maximum, as 

appropriate, for the context of requirements. Refer uncertainties to Architect for a decision 

before proceeding. 

 

1.5 ACTION SUBMITTALS 
 

A. Shop Drawings: For mockups, provide plans, sections, and elevations, indicating materials and 

size of mockup construction. 
 

1. Indicate manufacturer and model number of individual components. 

2. Provide axonometric drawings for conditions difficult to illustrate in two dimensions. 

 

1.6 INFORMATIONAL SUBMITTALS 
 

A. Contractor's Quality-Control Plan: For quality-assurance and quality-control activities and 

responsibilities. 
 

B. Qualification Data: For Contractor's quality-control personnel. 
 

C. Contractor's Statement of Responsibility: When required by authorities having jurisdiction, 

submit copy of written statement of responsibility sent to authorities having jurisdiction before 

starting work on the following systems: 
 

1. Seismic-force-resisting system, designated seismic system, or component listed in the 

designated seismic system quality-assurance plan prepared by Architect. 

2. Main wind-force-resisting system or a wind-resisting component listed in the wind-force- 

resisting system quality-assurance plan prepared by Architect. 
 

D. Testing Agency Qualifications: For testing agencies specified in "Quality Assurance" Article to 

demonstrate their capabilities and experience. Include proof of qualifications in the form of a 

recent report on the inspection of the testing agency by a recognized authority. 
 

E. Schedule of Tests and Inspections: Prepare in tabular form and include the following: 
 

1. Specification Section number and title. 

2. Entity responsible for performing tests and inspections. 

3. Description of test and inspection. 

4. Identification of applicable standards. 

5. Identification of test and inspection methods. 

6. Number of tests and inspections required. 

7. Time schedule or time span for tests and inspections. 

8. Requirements for obtaining samples. 

9. Unique characteristics of each quality-control service. 
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1.7 CONTRACTOR'S QUALITY-CONTROL PLAN 
 

A. Quality-Control Plan, General: Submit quality-control plan within 10 days of Notice  to 

Proceed, and not less than five days prior to preconstruction conference. Submit in format 

acceptable to Architect. Identify personnel, procedures, controls, instructions, tests, records,  

and forms to be used to carry out Contractor's quality-assurance and quality-control 

responsibilities. Coordinate with Contractor's construction schedule. 
 

B. Quality-Control Personnel Qualifications: Engage qualified full-time personnel trained and 

experienced in managing and executing quality-assurance and quality-control procedures 

similar in nature and extent to those required for Project. 
 

1. Project quality-control manager shall not have other Project responsibilities. 
 

C. Submittal Procedure: Describe procedures for ensuring compliance with requirements through 

review and management of submittal process. Indicate qualifications of personnel responsible 

for submittal review. 
 

D. Testing and Inspection: In quality-control plan, include a comprehensive schedule of Work 

requiring testing or inspection, including the following: 
 

1. Contractor-performed tests and inspections including subcontractor-performed tests and 

inspections. Include required tests and inspections and Contractor-elected tests and 

inspections. 

2. Special inspections required by authorities having jurisdiction and indicated on the 

"Statement of Special Inspections." 

3. Owner-performed tests and inspections indicated in the Contract Documents. 
 

E. Continuous Inspection of Workmanship: Describe process for continuous inspection during 

construction to identify and correct deficiencies in workmanship in addition to testing and 

inspection specified. Indicate types of corrective actions to be required to bring work into 

compliance with standards of workmanship established by Contract requirements and approved 

mockups. 
 

F. Monitoring and Documentation: Maintain testing and inspection reports including log of 

approved and rejected results. Include work Architect has indicated as nonconforming or 

defective. Indicate corrective actions taken to bring nonconforming work into compliance with 

requirements. Comply with requirements of authorities having jurisdiction. 

 

1.8 REPORTS AND DOCUMENTS 
 

A. Test and Inspection Reports: Prepare and submit certified written reports specified in other 

Sections. Include the following: 
 

1. Date of issue. 

2. Project title and number. 

3. Name, address, and telephone number of testing agency. 

4. Dates and locations of samples and tests or inspections. 
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5. Names of individuals making tests and inspections. 

6. Description of the Work and test and inspection method. 

7. Identification of product and Specification Section. 

8. Complete test or inspection data. 

9. Test and inspection results and an interpretation of test results. 

10. Record of temperature and weather conditions at time of sample taking and testing and 

inspecting. 

11. Comments or professional opinion on whether tested or inspected Work complies with 

the Contract Document requirements. 
12. Name and signature of laboratory inspector. 

13. Recommendations on retesting and reinspecting. 
 

B. Manufacturer's Technical Representative's Field Reports: Prepare written information 

documenting manufacturer's technical representative's tests and inspections specified in other 

Sections. Include the following: 
 

1. Name, address, and telephone number of technical representative making report. 

2. Statement on condition of substrates and their acceptability for installation of product. 

3. Statement that products at Project site comply with requirements. 

4. Summary of installation procedures being followed, whether they comply with 

requirements and, if not, what corrective action was taken. 

5. Results of operational and other tests and a statement of whether observed performance 

complies with requirements. 
6. Statement whether conditions, products, and installation will affect warranty. 

7. Other required items indicated in individual Specification Sections. 
 

C. Factory-Authorized Service Representative's Reports: Prepare written information documenting 

manufacturer's factory-authorized service representative's tests and inspections specified in 

other Sections. Include the following: 
 

1. Name, address, and telephone number of factory-authorized service representative 

making report. 
2. Statement that equipment complies with requirements. 

3. Results of operational and other tests and a statement of whether observed performance 

complies with requirements. 
4. Statement whether conditions, products, and installation will affect warranty. 

5. Other required items indicated in individual Specification Sections. 
 

D. Permits, Licenses, and Certificates: For Owner's records, submit copies of permits, licenses, 

certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee 

payments, judgments, correspondence, records, and similar documents, established for 

compliance with standards and regulations bearing on performance of the Work. 

 

1.9 QUALITY ASSURANCE 
 

A. General: Qualifications paragraphs in this article establish the minimum qualification levels 

required; individual Specification Sections specify additional requirements. 
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B. Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar 

to those indicated for this Project and with a record of successful in-service performance, as 

well as sufficient production capacity to produce required units. 
 

C. Fabricator Qualifications: A firm experienced in producing products similar to those indicated 

for this Project and with a record of successful in-service performance, as well as sufficient 

production capacity to produce required units. 
 

D. Installer Qualifications: A firm or individual experienced in installing, erecting, or assembling 

work similar in material, design, and extent to that indicated for this Project, whose work has 

resulted in construction with a record of successful in-service performance. 
 

E. Professional Engineer Qualifications: A professional engineer who is legally qualified to 

practice in jurisdiction where Project is located and who is experienced in providing  

engineering services of the kind indicated. Engineering services are defined as those performed 

for installations of the system, assembly, or product that are similar in material, design, and 

extent to those indicated for this Project. 
 

F. Specialists: Certain Specification Sections require that specific construction activities shall be 

performed by entities who are recognized experts in those operations. Specialists shall satisfy 

qualification requirements indicated and shall be engaged for the activities indicated. 
 

1. Requirements of authorities having jurisdiction shall supersede requirements for 

specialists. 
 

G. Testing Agency Qualifications: An NRTL, an NVLAP, or an independent agency with the 

experience and capability to conduct testing and inspecting indicated, as documented according 

to ASTM E 329; and with additional qualifications specified in individual Sections; and, where 

required by authorities having jurisdiction, that is acceptable to authorities. 
 

1. NRTL: A nationally recognized testing laboratory according to 29 CFR 1910.7. 

2. NVLAP: A testing agency accredited according to NIST's National Voluntary 

Laboratory Accreditation Program. 
 

H. Manufacturer's Technical Representative Qualifications: An authorized representative of 

manufacturer who is trained and approved by manufacturer to observe and inspect installation 

of manufacturer's products that are similar in material, design, and extent to those indicated for 

this Project. 
 

I. Factory-Authorized Service Representative Qualifications: An authorized representative of 

manufacturer who is trained and approved by manufacturer to inspect installation of 

manufacturer's products that are similar in material, design, and extent to those indicated for this 

Project. 
 

J. Preconstruction Testing: Where testing agency is indicated to perform preconstruction testing 

for compliance with specified requirements for performance and test methods, comply with the 

following: 
 

1. Contractor responsibilities include the following: 
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a. Provide test specimens representative of proposed products and construction. 

b. Submit specimens in a timely manner with sufficient time for testing and analyzing 

results to prevent delaying the Work. 

c. Provide sizes and configurations of test assemblies, mockups, and laboratory 

mockups to adequately demonstrate capability of products to comply with 

performance requirements. 

d. Build site-assembled test assemblies and mockups using installers who will 

perform same tasks for Project. 

e. Build laboratory mockups at testing facility using personnel, products, and 

methods of construction indicated for the completed Work. 

f. When testing is complete, remove test specimens, assemblies, and mockups; do  

not reuse products on Project. 
 

2. Testing Agency Responsibilities: Submit a certified written report of each test, 

inspection, and similar quality-assurance service to Architect, with copy to Contractor. 

Interpret tests and inspections and state in each report whether tested and inspected work 

complies with or deviates from the Contract Documents. 
 

K. Mockups: Before installing portions of the Work requiring mockups, build mockups for each 

form of construction and finish required to comply with the following requirements, using 

materials indicated for the completed Work: 
 

1. Build mockups in location and of size indicated or, if not indicated, as directed by 

Architect. 

2. Notify Architect seven days in advance of dates and times when mockups will be 

constructed. 

3. Employ supervisory personnel who will oversee mockup construction. Employ workers 

that will be employed during the construction at Project. 

4. Demonstrate the proposed range of aesthetic effects and workmanship. 

5. Obtain Architect's approval of mockups before starting work, fabrication, or construction. 
 

a. Allow seven days for initial review and each re-review of each mockup. 
 

6. Maintain mockups during construction in an undisturbed condition as a standard for 

judging the completed Work. 

7. Demolish and remove mockups when directed unless otherwise indicated. 
 

L. Integrated Exterior Mockups: Construct integrated exterior mockup as indicated on Drawings. 

Coordinate installation of exterior envelope materials and products for which mockups are 

required in individual Specification Sections, along with supporting materials. 

 

1.10 QUALITY CONTROL 
 

A. Owner Responsibilities: Where quality-control services are indicated as Owner's responsibility, 

Owner will engage a qualified testing agency to perform these services. 
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1. Owner will furnish Contractor with names, addresses, and telephone numbers of testing 

agencies engaged and a description of types of testing and inspecting they are engaged to 

perform. 

2. Costs for retesting and reinspecting construction that replaces or is necessitated by work 

that failed to comply with the Contract Documents will be charged to Contractor. 
 

B. Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are 

Contractor's responsibility. Perform additional quality-control activities required to verify that 

the Work complies with requirements, whether specified or not. 
 

1. Unless otherwise indicated, provide quality-control services specified and those required 

by authorities having jurisdiction. Perform quality-control services required of  

Contractor by authorities having jurisdiction, whether specified or not. 

2. Where services are indicated as Contractor's responsibility, engage a qualified testing 

agency to perform these quality-control services. 
 

a. Contractor shall not employ same entity engaged by Owner, unless agreed to in 

writing by Owner. 
 

3. Notify testing agencies at least 24 hours in advance of time when Work that requires 

testing or inspecting will be performed. 

4. Where quality-control services are indicated as Contractor's responsibility, submit a 

certified written report, in duplicate, of each quality-control service. 

5. Testing and inspecting requested by Contractor and not required by the Contract 

Documents are Contractor's responsibility. 

6. Submit additional copies of each written report directly to authorities having jurisdiction, 

when they so direct. 
 

C. Manufacturer's Field Services: Where indicated, engage a factory-authorized service 

representative to inspect field-assembled components and equipment installation, including 

service connections. Report results in writing as specified in Section 01 3300 "Submittal 

Procedures." 
 

D. Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical 

representative to observe and inspect the Work. Manufacturer's technical representative's 

services include participation in preinstallation conferences, examination of substrates and 

conditions, verification of materials, observation of Installer activities, inspection of completed 

portions of the Work, and submittal of written reports. 
 

E. Retesting/Reinspecting: Regardless of whether original tests or inspections were Contractor's 

responsibility, provide quality-control services, including retesting and reinspecting, for 

construction that replaced Work that failed to comply with the Contract Documents. 
 

F. Testing Agency Responsibilities: Cooperate with Architect and Contractor in performance of 

duties. Provide qualified personnel to perform required tests and inspections. 
 

1. Notify Architect and Contractor promptly of irregularities or deficiencies observed in the 

Work during performance of its services. 
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2. Determine the location from which test samples will be taken and in which in-situ tests 

are conducted. 

3. Conduct and interpret tests and inspections and state in each report whether tested and 

inspected work complies with or deviates from requirements. 

4. Submit a certified written report, in duplicate, of each test, inspection, and similar 

quality-control service through Contractor. 

5. Do not release, revoke, alter, or increase the Contract Document requirements or approve 

or accept any portion of the Work. 

6. Do not perform any duties of Contractor. 
 

G. Associated Services: Cooperate with agencies performing required tests, inspections, and 

similar quality-control services, and provide reasonable auxiliary services as requested. Notify 

agency sufficiently in advance of operations to permit assignment of personnel. Provide the 

following: 
 

1. Access to the Work. 

2. Incidental labor and facilities necessary to facilitate tests and inspections. 

3. Adequate quantities of representative samples of materials that require testing and 

inspecting. Assist agency in obtaining samples. 
4. Facilities for storage and field curing of test samples. 

5. Delivery of samples to testing agencies. 

6. Preliminary design mix proposed for use for material mixes that require control by testing 

agency. 

7. Security and protection for samples and for testing and inspecting equipment at Project 

site. 
 

H. Coordination: Coordinate sequence of activities to accommodate required  quality-assurance 

and -control services with a minimum of delay and to avoid necessity of removing and  

replacing construction to accommodate testing and inspecting. 
 

1. Schedule times for tests, inspections, obtaining samples, and similar activities. 
 

I. Schedule of Tests and Inspections: Prepare a schedule of tests, inspections, and similar quality- 

control services required by the Contract Documents as a component of Contractor's quality- 

control plan. Coordinate and submit concurrently with Contractor's construction schedule. 

Update as the Work progresses. 
 

1. Distribution: Distribute schedule to Owner, Architect, testing agencies, and each party 

involved in performance of portions of the Work where tests and inspections are required. 

 

1.11 SPECIAL TESTS AND INSPECTIONS 
 

A. Special Tests and Inspections: Owner will engage a qualified special inspector to conduct 

special tests and inspections required by authorities having jurisdiction as the responsibility of 

Owner, and as follows: 
 

1. Verifying that manufacturer maintains detailed fabrication and quality-control procedures 

and reviews the completeness and adequacy of those procedures to perform the Work. 
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2. Notifying Architect and Contractor promptly of irregularities and deficiencies observed 

in the Work during performance of its services. 

3. Submitting a certified written report of each test, inspection, and similar quality-control 

service to Architect with copy to Contractor and to authorities having jurisdiction. 

4. Submitting a final report of special tests and inspections at Substantial Completion,  

which includes a list of unresolved deficiencies. 

5. Interpreting tests and inspections and stating in each report whether tested and inspected 

work complies with or deviates from the Contract Documents. 

6. Retesting and reinspecting corrected work. 

 

PART 2 - PRODUCTS (Not Used) 

 

PART 3 - EXECUTION 

 

3.1 TEST AND INSPECTION LOG 
 

A. Test and Inspection Log: Prepare a record of tests and inspections. Include the following: 
 

1. Date test or inspection was conducted. 

2. Description of the Work tested or inspected. 

3. Date test or inspection results were transmitted to Architect. 

4. Identification of testing agency or special inspector conducting test or inspection. 
 

B. Maintain log at Project site. Post changes and revisions as they occur. Provide  access  to test 

and inspection log for Architect's reference during normal working hours. 

 

3.2 REPAIR AND PROTECTION 
 

A. General: On completion of testing, inspecting, sample taking, and similar services, repair 

damaged construction and restore substrates and finishes. 
 

1. Provide materials and comply with installation requirements specified in other 

Specification Sections or matching existing substrates and finishes. Restore patched  

areas and extend restoration into adjoining areas with durable seams that are as invisible 

as possible. Comply with the Contract Document requirements for cutting and patching  

in Section 01 7300 "Execution." 
 

B. Protect construction exposed by or for quality-control service activities. 
 

C. Repair and protection are Contractor's responsibility, regardless of the assignment of 

responsibility for quality-control services. 

 

END OF SECTION 01 4000 
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SECTION 01 4200 - REFERENCES 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 DEFINITIONS 

A. General: Basic Contract definitions are included in the Conditions of the Contract. 

B. "Approved": When used to convey Architect's action on Contractor's submittals, applications, 

and requests, "approved" is limited to Architect's duties and responsibilities as stated in the 

Conditions of the Contract. 

C. "Directed": A command or instruction by Architect. Other terms including "requested," 

"authorized," "selected," "required," and "permitted" have the same meaning as "directed." 

D. "Indicated": Requirements expressed by graphic representations or in written form on 

Drawings, in Specifications, and in other Contract Documents. Other terms including "shown," 

"noted," "scheduled," and "specified" have the same meaning as "indicated." 

E. "Regulations": Laws, ordinances, statutes, and lawful orders issued by authorities having 

jurisdiction, and rules, conventions, and agreements within the construction industry that control 

performance of the Work. 

F. "Furnish": Supply and deliver to Project site, ready for unloading, unpacking, assembly, 

installation, and similar operations. 

G. "Install": Unload, temporarily store, unpack, assemble, erect, place, anchor, apply, work to 

dimension, finish, cure, protect, clean, and similar operations at Project site. 

H. "Provide": Furnish and install, complete and ready for the intended use. 

I. "Project Site": Space available for performing construction activities. The extent of Project site 

is shown on Drawings and may or may not be identical with the description of the land on 

which Project is to be built. 

 

1.3 INDUSTRY STANDARDS 

A. Applicability of Standards: Unless the Contract Documents include more stringent 

requirements, applicable construction industry standards have the same force and effect as if 
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bound or copied directly into the Contract Documents to the extent referenced. Such standards 

are made a part of the Contract Documents by reference. 

B. Publication Dates: Comply with standards in effect as of date of the Contract Documents unless 

otherwise indicated. 

C. Copies of Standards: Each entity engaged in construction on Project should be familiar with 

industry standards applicable to its construction activity. Copies of applicable standards are not 

bound with the Contract Documents. 

1. Where copies of standards are needed to perform a required construction activity, obtain 

copies directly from publication source. 

 

1.4 ABBREVIATIONS AND ACRONYMS 

A. Industry Organizations: Where abbreviations and acronyms are used in Specifications or other 

Contract Documents, they shall mean the recognized name of the entities indicated in Gale's 

"Encyclopedia of Associations: National Organizations of the U.S." or in Columbia Books' 

"National Trade & Professional Associations of the United States." 

B. Code Agencies: Where abbreviations and acronyms are used in Specifications or other Contract 

Documents, they shall mean the recognized name of the entities in the following list. This 

information is believed to be accurate as of the date of the Contract Documents. 

1. IAPMO - International Association of Plumbing and Mechanical Officials; 

www.iapmo.org. 
2. ICC - International Code Council; www.iccsafe.org. 

3. ICC-ES - ICC Evaluation Service, LLC; www.icc-es.org. 

C. Federal Government Agencies: Where abbreviations and acronyms are used in Specifications 

or other Contract Documents, they shall mean the recognized name of the entities in the 

following list. Information is subject to change and is up-to-date as of the date of the Contract 

Documents. 

1. COE - Army Corps of Engineers; www.usace.army.mil. 
2. CPSC - Consumer Product Safety Commission; www.cpsc.gov. 

3. DOC - Department of Commerce; National Institute of Standards and Technology; 

www.nist.gov. 
4. DOD - Department of Defense; http://dodssp.daps.dla.mil. 

5. DOE - Department of Energy; www.energy.gov. 

6. EPA - Environmental Protection Agency; www.epa.gov. 

7. FG - Federal Government Publications; www.gpo.gov. 

8. GSA - General Services Administration; www.gsa.gov. 

9. OSHA - Occupational Safety & Health Administration; www.osha.gov. 

10. USDA - Department of Agriculture; Agriculture Research Service; U.S. Salinity 

Laboratory; www.ars.usda.gov. 

11. USDJ - Department of Justice; Office of Justice Programs; National Institute of Justice; 

www.ojp.usdoj.gov. 

12. USPS - United States Postal Service; www.usps.com. 
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D. Standards and Regulations: Where abbreviations and acronyms are used in Specifications or 

other Contract Documents, they shall mean the recognized name of the standards and 

regulations in the following list. This information is subject to change and is believed to be 

accurate as of the date of the Contract Documents. 

1. CFR - Code of Federal Regulations; Available from Government Printing Office; 

www.gpo.gov/fdsys. 
2. FED-STD - Federal Standard; (See FS). 

3. FS - Federal Specification; Available from Department of Defense Single Stock Point; 

http://dodssp.daps.dla.mil. 

4. MILSPEC - Military Specification and Standards; (See DOD). 

5. USAB - United States Access Board; www.access-board.gov. 

6. USATBCB - U.S. Architectural & Transportation Barriers Compliance Board; (See 

USAB). 

 

PART 2 - PRODUCTS (Not Used) 

 

PART 3 - EXECUTION (Not Used) 

 

END OF SECTION 01 4200 
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SECTION 01 5000 - TEMPORARY FACILITIES AND CONTROLS 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 1 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. This Section includes requirements for temporary utilities, support facilities, and security and 

protection facilities. 

 

1.3 USE CHARGES 

A. Water Service: Water from Owner's existing water system is available for use without metering 

and without payment of use charges. Provide connections and extensions of services as 

required for construction operations. 

B. Electric Power Service: Electric power from Owner's existing system is available for use 

without metering and without payment of use charges. Provide connections and extensions of 

services as required for construction operations. 

 

1.4 SUBMITTALS 

A. Site Plan: Show temporary facilities, utility hookups, staging areas, and parking areas for 

construction personnel. 

 

1.5 QUALITY ASSURANCE 

A. Tests and Inspections: Arrange for authorities having jurisdiction to test and inspect each 

temporary utility before use. Obtain required certifications and permits. 

 

1.6 PROJECT CONDITIONS 

A. Temporary Use of Permanent Facilities: Installer of each permanent service shall assume 

responsibility for operation, maintenance, and protection of each permanent service during its 

use as a construction facility before Owner's acceptance, regardless of previously assigned 

responsibilities. 
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PART 2 - PRODUCTS 

 

2.1 MATERIALS 

A. Portable Chain-Link Fencing: Minimum 2-inch, 9-gage, galvanized steel, chain-link fabric 

fencing; minimum 6 feet high with galvanized steel pipe posts; minimum 2-3/8-inch- OD line 

posts and 2-7/8-inch- OD corner and pull posts, with 1-5/8-inch- OD top and bottom rails. 

Provide galvanized steel bases for supporting posts. 

B. Lumber and Plywood: Comply with requirements in Division 6 Section "Rough Carpentry." 

C. Paint: Comply with requirements in Division 9 painting Sections. 

 

2.2 EQUIPMENT 

A. Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by 

locations and classes of fire exposures. 

 

PART 3 - EXECUTION 

 

3.1 INSTALLATION, GENERAL 

A. Locate facilities where they will serve Project adequately and result in minimum interference 

with performance of the Work. Relocate and modify facilities as required by progress of the 

Work. 

B. Provide each facility ready for use when needed to avoid delay. Do not remove until facilities 

are no longer needed or are replaced by authorized use of completed permanent facilities. 

C. Covered Walkway: Erect protective, covered walkway for passage of individuals through or 

adjacent to Project site. Coordinate with entrance gates, other facilities, and obstructions. 

Comply with regulations of authorities having jurisdiction and requirements indicated on 

Drawings. 

1. Provide overhead decking, protective enclosure walls, handrails, barricades, warning 

signs, exit signs, lights, safe and well-drained walkways, and similar provisions for 

protection and safe passage. 

2. Paint and maintain appearance of walkway for duration of the Work. 

D. Isolation of Work Areas in Occupied Facilities: Prevent dust, fumes, and odors from entering 

occupied areas. 

1. Prior to commencing work, isolate the HVAC system in area where work is to be 

performed. 

a. Disconnect supply and return ductwork in work area from HVAC systems 

servicing occupied areas. 



TEMPORARY FACILITIES AND CONTROLS 01 5000 - 3  

b. Maintain negative air pressure within work area using HEPA-equipped air- 

filtration units, starting with commencement of temporary partition construction, 

and continuing until removal of temporary partitions is complete. 

2. Maintain dust partitions during the Work. Use vacuum collection attachments on dust- 

producing equipment. Isolate limited work within occupied areas using portable dust- 

containment devices. 

3. Provide minimum 36 by 60-inch dust-control adhesive-surface walk-off mats at entrances 

to construction area. 

4. Perform daily construction cleanup and final cleanup using approved, HEPA-filter- 

equipped vacuum equipment. 

 

3.2 SAFETY COMPLIANCE AND REQUIREMENTS 

A. The Contractor shall be responsible to ensure compliance with the International Building Code 

(IBC) 2021, Chapter 33, “Safeguards During Construction,” as well as to other applicable 

regulations, such as OSHA standards. This includes but is not limited to, implementing various 

safety measures, such as temporary barriers, fall protection systems, and designated safe access 

and egress routes. Additionally, proper handling procedures for hazardous materials, a 

comprehensive safety plan, adequate lighting and ventilation, regular inspections, thorough 

training, and strict adherence to all relevant safety regulations must also be done as required by 

the scope of this project. The Contractor must demonstrate a proactive approach to safety, 

ensuring that all necessary measures are in place to protect workers, visitors, and the general 

public throughout the construction process. The Contractor is responsible for fully 

understanding and coordinating all applicable requirements as well as all safety means and 

methods as they pertain to this project. Failure to comply with these requirements may result in 

injuries or damages, for which the Contractor will be held liable. All costs and time associated 

with these requirements must be reflected in the contractor’s bid and shall not incur additional 

cots to the Owner. 

 

3.3 OPERATION, TERMINATION, AND REMOVAL 

A. Maintenance: Maintain facilities in good operating condition until removal. 

1. Maintain operation of temporary enclosures, heating, cooling, humidity control, 

ventilation, and similar facilities on a 24-hour basis where required to achieve indicated 

results and to avoid possibility of damage. 

B. Temporary Facility Changeover: Do not change over from using temporary security and 

protection facilities to permanent facilities until Substantial Completion. 

C. Termination and Removal: Remove each temporary facility when need for its service has 

ended, when it has been replaced by authorized use of a permanent facility, or no later than 

Substantial Completion. Complete or, if necessary, restore permanent construction that may 

have been delayed because of interference with temporary facility. Repair damaged Work, 

clean exposed surfaces, and replace construction that cannot be satisfactorily repaired. 
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1. Materials and facilities that constitute temporary facilities are property of Contractor. 

Owner reserves right to take possession of Project identification signs. 

2. At Substantial Completion, clean and renovate permanent facilities used during 

construction period. Comply with final cleaning requirements specified in Division 1 

Section "Closeout Procedures." 

 

END OF SECTION 01 5000 
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SECTION 01 6000 - PRODUCT REQUIREMENTS 
 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. Section includes administrative and procedural requirements for selection of products for use in 

Project; product delivery, storage, and handling; manufacturers' standard warranties on 

products; special warranties; and comparable products. 
 

B. Related Requirements: 

1. Section 01 2500 "Substitution Procedures" for requests for substitutions. 

2. Section 01 4200 "References" for applicable industry standards for products specified. 

 

1.3 DEFINITIONS 
 

A. Products: Items obtained for incorporating into the Work, whether purchased for Project or 

taken from previously purchased stock. The term "product" includes the terms "material," 

"equipment," "system," and terms of similar intent. 
 

1. Named Products: Items identified by manufacturer's product name, including make or 

model number or other designation shown or listed in manufacturer's published product 

literature, that is current as of date of the Contract Documents. 

2. New Products: Items that have not previously been incorporated into another project or 

facility. Products salvaged or recycled from other projects are not considered new 

products. 

3. Comparable Product: Product that is demonstrated and approved through submittal 

process to have the indicated qualities related to type, function, dimension, in-service 

performance, physical properties, appearance, and other characteristics that equal or 

exceed those of specified product. 
 

B. Basis-of-Design Product Specification: A specification in which a specific manufacturer's 

product is named and accompanied by the words "basis-of-design product," including make or 

model number or other designation, to establish the significant qualities related to type, 

function, dimension, in-service performance, physical properties, appearance, and other 

characteristics for purposes of evaluating comparable products of additional manufacturers 

named in the specification. 
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1.4 ACTION SUBMITTALS 
 

A. Comparable Product Requests: Submit request for consideration of each comparable product. 

Identify product or fabrication or installation method to be replaced. Include Specification 

Section number and title and Drawing numbers and titles. 
 

1. Include data to indicate compliance with the requirements specified in "Comparable 

Products" Article. 

2. Architect's Action: If necessary, Architect will request additional information or 

documentation for evaluation within one week of receipt of a comparable product 

request. Architect will notify Contractor of approval or rejection of proposed comparable 

product request within 15 days of receipt of request, or seven days of receipt of additional 

information or documentation, whichever is later. 
 

a. Form of Approval: As specified in Section 01 3300 "Submittal Procedures." 

b. Use product specified if Architect does not issue a decision on use of a comparable 

product request within time allocated. 
 

B. Basis-of-Design Product Specification Submittal: Comply with requirements in  Section 01 

3300 "Submittal Procedures." Show compliance with requirements. 

 

1.5 QUALITY ASSURANCE 
 

A. Compatibility of Options: If Contractor is given option of selecting between two or more 

products for use on Project, select product compatible with products previously selected, even if 

previously selected products were also options. 
 

1. Each contractor is responsible for providing products and construction methods 

compatible with products and construction methods of other contractors. 

2. If a dispute arises between contractors over concurrently selectable but incompatible 

products, Architect will determine which products shall be used. 

 

1.6 PRODUCT DELIVERY, STORAGE, AND HANDLING 
 

A. Deliver, store, and handle products using means and methods that will prevent damage, 

deterioration, and loss, including theft and vandalism. Comply with manufacturer's written 

instructions. 
 

B. Delivery and Handling: 
 

1. Schedule delivery to minimize long-term storage at Project site and to prevent 

overcrowding of construction spaces. 

2. Coordinate delivery with installation time to ensure minimum holding time for items that 

are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other 

losses. 
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3. Deliver products to Project site in an undamaged condition in manufacturer's original 

sealed container or other packaging system, complete with labels and instructions for 

handling, storing, unpacking, protecting, and installing. 

4. Inspect products on delivery to determine compliance with the Contract Documents and 

to determine that products are undamaged and properly protected. 
 

C. Storage: 
 

1. Store products to allow for inspection and measurement of quantity or counting of units. 

2. Store materials in a manner that will not endanger Project structure. 

3. Store products that are subject to damage by the elements, under cover in a weathertight 

enclosure above ground, with ventilation adequate to prevent condensation. 

4. Protect foam plastic from exposure to sunlight, except to extent necessary for period of 

installation and concealment. 

5. Comply with product manufacturer's written instructions for temperature, humidity, 

ventilation, and weather-protection requirements for storage. 

6. Protect stored products from damage and liquids from freezing. 

7. Provide a secure location and enclosure at Project site for storage of materials and 

equipment by Owner's construction forces. Coordinate location with Owner. 

 

1.7 PRODUCT WARRANTIES 
 

A. Warranties specified in other Sections shall be in addition to, and run concurrent with, other 

warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on 

product warranties do not relieve Contractor of obligations under requirements of the Contract 

Documents. 
 

1. Manufacturer's Warranty: Written warranty furnished by individual manufacturer for a 

particular product and specifically endorsed by manufacturer to Owner. 

2. Special Warranty: Written warranty required by the Contract Documents to provide 

specific rights for Owner. 
 

B. Special  Warranties: Prepare a written document that contains appropriate terms and 

identification, ready for execution. 
 

1. Manufacturer's Standard Form: Modified to include Project-specific information and 

properly executed. 

2. Specified Form: When specified forms are included with the Specifications, prepare a 

written document using indicated form properly executed. 

3. See other Sections for specific content requirements and particular requirements for 

submitting special warranties. 
 

C. Submittal Time: Comply with requirements in Section 01 7700 "Closeout Procedures." 
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PART 2 - PRODUCTS 

 

2.1 PRODUCT SELECTION PROCEDURES 
 

A. General Product Requirements:  Provide products that comply with the Contract Documents,  

are undamaged and, unless otherwise indicated, are new at time of installation. 
 

1. Provide products complete with accessories, trim, finish, fasteners, and other items 

needed for a complete installation and indicated use and effect. 

2. Standard Products: If available, and unless custom products or nonstandard options are 

specified, provide standard products of types that have been produced and used 

successfully in similar situations on other projects. 

3. Owner reserves the right to limit selection to products with warranties not in conflict with 

requirements of the Contract Documents. 

4. Where products are accompanied by the term "as selected," Architect will  make 

selection. 

5. Descriptive, performance, and reference standard requirements in the Specifications 

establish salient characteristics of products. 

6. Or Equal: For products specified by name and accompanied by the term "or equal," or  

"or approved equal," or "or approved," comply with requirements in "Comparable 

Products" Article to obtain approval for use of an unnamed product. 
 

B. Product Selection Procedures: 
 

1. Product: Where Specifications name a single manufacturer and product, provide the 

named product that complies with requirements. Comparable products or substitutions  

for Contractor's convenience will not be considered. 

2. Manufacturer/Source: Where Specifications name a single manufacturer or source, 

provide a product by the named manufacturer or source that complies with requirements. 

Comparable products or substitutions for Contractor's convenience will not be 

considered. 

3. Products: 
 

a. Restricted List: Where Specifications include a list of names of  both 

manufacturers and products, provide one of the products listed that complies with 

requirements. Comparable products or substitutions for Contractor's convenience 

will not be considered unless otherwise indicated. 

b. Nonrestricted List: Where Specifications include a list of names of both available 

manufacturers and products, provide one of the products listed, or an unnamed 

product, that complies with requirements. Comply with requirements in 

"Comparable Products" Article for consideration of an unnamed product. 
 

4. Manufacturers: 
 

a. Restricted List: Where Specifications include a list of manufacturers' names, 

provide a product by one of the manufacturers listed that complies with 

requirements. Comparable products or substitutions for Contractor's convenience 

will not be considered unless otherwise indicated. 
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b. Nonrestricted List: Where Specifications include a list of available manufacturers, 

provide a product by one of the manufacturers listed, or a product by an unnamed 

manufacturer, that complies with requirements. Comply with requirements in 

"Comparable Products" Article for consideration of an unnamed manufacturer's 

product. 
 

5. Basis-of-Design Product: Where Specifications name a product, or refer to a product 

indicated on Drawings, and include a list of manufacturers, provide the specified or 

indicated product or a comparable product by one of the other named manufacturers. 

Drawings and Specifications indicate sizes, profiles, dimensions, and other characteristics 

that are based on the product named. Comply with requirements in "Comparable 

Products" Article for consideration of an unnamed product by one of the other named 

manufacturers. 
 

C. Visual Matching Specification: Where Specifications require "match Architect's sample", 

provide a product that complies with requirements and matches Architect's sample. Architect's 

decision will be final on whether a proposed product matches. 
 

1. If no product available within specified category matches and complies with other 

specified requirements, comply with requirements in Section 01 2500 "Substitution 

Procedures" for proposal of product. 
 

D. Visual Selection Specification: Where Specifications include the phrase "as selected by 

Architect from manufacturer's full range" or similar phrase, select a product that complies with 

requirements. Architect will select color, gloss, pattern, density, or texture from manufacturer's 

product line that includes both standard and premium items. 

 

2.2 COMPARABLE PRODUCTS 
 

A. Conditions for Consideration: Architect will consider Contractor's request for comparable 

product when the following conditions are satisfied. If the following conditions are  not 

satisfied, Architect may return requests without action, except to record noncompliance with 

these requirements: 
 

1. Evidence that the proposed product does not require revisions to the Contract Documents, 

that it is consistent with the Contract Documents and will produce the indicated results, 

and that it is compatible with other portions of the Work. 

2. Detailed comparison of significant qualities of proposed product with those named in the 

Specifications. Significant qualities include attributes such as performance, weight, size, 

durability, visual effect, and specific features and requirements indicated. 

3. Evidence that proposed product provides specified warranty. 

4. List of similar installations for completed projects with project names and addresses and 

names and addresses of architects and owners, if requested. 

5. Samples, if requested. 
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PART 3 - EXECUTION (Not Used) 
 

 

END OF SECTION 01 6000 
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SECTION 01 7300 – EXECUTION REQUIREMENTS 
 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. Section includes general administrative and procedural requirements governing execution of the 

Work including, but not limited to, the following: 
 

1. Construction layout. 

2. Field engineering and surveying. 

3. Installation of the Work. 

4. Cutting and patching. 

5. Coordination of Owner-installed products. 

6. Progress cleaning. 

7. Starting and adjusting. 

8. Protection of installed construction. 
 

B. Related Requirements: 
 

1. Section 01 1000 "Summary" for limits on use of Project site. 

2. Section 01 3300 "Submittal Procedures" for submitting surveys. 

3. Section 01 7700 "Closeout Procedures" for submitting final property survey with Project 

Record Documents, recording of Owner-accepted deviations from indicated lines and 

levels, and final cleaning. 

 

1.3 DEFINITIONS 
 

A. Cutting: Removal of in-place construction necessary to permit installation or performance of 

other work. 
 

B. Patching: Fitting and repair work required to restore construction to original conditions after 

installation of other work. 
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1.4 INFORMATIONAL SUBMITTALS 
 

A. Qualification Data: For land surveyor. 
 

B. Certificates: Submit certificate signed by land surveyor certifying that location and elevation of 

improvements comply with requirements. 
 

C. Cutting and Patching Plan: Submit plan describing procedures at least 10 days prior to the time 

cutting and patching will be performed. Include the following information: 
 

1. Extent: Describe reason for and extent of each occurrence of cutting and patching. 

2. Changes to In-Place Construction: Describe anticipated results. Include changes to 

structural elements and operating components as well as changes in building appearance 

and other significant visual elements. 

3. Products: List products to be used for patching and firms or entities that will perform 

patching work. 
4. Dates: Indicate when cutting and patching will be performed. 

5. Utilities and Mechanical and Electrical Systems: List services and systems that cutting 

and patching procedures will disturb or affect. List services and systems that will be 

relocated and those that will be temporarily out of service. Indicate length of time 

permanent services and systems will be disrupted. 
 

a. Include description of provisions for temporary services and systems during 

interruption of permanent services and systems. 
 

D. Landfill Receipts: Submit copy of receipts issued by a landfill facility, licensed to accept 

hazardous materials, for hazardous waste disposal. 
 

E. Certified Surveys: Submit two copies signed by land surveyor. 
 

F. Final Property Survey: Submit 10 copies showing the Work performed and record survey data. 

 

1.5 QUALITY ASSURANCE 
 

A. Land Surveyor Qualifications: A professional land surveyor who is legally qualified to practice 

in jurisdiction where Project is located and who is experienced in providing land-surveying 

services of the kind indicated. 
 

B. Cutting and Patching: Comply with requirements for and limitations on cutting and patching of 

construction elements. 
 

1. Structural Elements: When cutting and patching structural elements, notify Architect of 

locations and details of cutting and await directions from Architect before proceeding. 

Shore, brace, and support structural elements during cutting and patching. Do not cut and 

patch structural elements in a manner that could change their load-carrying capacity or 

increase deflection 
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2. Operational Elements: Do not cut and patch operating elements and related components 

in a manner that results in reducing their capacity to perform as intended or that results in 

increased maintenance or decreased operational life or safety. Operational elements 

include the following: 
 

a. Primary operational systems and equipment. 

b. Fire separation assemblies. 

c. Air or smoke barriers. 

d. Fire-suppression systems. 

e. Mechanical systems piping and ducts. 

f. Control systems. 

g. Communication systems. 

h. Fire-detection and -alarm systems. 

i. Conveying systems. 

j. Electrical wiring systems. 

k. Operating systems of special construction. 
 

3. Other Construction Elements: Do not cut and patch other construction elements or 

components in a manner that could change their load-carrying capacity, that results in 

reducing their capacity to perform as intended, or that results in increased maintenance or 

decreased operational life or safety. Other construction elements include but are not 

limited to the following: 
 

a. Water, moisture, or vapor barriers. 

b. Membranes and flashings. 

c. Exterior curtain-wall construction. 

d. Sprayed fire-resistive material. 

e. Equipment supports. 

f. Piping, ductwork, vessels, and equipment. 

g. Noise- and vibration-control elements and systems. 
 

4. Visual Elements: Do not cut and patch construction in a manner that results in visual 

evidence of cutting and patching. Do not cut and patch exposed construction in a manner 

that would, in Architect's opinion, reduce the building's aesthetic qualities. Remove and 

replace construction that has been cut and patched in a visually unsatisfactory manner. 
 

C. Cutting and Patching Conference: Before proceeding, meet at Project site with parties involved 

in cutting and patching, including mechanical and electrical trades. Review areas of potential 

interference and conflict. Coordinate procedures and resolve potential conflicts before 

proceeding. 
 

D. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written 

recommendations and instructions for installation of products and equipment. 
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PART 2 - PRODUCTS 

 

2.1 MATERIALS 
 

A. General: Comply with requirements specified in other Sections. 
 

B. In-Place Materials: Use materials for patching identical to in-place materials. For exposed 

surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent 

possible. 
 

1. If identical materials are unavailable or cannot be used, use materials that, when installed, 

will provide a match acceptable to Architect for the visual and functional performance of 

in-place materials. 

 

PART 3 - EXECUTION 

 

3.1 EXAMINATION 
 

A. Existing Conditions: The existence and location of underground and other utilities and 

construction indicated as existing are not guaranteed. Before beginning sitework, investigate 

and verify the existence and location of underground utilities, and other construction affecting 

the Work. 
 

1. Before construction, verify the location and invert elevation at points of connection of 

sanitary sewer, storm sewer, and water-service piping; underground electrical services, 

and other utilities. 

2. Furnish location data for work related to Project that must be performed by public 

utilities serving Project site. 
 

B. Examination and Acceptance of Conditions: Before proceeding with each component of the 

Work, examine substrates, areas, and conditions, with Installer or Applicator present where 

indicated, for compliance with requirements for installation tolerances and other conditions 

affecting performance. Record observations. 
 

1. Examine roughing-in for mechanical and electrical systems to verify actual locations of 

connections before equipment and fixture installation. 

2. Examine walls, floors, and roofs for suitable conditions where products and systems are 

to be installed. 

3. Verify compatibility with and suitability of substrates, including compatibility with 

existing finishes or primers. 
 

C. Written Report: Where a written report listing conditions detrimental to performance of the 

Work is required by other Sections, include the following: 
 

1. Description of the Work. 

2. List of detrimental conditions, including substrates. 
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3. List of unacceptable installation tolerances. 

4. Recommended corrections. 
 

D. Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding 

with the Work indicates acceptance of surfaces and conditions. 

 

3.2 PREPARATION 
 

A. Existing Utility Information: Furnish information to local utility that is necessary to adjust, 

move, or relocate existing utility structures, utility poles, lines, services, or other utility 

appurtenances located in or affected by construction. Coordinate with authorities having 

jurisdiction. 
 

B. Field Measurements: Take field measurements as required to fit the Work properly. Recheck 

measurements before installing each product. Where portions of the Work are indicated to fit to 

other construction, verify dimensions of other construction by field measurements before 

fabrication. Coordinate fabrication schedule with construction progress to avoid delaying the 

Work. 
 

C. Space Requirements: Verify space requirements and dimensions of items shown 

diagrammatically on Drawings. 
 

D. Review of Contract Documents and Field Conditions: Immediately on discovery of the need for 

clarification of the Contract Documents caused by differing field conditions outside the control 

of Contractor, submit a request for information to Architect according to requirements in 

Section 01 3100 "Project Management and Coordination." 

 

3.3 CONSTRUCTION LAYOUT 
 

A. Verification: Before proceeding to lay out the Work, verify layout information shown on 

Drawings, in relation to the property survey and existing benchmarks. If discrepancies are 

discovered, notify Architect promptly. 
 

B. General: Engage a land surveyor to lay out the Work using accepted surveying practices. 
 

1. Establish benchmarks and control points to set lines and levels at each story of 

construction and elsewhere as needed to locate each element of Project. 

2. Establish limits on use of Project site. 

3. Establish  dimensions  within tolerances indicated. Do not scale Drawings to obtain 

required dimensions. 

4. Inform installers of lines and levels to which they must comply. 

5. Check the location, level and plumb, of every major element as the Work progresses. 

6. Notify Architect when deviations from required lines and levels exceed allowable 

tolerances. 

7. Close site surveys with an error of closure equal to or less than the standard established 

by authorities having jurisdiction. 
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C. Site Improvements: Locate and lay out site improvements, including pavements, grading, fill 

and topsoil placement, utility slopes, and rim and invert elevations. 
 

D. Building Lines and Levels: Locate and lay out control lines and levels for structures, building 

foundations, column grids, and floor levels, including those required for mechanical and 

electrical work. Transfer survey markings and elevations for use with control lines and levels. 

Level foundations and piers from two or more locations. 
 

E. Record Log: Maintain a log of layout control work. Record deviations from required lines and 

levels. Include beginning and ending dates and times of surveys, weather conditions, name and 

duty of each survey party member, and types of instruments and tapes used. Make the log 

available for reference by Architect. 

 

3.4 FIELD ENGINEERING 
 

A. Identification: Owner will identify existing benchmarks, control points, and property corners. 
 

B. Reference Points: Locate existing permanent benchmarks, control points, and similar reference 

points before beginning the Work. Preserve and protect permanent benchmarks and control 

points during construction operations. 
 

1. Do not change or relocate existing benchmarks or control points without prior written 

approval of Architect. Report lost or destroyed permanent benchmarks or control points 

promptly. Report the need to relocate permanent benchmarks or control points to 

Architect before proceeding. 

2. Replace lost or destroyed permanent benchmarks and control points promptly. Base 

replacements on the original survey control points. 
 

C. Benchmarks: Establish and maintain a minimum of two permanent benchmarks on Project site, 

referenced to data established by survey control points. Comply with authorities having 

jurisdiction for type and size of benchmark. 
 

1. Record benchmark locations, with horizontal and vertical data, on Project Record 

Documents. 

2. Where the actual location or elevation of layout points cannot be marked, provide 

temporary reference points sufficient to locate the Work. 

3. Remove temporary reference points when no longer needed. Restore  marked 

construction to its original condition. 
 

D. Certified Survey: On completion of foundation walls, major site improvements, and other work 

requiring field-engineering services, prepare a certified survey showing dimensions, locations, 

angles, and elevations of construction and sitework. 
 

E. Final Property Survey: Engage a land surveyor to prepare a final property survey showing 

significant features (real property) for Project. Include on the survey a certification, signed by 

land surveyor, that principal metes, bounds, lines, and levels of Project are accurately positioned 

as shown on the survey. 
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1. Show boundary lines, monuments, streets, site improvements and utilities, existing 

improvements and significant vegetation, adjoining properties, acreage, grade contours, 

and the distance and bearing from a site corner to a legal point. 

2. Recording: At Substantial Completion, have the final property survey recorded by or  

with authorities having jurisdiction as the official "property survey." 

 

3.5 INSTALLATION 
 

A. General: Locate the Work and components of the Work accurately, in correct alignment and 

elevation, as indicated. 
 

1. Make vertical work plumb and make horizontal work level. 

2. Where space is limited, install components to maximize space available for maintenance 

and ease of removal for replacement. 
3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated. 

4. Maintain minimum headroom clearance of 96 inches (2440 mm) in occupied spaces and 

90 inches (2300 mm) in unoccupied spaces. 
 

B. Comply with manufacturer's written instructions and recommendations for installing products in 

applications indicated. 
 

C. Install products at the time and under conditions that will ensure the best possible results. 

Maintain conditions required for product performance until Substantial Completion. 
 

D. Conduct construction operations so no part of the Work is subjected to damaging operations or 

loading in excess of that expected during normal conditions of occupancy. 
 

E. Sequence the Work and allow adequate clearances to accommodate movement of construction 

items on site and placement in permanent locations. 
 

F. Tools and Equipment: Do not use tools or equipment that produce harmful noise levels. 
 

G. Templates: Obtain and distribute to the parties involved templates for work specified to be 

factory prepared and field installed. Check Shop Drawings of other work to confirm that 

adequate provisions are made for locating and installing products to comply with indicated 

requirements. 
 

H. Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size 

and number to securely anchor each component in place, accurately located and aligned with 

other portions of the Work. Where size and type of attachments are not indicated, verify size 

and type required for load conditions. 
 

1. Mounting Heights: Where mounting heights are not indicated, mount components at 

heights directed by Architect. 
2. Allow for building movement, including thermal expansion and contraction. 

3. Coordinate   installation  of  anchorages. Furnish setting drawings, templates, and 

directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and 
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items with integral anchors, that are to be embedded in concrete or masonry. Deliver  

such items to Project site in time for installation. 
 

I. Joints: Make joints of uniform width. Where joint locations in exposed work are not indicated, 

arrange joints for the best visual effect. Fit exposed connections together to form hairline joints. 
 

J. Hazardous Materials: Use products, cleaners, and installation materials that are not considered 

hazardous. 

 

3.6 CUTTING AND PATCHING 
 

A. Cutting and Patching, General: Employ skilled workers to perform cutting and patching. 

Proceed with cutting and patching at the earliest feasible time, and complete without delay. 
 

1. Cut in-place construction to provide for installation of other components or performance 

of other construction, and subsequently patch as required to restore surfaces to their 

original condition. 
 

B. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged 

during installation or cutting and patching operations, by methods and with materials so as not 

to void existing warranties. 
 

C. Temporary Support: Provide temporary support of work to be cut. 
 

D. Protection: Protect in-place construction during cutting and patching to prevent damage. 

Provide protection from adverse weather conditions for portions of Project that might be 

exposed during cutting and patching operations. 
 

E. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar 

operations, including excavation, using methods least likely to damage elements retained or 

adjoining construction. If possible, review proposed procedures with original Installer; comply 

with original Installer's written recommendations. 
 

1. In general, use hand or small power tools designed for sawing and grinding, not 

hammering and chopping. Cut holes and slots neatly to minimum size required, and with 

minimum disturbance of adjacent surfaces. Temporarily cover openings when not in use. 

2. Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces. 

3. Concrete and Masonry: Cut using a cutting machine, such as an abrasive saw or a 

diamond-core drill. 

4. Excavating and Backfilling: Comply with requirements in applicable Sections where 

required by cutting and patching operations. 

5. Mechanical and Electrical Services: Cut off pipe or conduit in walls or partitions to be 

removed. Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent 

entrance of moisture or other foreign matter after cutting. 
6. Proceed with patching after construction operations requiring cutting are complete. 

 

F. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations 

following performance of other work. Patch with durable seams that are as invisible as 
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practicable. Provide materials and comply with installation requirements specified in other 

Sections, where applicable. 
 

1. Inspection: Where feasible, test and inspect patched areas after completion to 

demonstrate physical integrity of installation. 

2. Exposed Finishes: Restore exposed finishes of patched areas and extend finish  

restoration into retained adjoining construction in a manner that will minimize evidence 

of patching and refinishing. 
 

a. Clean piping, conduit, and similar features before applying paint or other finishing 

materials. 

b. Restore damaged pipe covering to its original condition. 
 

3. Floors and Walls: Where walls or partitions that are removed extend one finished area 

into another, patch and repair floor and wall surfaces in the new space. Provide an even 

surface of uniform finish, color, texture, and appearance. Remove in-place floor and wall 

coverings and replace with new materials, if necessary, to achieve uniform color and 

appearance. 
 

a. Where patching occurs in a painted surface, prepare substrate and apply primer and 

intermediate paint coats appropriate for substrate over the patch, and apply final 

paint coat over entire unbroken surface containing the patch. Provide additional 

coats until patch blends with adjacent surfaces. 
 

4. Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane 

surface of uniform appearance. 

5. Exterior Building Enclosure: Patch components in a manner that restores enclosure to a 

weathertight condition and ensures thermal and moisture integrity of building enclosure. 
 

G. Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint, 

mortar, oils, putty, and similar materials from adjacent finished surfaces. 

 

3.7 PROGRESS CLEANING 
 

A. General: Clean  Project  site  and  work  areas  daily,  including  common  areas. Enforce 

requirements strictly. Dispose of materials lawfully. 
 

1. Comply with requirements in NFPA 241 for removal of combustible waste materials and 

debris. 

2. Do not hold waste materials more than seven days during normal weather or three days if 

the temperature is expected to rise above 80 deg F (27 deg C). 

3. Containerize hazardous and unsanitary waste materials separately from other  waste. 

Mark containers appropriately and dispose of legally, according to regulations. 
 

a. Use containers intended for holding waste materials of type to be stored. 
 

4. Coordinate progress cleaning for joint-use areas where Contractor and other contractors 

are working concurrently. 
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B. Site: Maintain Project site free of waste materials and debris. 
 

C. Work Areas: Clean areas where work is in progress to the level of cleanliness necessary for 

proper execution of the Work. 
 

1. Remove liquid spills promptly. 

2. Where dust would impair proper execution of the Work, broom-clean or vacuum the 

entire work area, as appropriate. 
 

D. Installed Work: Keep installed work clean. Clean installed surfaces according to written 

instructions of manufacturer or fabricator of product installed, using only cleaning materials 

specifically recommended. If specific cleaning materials are not recommended, use cleaning 

materials that are not hazardous to health or property and that will not damage exposed surfaces. 
 

E. Concealed Spaces: Remove debris from concealed spaces before enclosing the space. 
 

F. Exposed Surfaces in Finished Areas: Clean exposed surfaces and protect as necessary to ensure 

freedom from damage and deterioration at time of Substantial Completion. 
 

G. Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials 

down sewers or into waterways. Comply with waste disposal requirements in Section 017419 

"Construction Waste Management and Disposal." 
 

H. During handling and installation, clean and protect construction in progress and adjoining 

materials already in place. Apply protective covering where required to ensure protection from 

damage or deterioration at Substantial Completion. 
 

I. Clean and provide maintenance on completed construction as frequently as necessary through 

the remainder of the construction period. Adjust and lubricate operable components to ensure 

operability without damaging effects. 
 

J. Limiting Exposures: Supervise construction operations to assure that no part of the  

construction, completed or in progress, is subject to harmful, dangerous, damaging, or otherwise 

deleterious exposure during the construction period. 

 

3.8 STARTING AND ADJUSTING 
 

A. Start equipment and operating components to confirm proper operation. Remove 

malfunctioning units, replace with new units, and retest. 
 

B. Adjust equipment for proper operation. Adjust operating components for proper operation 

without binding. 
 

C. Test each piece of equipment to verify proper operation. Test and adjust controls and safeties. 

Replace damaged and malfunctioning controls and equipment. 
 

D. Manufacturer's Field Service: Comply with qualification requirements in Section 01 4000 

"Quality Requirements." 
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3.9 PROTECTION OF INSTALLED CONSTRUCTION 
 

A. Provide final protection and maintain conditions that ensure installed Work is without damage 

or deterioration at time of Substantial Completion. 
 

B. Comply with manufacturer's written instructions for temperature and relative humidity. 

 

END OF SECTION 01 7300 
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SECTION 01 7310 - CUTTING AND PATCHING 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 1 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. This Section includes procedural requirements for cutting and patching. 

B. Related Sections include the following: 

1. Division 1 Section "Selective Demolition" for demolition of selected portions of the 

building. 

 

1.3 DEFINITIONS 

A. Cutting: Removal of in-place construction necessary to permit installation or performance of 

other Work. 

B. Patching: Fitting and repair work required to restore surfaces to original conditions after 

installation of other Work. 

 

1.4 QUALITY ASSURANCE 

A. Structural Elements: Do not cut and patch structural elements in a manner that could change 

their load-carrying capacity or load-deflection ratio. 

B. Operational Elements: Do not cut and patch operating elements and related components in a 

manner that results in reducing their capacity to perform as intended or that results in increased 

maintenance or decreased operational life or safety. Operating elements include the following: 

1. Primary operational systems and equipment. 

2. Air or smoke barriers. 

3. Fire-suppression systems. 

4. Mechanical systems piping and ducts. 
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5. Control systems. 

6. Communication systems. 

7. Conveying systems. 

8. Electrical wiring systems. 

9. Operating systems of special construction in Division 13 Sections. 

C. Miscellaneous Elements: Do not cut and patch miscellaneous elements or related components 

in a manner that could change their load-carrying capacity, that results in reducing their 

capacity to perform as intended, or that result in increased maintenance or decreased operational 

life or safety. Miscellaneous elements include the following: 

1. Water, moisture, or vapor barriers. 

2. Membranes and flashings. 

3. Exterior curtain-wall construction. 

4. Equipment supports. 

5. Piping, ductwork, vessels, and equipment. 

6. Noise- and vibration-control elements and systems. 

D. Visual Requirements: Do not cut and patch construction in a manner that results in visual 

evidence of cutting and patching. Do not cut and patch construction exposed on the exterior or 

in occupied spaces in a manner that would, in Architect's opinion, reduce the building's 

aesthetic qualities. Remove and replace construction that has been cut and patched in a visually 

unsatisfactory manner. 

E. Cutting and Patching Conference: Before proceeding, meet at Project site with parties involved 

in cutting and patching, including mechanical and electrical trades. Review areas of potential 

interference and conflict. Coordinate procedures and resolve potential conflicts before 

proceeding. 

 

1.5 WARRANTY 

A. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged 

during cutting and patching operations, by methods and with materials so as not to void existing 

warranties. 

 

PART 2 - PRODUCTS 

 

2.1 MATERIALS 

A. General: Comply with requirements specified in other Sections. 

B. In-Place Materials: Use materials identical to in-place materials. For exposed surfaces, use 

materials that visually match in-place adjacent surfaces to the fullest extent possible. 

1. If identical materials are unavailable or cannot be used, use materials that, when installed, 

will match the visual and functional performance of in-place materials. 
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PART 3 - EXECUTION 

 

3.1 EXAMINATION 

A. Examine surfaces to be cut and patched and conditions under which cutting and patching are to 

be performed. 

1. Compatibility: Before patching, verify compatibility with and suitability of substrates, 

including compatibility with in-place finishes or primers. 

2. Proceed with installation only after unsafe or unsatisfactory conditions have been 

corrected. 

 

3.2 PREPARATION 

A. Temporary Support: Provide temporary support of Work to be cut. 

B. Protection: Protect in-place construction during cutting and patching to prevent damage. 

Provide protection from adverse weather conditions for portions of Project that might be 

exposed during cutting and patching operations. 

C. Adjoining Areas: Avoid interference with use of adjoining areas or interruption of free passage 

to adjoining areas. 

D. Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems 

are required to be removed, relocated, or abandoned, bypass such services/systems before 

cutting to prevent interruption to occupied areas. 

 

3.3 PERFORMANCE 

A. General: Employ skilled workers to perform cutting and patching. Proceed with cutting and 

patching at the earliest feasible time, and complete without delay. 

1. Cut in-place construction to provide for installation of other components or performance 

of other construction, and subsequently patch as required to restore surfaces to their 

original condition. 

B. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar 

operations, including excavation, using methods least likely to damage elements retained or 

adjoining construction. If possible, review proposed procedures with original Installer; comply 

with original Installer's written recommendations. 

1. In general, use hand or small power tools designed for sawing and grinding, not 

hammering and chopping. Cut holes and slots as small as possible, neatly to size 

required, and with minimum disturbance of adjacent surfaces. Temporarily cover 

openings when not in use. 

2. Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces. 
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3. Concrete and Masonry: Cut using a cutting machine, such as an abrasive saw or a 

diamond-core drill. 

4. Mechanical and Electrical Services: Cut off pipe or conduit in walls or partitions to be 

removed. Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent 

entrance of moisture or other foreign matter after cutting. 

5. Proceed with patching after construction operations requiring cutting are complete. 

C. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations 

following performance of other Work. Patch with durable seams that are as invisible as 

possible. Provide materials and comply with installation requirements specified in other 

Sections. 

1. Inspection: Where feasible, test and inspect patched areas after completion to 

demonstrate integrity of installation. 

2. Exposed Finishes: Restore exposed finishes of patched areas and extend finish 

restoration into retained adjoining construction in a manner that will eliminate evidence 

of patching and refinishing. 

a. Clean piping, conduit, and similar features before applying paint or other finishing 

materials. 

b. Restore damaged pipe covering to its original condition. 

3. Floors and Walls: Where walls or partitions that are removed extend one finished area 

into another, patch and repair floor and wall surfaces in the new space. Provide an even 

surface of uniform finish, color, texture, and appearance. Remove in-place floor and wall 

coverings and replace with new materials, if necessary, to achieve uniform color and 

appearance. 

a. Where patching occurs in a painted surface, apply primer and intermediate paint 

coats over the patch and apply final paint coat over entire unbroken surface 

containing the patch. Provide additional coats until patch blends with adjacent 

surfaces. 

4. Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane 

surface of uniform appearance. 

5. Exterior Building Enclosure: Patch components in a manner that restores enclosure to a 

weather tight condition. 

D. Cleaning: Clean areas and spaces where cutting and patching are performed. Completely 

remove paint, mortar, oils, putty, and similar materials. 

 

END OF SECTION 01 7310 
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SECTION 01 7419 - CONSTRUCTION WASTE MANAGEMENT AND 

DISPOSAL 

 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. Section includes administrative and procedural requirements for the following: 

1. Recycling nonhazardous construction waste. 

2. Disposing of nonhazardous demolition and construction waste. 
 

B. Related Requirements: 

1. Section 02 4119 "Selective Demolition" for disposition of waste resulting from partial 

demolition of buildings, structures, and site improvements. 

 

1.3 DEFINITIONS 
 

A. Construction Waste: Building and site improvement materials and other solid waste resulting 

from construction, remodeling, renovation, or repair operations. Construction waste includes 

packaging. 
 

B. Demolition Waste: Building and site improvement materials resulting from demolition or 

selective demolition operations. 
 

C. Disposal: Removal off-site of demolition and construction waste and subsequent sale,  

recycling, reuse, or deposit in landfill or incinerator acceptable to authorities having  

jurisdiction. 
 

D. Recycle: Recovery of demolition or construction waste for subsequent processing in  

preparation for reuse. 
 

E. Salvage: Recovery of demolition or construction waste and subsequent sale or reuse in another 

facility. 
 

F. Salvage and Reuse: Recovery of demolition or construction waste and  subsequent 

incorporation into the Work. 
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1.4 PERFORMANCE REQUIREMENTS 
 

A. General: Practice efficient waste management in the use of materials in the course of the Work. 

Use all reasonable means to divert construction and demolition waste from landfills and 

incinerators. Facilitate recycling and salvage of materials, including the following: 
 

1. Construction Waste: 
 

a. Masonry and CMU. 

b. Lumber. 

c. Wood sheet materials. 

d. Metals. 

e. Roofing. 

f. Insulation. 

g. Carpet and pad. 

h. Gypsum board. 

i. Piping. 

j. Electrical conduit. 

k. Packaging: Salvage or recycle 100 percent of the following uncontaminated 

packaging materials: 
 

 1) Paper. 
2) Cardboard. 

3) Boxes. 

4) Plastic sheet and film. 

5) Polystyrene packaging. 

6) Wood crates. 

7) Plastic pails. 

 

1.5 
  

ACTION SUBMITTALS 

 
A. Waste Management Plan: Submit plan within 30 days of date established for the Notice to 

Proceed. 

 

1.6 
  

INFORMATIONAL SUBMITTALS 

 
A. Recycling and Processing Facility Records: Indicate receipt and acceptance of recyclable waste 

by recycling and processing facilities licensed to accept them. Include manifests,  weight 

tickets, receipts, and invoices. 

 
B. Landfill and Incinerator Disposal Records: Indicate receipt and acceptance of waste by landfills 

and incinerator facilities licensed to accept them. Include manifests, weight tickets, receipts,  

and invoices. 
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1.7 QUALITY ASSURANCE 
 

A. Regulatory Requirements: Comply with hauling and disposal regulations of authorities having 

jurisdiction. 
 

B. Waste Management Conference: Conduct conference at Project site to comply with 

requirements in Section 01 3100 "Project Management and Coordination." Review methods and 

procedures related to waste management including, but not limited to, the following: 
 

1. Review and discuss waste management plan including responsibilities of waste 

management coordinator. 

2. Review requirements for documenting quantities of each type of waste and its 

disposition. 

3. Review and finalize procedures for materials separation and verify availability of 

containers and bins needed to avoid delays. 

4. Review procedures for periodic waste collection and transportation to recycling and 

disposal facilities. 

5. Review waste management requirements for each trade. 

 

PART 2 - PRODUCTS (Not Used) 

 

PART 3 - EXECUTION 

 

3.1 PLAN IMPLEMENTATION 
 

A. General: Implement approved waste management plan. Provide handling, containers, storage, 

signage, transportation, and other items as required to implement waste management plan 

during the entire duration of the Contract. 
 

1. Comply with operation, termination, and removal requirements in Section 01 5000 

"Temporary Facilities and Controls." 
 

B. Training: Train workers, subcontractors, and suppliers on proper waste  management 

procedures, as appropriate for the Work. 
 

1. Distribute waste management plan to everyone concerned within three days of submittal 

return. 

2. Distribute waste management plan to entities when they first begin work on-site. Review 

plan procedures and locations established for salvage, recycling, and disposal. 
 

C. Site Access and Temporary Controls: Conduct waste management operations to ensure 

minimum interference with roads, streets, walks, walkways, and other adjacent occupied and 

used facilities. 
 

1. Designate and label specific areas on Project site necessary for separating materials that 

are to be salvaged and recycled. 
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2. Comply with Section 01 5000 "Temporary Facilities and Controls" for controlling dust 

and dirt, environmental protection, and noise control. 

 

3.2 SALVAGING DEMOLITION WASTE 
 

A. Salvaged Items for Reuse in the Work: Salvage items for reuse and handle as follows: 
 

1. Clean salvaged items. 

2. Pack or crate items after cleaning. Identify contents of containers with label indicating 

elements, date of removal, quantity, and location where removed. 

3. Store items in a secure area until installation. 

4. Protect items from damage during transport and storage. 

5. Install salvaged items to comply with installation requirements for new materials and 

equipment. Provide connections, supports, and miscellaneous materials necessary to 

make items functional for use indicated. 
 

B. Salvaged Items for Sale and Donation: Not permitted on Project site. 

 

3.3 RECYCLING DEMOLITION AND CONSTRUCTION WASTE, GENERAL 
 

A. General: Recycle paper and beverage containers used by on-site workers. 
 

B. Preparation of Waste: Prepare and maintain recyclable waste materials according to recycling  

or reuse facility requirements. Maintain materials free of dirt, adhesives, solvents, petroleum 

contamination, and other substances deleterious to the recycling process. 
 

C. Procedures: Separate recyclable waste from other waste materials, trash, and debris. Separate 

recyclable waste by type at Project site to the maximum extent practical according to approved 

construction waste management plan. 
 

1. Provide appropriately marked containers or bins for controlling recyclable waste until 

removed from Project site. Include list of acceptable and unacceptable materials at each 

container and bin. 
 

a. Inspect containers and bins for contamination and remove contaminated materials 

if found. 
 

2. Stockpile processed materials on-site without intermixing with other materials. Place, 

grade, and shape stockpiles to drain surface water. Cover to prevent windblown dust. 

3. Stockpile  materials  away  from construction  area. Do not store within drip line of 

remaining trees. 

4. Store components off the ground and protect from the weather. 

5. Remove recyclable waste from Owner's property and transport to recycling receiver or 

processor. 
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3.4 RECYCLING CONSTRUCTION WASTE 
 

A. Packaging: 
 

1. Cardboard and Boxes: Break down packaging into flat sheets. Bundle and store in a dry 

location. 
2. Polystyrene Packaging: Separate and bag materials. 

3. Pallets: As much as possible, require deliveries using pallets to remove pallets from 

Project site. For pallets that remain on-site, break down pallets into component wood 

pieces and comply with requirements for recycling wood. 

4. Crates: Break down crates into component wood pieces and comply with requirements 

for recycling wood. 
 

B. Wood Materials: 
 

1. Clean Cut-Offs of Lumber: Grind or chip into small pieces. 
 

C. Gypsum Board: Stack large clean pieces on wood pallets or in container and store in a dry 

location. 

 

3.5 DISPOSAL OF WASTE 
 

A. General: Except for items or materials to be salvaged, recycled, or otherwise reused, remove 

waste materials from Project site and legally dispose of them in a landfill or incinerator 

acceptable to authorities having jurisdiction. 
 

1. Except as otherwise specified, do not allow waste materials that are to be disposed of to 

accumulate on-site. 

2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 
 

B. Burning: Do not burn waste materials. 
 

C. Disposal: Remove waste materials from Owner's property and legally dispose of them. 

 

END OF SECTION 01 7419 
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SECTION 01 7700 - CLOSEOUT PROCEDURES 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for contract closeout, including, 

but not limited to, the following: 

1. Substantial Completion procedures. 

2. Final completion procedures. 

3. Warranties. 

4. Final cleaning. 

5. Repair of the Work. 

B. Related Requirements: 

1. Section 01 7300 "Execution" for progress cleaning of Project site. 

2. Section 01 7823 "Operation and Maintenance Data" for operation and maintenance 

manual requirements. 

3. Section 01 7839 "Project Record Documents" for submitting record Drawings, record 

Specifications, and record Product Data. 

4. Section 01 7900 "Demonstration and Training" for requirements for instructing Owner's 

personnel. 

 

1.3 ACTION SUBMITTALS 

A. Product Data: For cleaning agents. 

B. Contractor's List of Incomplete Items: Initial submittal at Substantial Completion. 

C. Certified List of Incomplete Items: Final submittal at Final Completion. 

 

1.4 CLOSEOUT SUBMITTALS 

A. Certificates of Release: From authorities having jurisdiction. 

B. Certificate of Insurance: For continuing coverage. 

C. Field Report: For pest control inspection. 
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1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Schedule of Maintenance Material Items: For maintenance material submittal items specified in 

other Sections. 

 

1.6 SUBSTANTIAL COMPLETION PROCEDURES 

A. Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and 

corrected (Contractor's punch list), indicating the value of each item on the list and reasons why 

the Work is incomplete. 

B. Submittals Prior to Substantial Completion: Complete the following a minimum of 10 days 

prior to requesting inspection for determining date of Substantial Completion. List items below 

that are incomplete at time of request. 

1. Certificates of Release: Obtain and submit releases from authorities having jurisdiction 

permitting Owner unrestricted use of the Work and access to services and utilities. 

Include occupancy permits, operating certificates, and similar releases. 

2. Submit closeout submittals specified in other Division 01 Sections, including project 

record documents, operation and maintenance manuals, final completion construction 

photographic documentation, damage or settlement surveys, property surveys, and similar 

final record information. 

3. Submit closeout submittals specified in individual Sections, including specific warranties, 

workmanship bonds, maintenance service agreements, final certifications, and similar 

documents. 

4. Submit maintenance material submittals specified in individual Sections, including tools, 

spare parts, extra materials, and similar items, and deliver to location designated by 

Architect. Label with manufacturer's name and model number where applicable. 

a. Schedule of Maintenance Material Items: Prepare and submit schedule of 

maintenance material submittal items, including name and quantity of each item 

and name and number of related Specification Section. Obtain Architect's 

signature for receipt of submittals. 

5. Submit test/adjust/balance records. 

6. Submit changeover information related to Owner's occupancy, use, operation, and 

maintenance. 

C. Procedures Prior to Substantial Completion: Complete the following a minimum of 10 days 

prior to requesting inspection for determining date of Substantial Completion. List items below 

that are incomplete at time of request. 

1. Advise Owner of pending insurance changeover requirements. 

2. Make final changeover of permanent locks and deliver keys to Owner. Advise Owner's 

personnel of changeover in security provisions. 
3. Complete startup and testing of systems and equipment. 

4. Perform preventive maintenance on equipment used prior to Substantial Completion. 
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5. Instruct Owner's personnel in operation, adjustment, and maintenance of products, 

equipment, and systems. Submit demonstration and training video recordings specified 

in Section 01 7900 "Demonstration and Training." 
6. Advise Owner of changeover in heat and other utilities. 

7. Participate with Owner in conducting inspection and walkthrough with local emergency 

responders. 

8. Terminate and remove temporary facilities from Project site, along with mockups, 

construction tools, and similar elements. 

9. Complete final cleaning requirements, including touchup painting. 

10. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual 

defects. 

D. Inspection: Submit a written request for inspection to determine Substantial Completion a 

minimum of 10 days prior to date the work will be completed and ready for final inspection and 

tests. On receipt of request, Architect will either proceed with inspection or notify Contractor 

of unfulfilled requirements. Architect will prepare the Certificate of Substantial Completion 

after inspection or will notify Contractor of items, either on Contractor's list or additional items 

identified by Architect, that must be completed or corrected before certificate will be issued. 

1. Reinspection: Request reinspection when the Work identified in previous inspections as 

incomplete is completed or corrected. 

2. Results of completed inspection will form the basis of requirements for final completion. 

 

1.7 FINAL COMPLETION PROCEDURES 

A. Submittals Prior to Final Completion: Before requesting final inspection for determining final 

completion, complete the following: 

1. Submit a final Application for Payment according to Section 01 2900 "Payment 

Procedures." 

2. Certified List of Incomplete Items: Submit certified copy of Architect's Substantial 

Completion inspection list of items to be completed or corrected (punch list), endorsed 

and dated by Architect. Certified copy of the list shall state that each item has been 

completed or otherwise resolved for acceptance. 

3. Certificate of Insurance: Submit evidence of final, continuing insurance coverage 

complying with insurance requirements. 

4. Submit pest-control final inspection report. 

B. Inspection: Submit a written request for final inspection to determine acceptance a minimum of 

10 days prior to date the work will be completed and ready for final inspection and tests. On 

receipt of request, Architect will either proceed with inspection or notify Contractor of 

unfulfilled requirements. Architect will prepare a final Certificate for Payment after inspection 

or will notify Contractor of construction that must be completed or corrected before certificate 

will be issued. 

1. Reinspection: Request reinspection when the Work identified in previous inspections as 

incomplete is completed or corrected. 
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1.8 LIST OF INCOMPLETE ITEMS (PUNCH LIST) 

A. Organization of List: Include name and identification of each space and area affected by 

construction operations for incomplete items and items needing correction including, if 

necessary, areas disturbed by Contractor that are outside the limits of construction. 

1. Organize list of spaces in sequential order, starting with exterior areas first and 

proceeding from lowest floor to highest floor. 

2. Organize items applying to each space by major element, including categories for ceiling, 

individual walls, floors, equipment, and building systems. 

3. Include the following information at the top of each page: 

a. Project name. 

b. Date. 

c. Name of Architect. 

d. Name of Contractor. 

e. Page number. 

4. Submit list of incomplete items in the following format: 

a. PDF electronic file. Architect will return annotated file. 

 

1.9 SUBMITTAL OF PROJECT WARRANTIES 

A. Time of Submittal: Submit written warranties on request of Architect for designated portions of 

the Work where commencement of warranties other than date of Substantial Completion is 

indicated, or when delay in submittal of warranties might limit Owner's rights under warranty. 

B. Partial Occupancy: Submit properly executed warranties within 15 days of completion of 

designated portions of the Work that are completed and occupied or used by Owner during 

construction period by separate agreement with Contractor. 

C. Organize warranty documents into an orderly sequence based on the table of contents of Project 

Manual. 

1. Bind warranties and bonds in heavy-duty, three-ring, vinyl-covered, loose-leaf binders, 

thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch 

(215-by-280-mm) paper. 

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty. Mark 

tab to identify the product or installation. Provide a typed description of the product or 

installation, including the name of the product and the name, address, and telephone 

number of Installer. 

3. Identify each binder on the front and spine with the typed or printed title 

"WARRANTIES," Project name, and name of Contractor. 

4. Warranty Electronic File: Scan warranties and bonds and assemble complete warranty 

and bond submittal package into a single indexed electronic PDF file with links enabling 

navigation to each item. Provide bookmarked table of contents at beginning of 

document. 
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D. Provide additional copies of each warranty to include in operation and maintenance manuals. 

 

PART 2 - PRODUCTS 

 

2.1 MATERIALS 

A. Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or 

fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially 

hazardous to health or property or that might damage finished surfaces. 

 

PART 3 - EXECUTION 

 

3.1 FINAL CLEANING 

A. General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply 

with local laws and ordinances and Federal and local environmental and antipollution 

regulations. 

B. Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each 

surface or unit to condition expected in an average commercial building cleaning and 

maintenance program. Comply with manufacturer's written instructions. 

1. Complete the following cleaning operations before requesting inspection for certification 

of Substantial Completion for entire Project or for a designated portion of Project: 

a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, 

including landscape development areas, of rubbish, waste material, litter, and other 

foreign substances. 

b. Sweep paved areas broom clean. Remove petrochemical spills, stains, and other 

foreign deposits. 

c. Rake grounds that are neither planted nor paved to a smooth, even-textured 

surface. 

d. Remove tools, construction equipment, machinery, and surplus material from 

Project site. 

e. Remove snow and ice to provide safe access to building. 

f. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, 

free of stains, films, and similar foreign substances. Avoid disturbing natural 

weathering of exterior surfaces. Restore reflective surfaces to their original 

condition. 

g. Remove debris and surface dust from limited access spaces, including roofs, 

plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces. 
h. Sweep concrete floors broom clean in unoccupied spaces. 

i. Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean 

according to manufacturer's recommendations if visible soil or stains remain. 

j. Clean transparent materials, including mirrors and glass in doors and windows. 

Remove glazing compounds and other noticeable, vision-obscuring materials. 

Polish mirrors and glass, taking care not to scratch surfaces. 
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k. Remove labels that are not permanent. 

l. Wipe surfaces of mechanical and electrical equipment, elevator equipment, and 

similar equipment. Remove excess lubrication, paint and mortar droppings, and 

other foreign substances. 

m. Clean plumbing fixtures to a sanitary condition, free of stains, including stains 

resulting from water exposure. 

n. Replace disposable air filters and clean permanent air filters. Clean exposed 

surfaces of diffusers, registers, and grills. 

o. Clean ducts, blowers, and coils if units were operated without filters during 

construction or that display contamination with particulate matter on inspection. 
p. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency. 

q. Leave Project clean and ready for occupancy. 

C. Pest Control: Comply with pest control requirements in Section 01 5000 "Temporary Facilities 

and Controls." Prepare written report. 

D. Construction Waste Disposal: Comply with waste disposal requirements in Section 01 7419 

"Construction Waste Management and Disposal." 

 

3.2 REPAIR OF THE WORK 

A. Complete repair and restoration operations before requesting inspection for determination of 

Substantial Completion. 

B. Repair or remove and replace defective construction. Repairing includes replacing defective 

parts, refinishing damaged surfaces, touching up with matching materials, and properly 

adjusting operating equipment. Where damaged or worn items cannot be repaired or restored, 

provide replacements. Remove and replace operating components that cannot be repaired. 

Restore damaged construction and permanent facilities used during construction to specified 

condition. 

1. Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other 

damaged transparent materials. 

2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces. 

Replace finishes and surfaces that that already show evidence of repair or restoration. 

a. Do not paint over "UL" and other required labels and identification, including 

mechanical and electrical nameplates. Remove paint applied to required labels and 

identification. 

3. Replace parts subject to operating conditions during construction that may impede 

operation or reduce longevity. 

4. Replace burned-out bulbs, bulbs noticeably dimmed by hours of use, and defective and 

noisy starters in fluorescent and mercury vapor fixtures to comply with requirements for 

new fixtures. 

 

END OF SECTION 01 7700 
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SECTION 01 7823 - OPERATION AND MAINTENANCE DATA 

 

PART 1 - GENERAL 

 

 

1.1  RELATED DOCUMENTS 

 
A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 
 

SUMMARY 

 
A. Section includes administrative and procedural requirements for preparing operation and 

maintenance manuals, including the following: 

  
1. Operation and maintenance documentation directory. 

2. Emergency manuals. 

3. Operation manuals for systems, subsystems, and equipment. 

4. Product maintenance manuals. 

5. Systems and equipment maintenance manuals. 

 
B. Related Requirements: 

1. Section 01 3300 "Submittal Procedures" for submitting copies of submittals for operation 

and maintenance manuals. 

1.3 
 

DEFINITIONS 

 
A. System: An organized collection of parts, equipment, or subsystems united by regular 

interaction. 

 
B. Subsystem: A portion of a system with characteristics similar to a system. 

1.4 
 

CLOSEOUT SUBMITTALS 

 
A. Submit operation and maintenance manuals indicated. Provide content for each manual as 

specified in individual Specification Sections, and as reviewed and approved at the time of 

Section submittals. Submit reviewed manual content formatted and organized as required by 

this Section. 

  
1. Architect will comment on whether content of operations and maintenance submittals are 

acceptable. 
2. Where applicable, clarify and update reviewed manual content to correspond to revisions 

and field conditions. 
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B. Format: Submit operations and maintenance manuals in the following format: 

1. PDF electronic file. Assemble each manual into a composite electronically indexed file. 

Submit on digital media acceptable to Architect. 

a. Name each indexed document file in composite electronic index with applicable 

item name. Include a complete electronically linked operation and maintenance 

directory. 

b. Enable inserted reviewer comments on draft submittals. 

C. Initial Manual Submittal: Submit draft copy of each manual at least 30 days before 

commencing demonstration and training. Architect will comment on whether general scope and 

content of manual are acceptable. 

D. Final Manual Submittal: Submit each manual in final form prior to requesting inspection for 

Substantial Completion and at least 15 days before commencing demonstration and training. 

Architect will return copy with comments. 

1. Correct or revise each manual to comply with Architect's comments. Submit copies of 

each corrected manual within 15 days of receipt of Architect's comments and prior to 

commencing demonstration and training. 

 

1.5 FORMAT OF OPERATION AND MAINTENANCE MANUALS 

A. Manuals, Electronic Files: Submit manuals in the form of a multiple file composite electronic 

PDF file for each manual type required. 

1. Electronic Files: Use electronic files prepared by manufacturer where available. Where 

scanning of paper documents is required, configure scanned file for minimum readable 

file size. 

2. File Names and Bookmarks: Bookmark individual documents based on file names. Name 

document files to correspond to system, subsystem, and equipment names used in manual 

directory and table of contents. Group documents for each system and subsystem into 

individual composite bookmarked files, then create composite manual, so that resulting 

bookmarks reflect the system, subsystem, and equipment names in a readily navigated 

file tree. Configure electronic manual to display bookmark panel on opening file. 

 

PART 2 - PRODUCTS 

 

2.1 OPERATION AND MAINTENANCE DOCUMENTATION DIRECTORY 

A. Directory: Prepare a single, comprehensive directory of emergency, operation, and 

maintenance data and materials, listing items and their location to facilitate ready access to 

desired information. Include a section in the directory for each of the following: 

1. List of documents. 
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2. List of systems. 

3. List of equipment. 

4. Table of contents. 

B. List of Systems and Subsystems: List systems alphabetically. Include references to operation 

and maintenance manuals that contain information about each system. 

C. List of Equipment: List equipment for each system, organized alphabetically by system. For 

pieces of equipment not part of system, list alphabetically in separate list. 

D. Tables of Contents: Include a table of contents for each emergency, operation, and maintenance 

manual. 

E. Identification: In the documentation directory and in each operation and maintenance manual, 

identify each system, subsystem, and piece of equipment with same designation used in the 

Contract Documents.  If no designation exists, assign a designation according to 

ASHRAE Guideline 4, "Preparation of Operating and Maintenance Documentation for Building 

Systems." 

 

2.2 REQUIREMENTS FOR EMERGENCY, OPERATION, AND MAINTENANCE MANUALS 

A. Organization: Unless otherwise indicated, organize each manual into a separate section for each 

system and subsystem, and a separate section for each piece of equipment not part of a system. 

Each manual shall contain the following materials, in the order listed: 

1. Title page. 

2. Table of contents. 

3. Manual contents. 

B. Title Page: Include the following information: 

1. Subject matter included in manual. 

2. Name and address of Project. 

3. Name and address of Owner. 

4. Date of submittal. 

5. Name and contact information for Contractor. 

6. Name and contact information for Architect. 

7. Names and contact information for major consultants to the Architect that designed the 

systems contained in the manuals. 

8. Cross-reference to related systems in other operation and maintenance manuals. 

C. Table of Contents: List each product included in manual, identified by product name, indexed 

to the content of the volume, and cross-referenced to Specification Section number in Project 

Manual. 

1. If operation or maintenance documentation requires more than one volume to 

accommodate data, include comprehensive table of contents for all volumes in each 

volume of the set. 
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D. Manual Contents: Organize into sets of manageable size. Arrange contents alphabetically by 

system, subsystem, and equipment. If possible, assemble instructions for subsystems, 

equipment, and components of one system into a single binder. 

 

2.3 EMERGENCY MANUALS 

A. Content: Organize manual into a separate section for each of the following: 

1. Type of emergency. 

2. Emergency instructions. 

3. Emergency procedures. 

B. Type of Emergency: Where applicable for each type of emergency indicated below, include 

instructions and procedures for each system, subsystem, piece of equipment, and component: 

1. Fire. 

2. Flood. 

3. Gas leak. 

4. Water leak. 

5. Power failure. 

6. Water outage. 

7. System, subsystem, or equipment failure. 

8. Chemical release or spill. 

C. Emergency Instructions: Describe and explain warnings, trouble indications, error messages, 

and similar codes and signals. Include responsibilities of Owner's operating personnel for 

notification of Installer, supplier, and manufacturer to maintain warranties. 

D. Emergency Procedures: Include the following, as applicable: 

1. Instructions on stopping. 

2. Shutdown instructions for each type of emergency. 

3. Operating instructions for conditions outside normal operating limits. 

4. Required sequences for electric or electronic systems. 

5. Special operating instructions and procedures. 

 

2.4 OPERATION MANUALS 

A. Content: In addition to requirements in this Section, include operation data required in 

individual Specification Sections and the following information: 

1. System, subsystem, and equipment descriptions. Use designations for systems and 

equipment indicated on Contract Documents. 
2. Performance and design criteria if Contractor has delegated design responsibility. 

3. Operating standards. 

4. Operating procedures. 

5. Operating logs. 
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6. Wiring diagrams. 

7. Control diagrams. 

8. Piped system diagrams. 

9. Precautions against improper use. 

10. License requirements including inspection and renewal dates. 

B. Descriptions: Include the following: 

1. Product name and model number. Use designations for products indicated on Contract 

Documents. 

2. Manufacturer's name. 

3. Equipment identification with serial number of each component. 

4. Equipment function. 

5. Operating characteristics. 

6. Limiting conditions. 

7. Performance curves. 

8. Engineering data and tests. 

9. Complete nomenclature and number of replacement parts. 

C. Operating Procedures: Include the following, as applicable: 

1. Startup procedures. 

2. Equipment or system break-in procedures. 

3. Routine and normal operating instructions. 

4. Regulation and control procedures. 

5. Instructions on stopping. 

6. Normal shutdown instructions. 

7. Seasonal and weekend operating instructions. 

8. Required sequences for electric or electronic systems. 

9. Special operating instructions and procedures. 

D. Systems and Equipment Controls: Describe the sequence of operation, and diagram controls as 

installed. 

E. Piped Systems: Diagram piping as installed, and identify color-coding where required for 

identification. 

 

2.5 PRODUCT MAINTENANCE MANUALS 

A. Content: Organize manual into a separate section for each product, material, and finish. 

Include source information, product information, maintenance procedures, repair materials and 

sources, and warranties and bonds, as described below. 

B. Source Information: List each product included in manual, identified by product name and 

arranged to match manual's table of contents. For each product, list name, address, and 

telephone number of Installer or supplier and maintenance service agent, and cross-reference 

Specification Section number and title in Project Manual and drawing or schedule designation 

or identifier where applicable. 
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C. Product Information: Include the following, as applicable: 

1. Product name and model number. 

2. Manufacturer's name. 

3. Color, pattern, and texture. 

4. Material and chemical composition. 

5. Reordering information for specially manufactured products. 

D. Maintenance Procedures: Include manufacturer's written recommendations and the following: 

1. Inspection procedures. 

2. Types of cleaning agents to be used and methods of cleaning. 

3. List of cleaning agents and methods of cleaning detrimental to product. 

4. Schedule for routine cleaning and maintenance. 

5. Repair instructions. 

E. Repair Materials and Sources: Include lists of materials and local sources of materials and 

related services. 

F. Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and 

conditions that would affect validity of warranties or bonds. 

1. Include procedures to follow and required notifications for warranty claims. 

 

2.6 SYSTEMS AND EQUIPMENT MAINTENANCE MANUALS 

A. Content: For each system, subsystem, and piece of equipment not part of a system, include 

source information, manufacturers' maintenance documentation, maintenance procedures, 

maintenance and service schedules, spare parts list and source information, maintenance service 

contracts, and warranty and bond information, as described below. 

B. Source Information: List each system, subsystem, and piece of equipment included in manual, 

identified by product name and arranged to match manual's table of contents. For each product, 

list name, address, and telephone number of Installer or supplier and maintenance service agent, 

and cross-reference Specification Section number and title in Project Manual and drawing or 

schedule designation or identifier where applicable. 

C. Manufacturers' Maintenance Documentation: Manufacturers' maintenance documentation 

including the following information for each component part or piece of equipment: 

1. Standard maintenance instructions and bulletins. 

2. Drawings, diagrams, and instructions required for maintenance, including disassembly 

and component removal, replacement, and assembly. 

3. Identification and nomenclature of parts and components. 

4. List of items recommended to be stocked as spare parts. 

D. Maintenance Procedures: Include the following information and items that detail essential 

maintenance procedures: 
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1. Test and inspection instructions. 

2. Troubleshooting guide. 

3. Precautions against improper maintenance. 

4. Disassembly; component removal, repair, and replacement; and reassembly instructions. 

5. Aligning, adjusting, and checking instructions. 

6. Demonstration and training video recording, if available. 

E. Maintenance and Service Schedules: Include service and lubrication requirements, list of 

required lubricants for equipment, and separate schedules for preventive and routine 

maintenance and service with standard time allotment. 

1. Scheduled Maintenance and Service: Tabulate actions for daily, weekly, monthly, 

quarterly, semiannual, and annual frequencies. 

2. Maintenance and Service Record: Include manufacturers' forms for recording 

maintenance. 

F. Spare Parts List and Source Information: Include lists of replacement and repair parts, with 

parts identified and cross-referenced to manufacturers' maintenance documentation and local 

sources of maintenance materials and related services. 

G. Maintenance Service Contracts: Include copies of maintenance agreements with name and 

telephone number of service agent. 

H. Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and 

conditions that would affect validity of warranties or bonds. 

1. Include procedures to follow and required notifications for warranty claims. 

 

PART 3 - EXECUTION 

 

3.1 MANUAL PREPARATION 

A. Operation and Maintenance Documentation Directory: Prepare a separate manual that provides 

an organized reference to emergency, operation, and maintenance manuals. 

B. Emergency Manual: Assemble a complete set of emergency information indicating procedures 

for use by emergency personnel and by Owner's operating personnel for types of emergencies 

indicated. 

C. Product Maintenance Manual: Assemble a complete set of maintenance data indicating care 

and maintenance of each product, material, and finish incorporated into the Work. 

D. Operation and Maintenance Manuals: Assemble a complete set of operation and maintenance 

data indicating operation and maintenance of each system, subsystem, and piece of equipment 

not part of a system. 
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1. Engage a factory-authorized service representative to assemble and prepare information 

for each system, subsystem, and piece of equipment not part of a system. 

2. Prepare a separate manual for each system and subsystem, in the form of an instructional 

manual for use by Owner's operating personnel. 

E. Manufacturers' Data: Where manuals contain manufacturers' standard printed data, include 

only sheets pertinent to product or component installed. Mark each sheet to identify each 

product or component incorporated into the Work. If data include more than one item in a 

tabular format, identify each item using appropriate references from the Contract Documents. 

Identify data applicable to the Work and delete references to information not applicable. 

1. Prepare supplementary text if manufacturers' standard printed data are not available and 

where the information is necessary for proper operation and maintenance of equipment or 

systems. 

F. Drawings: Prepare drawings supplementing manufacturers' printed data to illustrate the 

relationship of component parts of equipment and systems and to illustrate control sequence and 

flow diagrams. Coordinate these drawings with information contained in record Drawings to 

ensure correct illustration of completed installation. 

1. Do not use original project record documents as part of operation and maintenance 

manuals. 

2. Comply with requirements of newly prepared record Drawings in Section 01 7839 

"Project Record Documents." 

G. Comply with Section 01 7700 "Closeout Procedures" for schedule for submitting operation and 

maintenance documentation. 

 

END OF SECTION 01 7823 
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SECTION 01 7839 - PROJECT RECORD DOCUMENTS 

 

PART 1 - GENERAL 

 

 

1.1  RELATED DOCUMENTS 

 
A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 
 

SUMMARY 

 
A. Section includes administrative and procedural requirements for project record documents, 

including the following: 

  
1. Record Drawings. 

2. Record Specifications. 

3. Record Product Data. 

4. Miscellaneous record submittals. 

 
B. Related Requirements: 

1. Section 01 7300 "Execution" for final property survey. 

2. Section 01 7700 "Closeout Procedures" for general closeout procedures. 

3. Section 01 7823 "Operation and Maintenance Data" for operation and maintenance 

manual requirements. 

1.3 
 

CLOSEOUT SUBMITTALS 

 
A. Record Drawings: Comply with the following: 

  
1. Number of Copies: Submit one set(s) of marked-up record prints. 

2. Number of Copies: Submit copies of record Drawings as follows: 

  
a. Initial Submittal: 

  
1) Submit one electronic-copy set(s) of marked-up record prints. 

2) Architect will indicate whether general scope of changes, additional 

information recorded, and quality of drafting are acceptable. 

  
b. Final Submittal: 

  
1) Submit one electronic -copy set(s) of marked-up record prints. 

 
B. Record Specifications: Submit one electronic copy of Project's Specifications, including 

addenda and contract modifications. 
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C. Record Product Data: Submit one electronic copy of each submittal. 

1. Where record Product Data are required as part of operation and maintenance manuals, 

submit duplicate marked-up Product Data as a component of manual. 

D. Miscellaneous Record Submittals: See other Specification Sections for miscellaneous record- 

keeping requirements and submittals in connection with various construction activities. Submit 

one electronic copy of each submittal. 

E. Reports: Submit written report indicating items incorporated into project record documents 

concurrent with progress of the Work, including revisions, concealed conditions, field changes, 

product selections, and other notations incorporated. 

 

PART 2 - PRODUCTS 

 

2.1 RECORD DRAWINGS 

A. Record Prints: Maintain one set of marked-up electronic copies of the Contract Drawings and 

Shop Drawings, incorporating new and revised drawings as modifications are issued. 

1. Preparation: Mark record prints to show the actual installation where installation varies 

from that shown originally. Require individual or entity who obtained record data, 

whether individual or entity is Installer, subcontractor, or similar entity, to provide 

information for preparation of corresponding marked-up record prints. 

a. Give particular attention to information on concealed elements that would be 

difficult to identify or measure and record later. 
b. Accurately record information in an acceptable drawing technique. 

c. Record data as soon as possible after obtaining it. 

d. Record and check the markup before enclosing concealed installations. 

e. Cross-reference record prints to corresponding archive photographic 

documentation. 

2. Content: Types of items requiring marking include, but are not limited to, the following: 

a. Dimensional changes to Drawings. 

b. Revisions to details shown on Drawings. 

c. Depths of foundations below first floor. 

d. Locations and depths of underground utilities. 

e. Revisions to routing of piping and conduits. 

f. Revisions to electrical circuitry. 

g. Actual equipment locations. 

h. Duct size and routing. 

i. Locations of concealed internal utilities. 

j. Changes made by Change Order or Construction Change Directive. 

k. Changes made following Architect's written orders. 

l. Details not on the original Contract Drawings. 
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m. Field records for variable and concealed conditions. 

n. Record information on the Work that is shown only schematically. 

3. Mark the Contract Drawings and Shop Drawings completely and accurately. Use 

personnel proficient at recording graphic information in production of marked-up record 

prints. 

4. Mark record sets with erasable, red-colored pencil. Use other colors to distinguish 

between changes for different categories of the Work at same location. 

5. Mark important additional information that was either shown schematically or omitted 

from original Drawings. 

6. Note Construction Change Directive numbers, alternate numbers, Change Order 

numbers, and similar identification, where applicable. 

B. Newly Prepared Record Drawings: Prepare new Drawings instead of preparing record 

Drawings where Architect determines that neither the original Contract Drawings nor Shop 

Drawings are suitable to show actual installation. 

1. New Drawings may be required when a Change Order is issued as a result of accepting 

an alternate, substitution, or other modification. 

2. Consult Architect for proper scale and scope of detailing and notations required to record 

the actual physical installation and its relation to other construction. Integrate newly 

prepared record Drawings into record Drawing sets; comply with procedures for 

formatting, organizing, copying, binding, and submitting. 

C. Format: Identify and date each record Drawing; include the designation "PROJECT RECORD 

DRAWING" in a prominent location. 

1. Record Prints: Organize record prints and newly prepared record Drawings into 

manageable sets.  
2. Format: Annotated PDF electronic file with comment function enabled. 

3. Record Digital Data Files: Organize digital data information into separate electronic files 

that correspond to each sheet of the Contract Drawings. Name each file with the sheet 

identification. Include identification in each digital data file. 
4. Identification: As follows: 

a. Project name. 

b. Date. 

c. Designation "PROJECT RECORD DRAWINGS." 

d. Name of Architect. 

e. Name of Contractor. 

 

2.2 RECORD SPECIFICATIONS 

A. Preparation: Mark Specifications to indicate the actual product installation where installation 

varies from that indicated in Specifications, addenda, and contract modifications. 

1. Give particular attention to information on concealed products and installations that 

cannot be readily identified and recorded later. 
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2. Mark copy with the proprietary name and model number of products, materials, and 

equipment furnished, including substitutions and product options selected. 

3. Record the name of manufacturer, supplier, Installer, and other information necessary to 

provide a record of selections made. 

4. For each principal product, indicate whether record Product Data has been submitted in 

operation and maintenance manuals instead of submitted as record Product Data. 
5. Note related Change Orders, record Product Data, and record Drawings where applicable. 

B. Format: Submit record Specifications as scanned PDF electronic file(s) of marked-up paper 

copy of Specifications. 

 

2.3 RECORD PRODUCT DATA 

A. Preparation: Mark Product Data to indicate the actual product installation where installation 

varies substantially from that indicated in Product Data submittal. 

1. Give particular attention to information on concealed products and installations that 

cannot be readily identified and recorded later. 

2. Include significant changes in the product delivered to Project site and changes in 

manufacturer's written instructions for installation. 

3. Note related Change Orders, record Specifications, and record Drawings where 

applicable. 

B. Format: Submit record Product Data as scanned PDF electronic file(s) of marked-up 

electronic copy of Product Data. 

1. Include record Product Data directory organized by Specification Section number and 

title, electronically linked to each item of record Product Data. 

 

2.4 MISCELLANEOUS RECORD SUBMITTALS 

A. Assemble miscellaneous records required by other Specification Sections for miscellaneous 

record keeping and submittal in connection with actual performance of the Work. Bind or file 

miscellaneous records and identify each, ready for continued use and reference. 

B. Format: Submit miscellaneous record submittals as scanned PDF electronic file(s) of marked- 

up miscellaneous record submittals. 

1. Include miscellaneous record submittals directory organized by Specification Section 

number and title, electronically linked to each item of miscellaneous record submittals. 

 

PART 3 - EXECUTION 

 

3.1 RECORDING AND MAINTENANCE 

A. Recording: Maintain one copy of each submittal during the construction period for project 

record document purposes. Post changes and revisions to project record documents as they 

occur; do not wait until end of Project. 
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B. Maintenance of Record Documents and Samples: Store record documents and Samples in the 

field office apart from the Contract Documents used for construction. Do not use project record 

documents for construction purposes. Maintain record documents in good order and in a clean, 

dry, legible condition, protected from deterioration and loss. Provide access to project record 

documents for Architect's reference during normal working hours. 

 

END OF SECTION 01 7839 
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SECTION 01 7900 - DEMONSTRATION AND TRAINING 

 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. Section includes administrative and procedural requirements for instructing Owner's personnel, 

including the following: 
 

1. Demonstration of operation of systems, subsystems, and equipment. 

2. Training in operation and maintenance of systems, subsystems, and equipment. 

3. Demonstration and training video recordings. 

 

1.3 INFORMATIONAL SUBMITTALS 
 

A. Instruction Program: Submit outline of instructional program for demonstration and training, 

including a list of training modules and a schedule of proposed dates, times, length of 

instruction time, and instructors' names for each training module. Include learning objective  

and outline for each training module. 
 

1. Indicate proposed training modules using manufacturer-produced demonstration and 

training video recordings for systems, equipment, and products in lieu of video recording 

of live instructional module. 
 

B. Qualification Data: For instructor. 
 

C. Attendance Record: For each training module, submit list of participants and length of 

instruction time. 
 

D. Evaluations: For each participant and for each training module, submit results and 

documentation of performance-based test. 

 

1.4 CLOSEOUT SUBMITTALS 
 

A. Demonstration and Training Video Recordings: Submit two copies within seven days of end of 

each training module. 
 

1. Identification: On each copy, provide an applied label with the following information: 
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a. Name of Project. 

b. Name and address of videographer. 

c. Name of Architect. 

d. Name of Construction Manager. 

e. Name of Contractor. 

f. Date of video recording. 
 

2. Transcript: Prepared and bound in format matching operation and maintenance manuals. 

Mark appropriate identification on front and spine of each binder. Include a cover sheet 

with same label information as the corresponding video recording. Include name of 

Project and date of video recording on each page. 

3. Transcript: Prepared in PDF electronic format. Include a cover sheet with same label 

information as the corresponding video recording and a table of contents with links to 

corresponding training components. Include name of Project and date of video recording 

on each page. 

4. At completion of training, submit complete training manual(s) for Owner's use in PDF 

electronic file format on compact disc. 

 

1.5 QUALITY ASSURANCE 
 

A. Facilitator Qualifications: A firm or individual experienced in training or educating  

maintenance personnel in a training program similar in content and extent to that indicated for 

this Project, and whose work has resulted in training or education with a record of successful 

learning performance. 
 

B. Instructor Qualifications: A factory-authorized service representative, complying with 

requirements in Section 01 4000 "Quality Requirements," experienced in operation and 

maintenance procedures and training. 
 

C. Videographer Qualifications: A professional videographer who is experienced photographing 

demonstration and training events similar to those required. 
 

D. Preinstruction Conference: Conduct conference at Project site to comply with requirements in 

Section 01 3100 "Project Management and Coordination." Review methods and procedures 

related to demonstration and training including, but not limited to, the following: 
 

1. Inspect and discuss locations and other facilities required for instruction. 

2. Review and finalize instruction schedule and verify availability of educational materials, 

instructors' personnel, audiovisual equipment, and facilities needed to avoid delays. 
3. Review required content of instruction. 

4. For instruction that must occur outside, review weather and forecasted weather conditions 

and procedures to follow if conditions are unfavorable. 

 

1.6 COORDINATION 
 

A. Coordinate instruction schedule with Owner's operations. Adjust schedule as required to 

minimize disrupting Owner's operations and to ensure availability of Owner's personnel. 
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B. Coordinate instructors, including providing notification of dates, times, length of instruction 

time, and course content. 
 

C. Coordinate content of training modules with content of approved emergency, operation, and 

maintenance manuals. Do not submit instruction program until operation and maintenance data 

has been reviewed and approved by Architect. 

 

PART 2 - PRODUCTS 

 

2.1 INSTRUCTION PROGRAM 
 

A. Program Structure: Develop an instruction program that includes individual training modules 

for each system and for equipment not part of a system, as required by individual Specification 

Sections. 
 

B. Training Modules: Develop a learning objective and teaching outline for each module.  Include 

a description of specific skills and knowledge that participant is expected to master. For each 

module, include instruction for the following as applicable to the system, equipment, or 

component: 
 

1. Basis of System Design, Operational Requirements, and Criteria: Include the following: 
 

a. System, subsystem, and equipment descriptions. 

b. Performance and design criteria if Contractor is delegated design responsibility. 

c. Operating standards. 

d. Regulatory requirements. 

e. Equipment function. 

f. Operating characteristics. 

g. Limiting conditions. 

h. Performance curves. 
 

2. Documentation: Review the following items in detail: 
 

a. Emergency manuals. 

b. Operations manuals. 

c. Maintenance manuals. 

d. Project record documents. 

e. Identification systems. 

f. Warranties and bonds. 

g. Maintenance service agreements and similar continuing commitments. 
 

3. Emergencies: Include the following, as applicable: 
 

a. Instructions on meaning of warnings, trouble indications, and error messages. 

b. Instructions on stopping. 

c. Shutdown instructions for each type of emergency. 

d. Operating instructions for conditions outside of normal operating limits. 
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e. Sequences for electric or electronic systems. 

f. Special operating instructions and procedures. 
 

4. Operations: Include the following, as applicable: 
 

a. Startup procedures. 

b. Equipment or system break-in procedures. 

c. Routine and normal operating instructions. 

d. Regulation and control procedures. 

e. Control sequences. 

f. Safety procedures. 

g. Instructions on stopping. 

h. Normal shutdown instructions. 

i. Operating procedures for emergencies. 

j. Operating procedures for system, subsystem, or equipment failure. 

k. Seasonal and weekend operating instructions. 

l. Required sequences for electric or electronic systems. 

m. Special operating instructions and procedures. 
 

5. Adjustments: Include the following: 
 

a. Alignments. 

b. Checking adjustments. 

c. Noise and vibration adjustments. 

d. Economy and efficiency adjustments. 
 

6. Troubleshooting: Include the following: 
 

a. Diagnostic instructions. 

b. Test and inspection procedures. 
 

7. Maintenance: Include the following: 
 

a. Inspection procedures. 

b. Types of cleaning agents to be used and methods of cleaning. 

c. List of cleaning agents and methods of cleaning detrimental to product. 

d. Procedures for routine cleaning 

e. Procedures for preventive maintenance. 

f. Procedures for routine maintenance. 

g. Instruction on use of special tools. 
 

8. Repairs: Include the following: 
 

a. Diagnosis instructions. 
b. Repair instructions. 

c. Disassembly; component removal, repair, and replacement; and reassembly 

instructions. 
d. Instructions for identifying parts and components. 

e. Review of spare parts needed for operation and maintenance. 
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PART 3 - EXECUTION 

 

3.1 PREPARATION 
 

A. Assemble educational materials necessary for instruction, including documentation and training 

module. Assemble training modules into a training manual organized in coordination with 

requirements in Section 01 7823 "Operation and Maintenance Data." 
 

B. Set up instructional equipment at instruction location. 

 

3.2 INSTRUCTION 
 

A. Facilitator: Engage a qualified facilitator to prepare instruction program and training modules, 

to coordinate instructors, and to coordinate between Contractor and Owner for number of 

participants, instruction times, and location. 
 

B. Engage qualified instructors to instruct Owner's personnel to adjust, operate, and maintain 

systems, subsystems, and equipment not part of a system. 
1. Owner will furnish an instructor to describe Owner's operational philosophy. 

2. Owner will furnish Contractor with names and positions of participants. 
 

C. Scheduling: Provide instruction at mutually agreed on times. For equipment that requires 

seasonal operation, provide similar instruction at start of each season. 
 

1. Schedule training with Owner, through Architect, with at least seven days' advance 

notice. 
 

D. Training Location and Reference Material: Conduct training on-site in the completed and fully 

operational facility using the actual equipment in-place. Conduct training using final operation 

and maintenance data submittals. 
 

E. Evaluation: At conclusion of each training module, assess and document each participant's 

mastery of module by use of an oral performance-based test. 
 

F. Cleanup: Collect used and leftover educational materials and remove from  Project  site. 

Remove instructional equipment. Restore systems and equipment to condition existing before 

initial training use. 

 

3.3 DEMONSTRATION AND TRAINING VIDEO RECORDINGS 
 

A. General: Engage a qualified commercial videographer to record demonstration and training 

video recordings. Record each training module separately. Include classroom instructions and 

demonstrations, board diagrams, and other visual aids, but not student practice. 
 

1. At beginning of each training module, record each chart containing learning objective  

and lesson outline. 
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B. Video:  Provide minimum 640 x 480 video resolution converted to format file type acceptable  

to Owner, on electronic media. 
 

1. Electronic  Media: Read-only format compact disc acceptable to Owner, with 

commercial-grade graphic label. 

2. File Hierarchy: Organize folder structure and file locations according to project manual 

table of contents. Provide complete screen-based menu. 

3. File Names: Utilize file names based upon name of equipment generally described in 

video segment, as identified in Project specifications. 

4. Contractor and Installer Contact File: Using appropriate software, create a file for 

inclusion on the Equipment Demonstration and Training DVD that describes the 

following for each Contractor involved on the Project, arranged according to Project table 

of contents: 
 

a. Name of Contractor/Installer. 

b. Business address. 

c. Business phone number. 

d. Point of contact. 

e. E-mail address. 
 

C. Recording: Mount camera on tripod before starting recording, unless otherwise necessary to 

adequately cover area of demonstration and training. Display continuous running time. 
 

1. Film training session(s) in segments not to exceed 15 minutes. 
 

a. Produce segments to present a single significant piece of equipment per segment. 

b. Organize segments with multiple pieces of equipment to follow order of Project 

Manual table of contents. 

c. Where a training session on a particular piece of equipment exceeds 15 minutes, 

stop filming and pause training session. Begin training session again upon 

commencement of new filming segment. 
 

D. Light Levels: Verify light levels are adequate to properly light equipment. Verify equipment 

markings are clearly visible prior to recording. 
 

1. Furnish additional portable lighting as required. 
 

E. Narration: Describe scenes on video recording by audio narration by microphone while video 

recording is recorded. Include description of items being viewed. 
 

F. Transcript: Provide a transcript of the narration. Display images and running time captured  

from videotape opposite the corresponding narration segment. 
 

G. Preproduced Video Recordings: Provide video recordings used as a component of training 

modules in same format as recordings of live training. 

 

END OF SECTION 01 7900 





‭Hazardous Materials Inspection‬

‭On 8/15/25, Air Quality Consulting LLC, was hired by DFCM to complete a hazardous‬
‭material inspection for the Heritage Park Brigham Young’s Farmhouse.‬

‭Hazardous materials that require special handling during disposal or demolition were‬
‭not found in the above structure:‬



‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Scott Bainbridge‬ ‭Date‬

‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Robert Goates‬ ‭Date‬
‭State of Utah Inspector‬

‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Noah Hancock‬ ‭Date‬
‭State of Utah Inspector‬





‭Executive Summary‬

‭*ACM was found in the plaster under the floorboards.‬

‭There is approximately 3,843 SF of Plaster under the floorboards that contains <0.25%.‬

‭*‬‭- Denotes less than 1% asbestos which is regulated‬‭by OSHA, it is recommended to review their regulations before‬
‭removal‬



‭Building Description‬

‭Structure: Wood or Metal Framed‬

‭Roof: Not Inspected‬

‭Siding: Wood‬

‭Foundation: Concrete‬

‭Insulation: Fiberglass Batt‬

‭Walls: Drywall‬

‭Ceiling: Drywall‬

‭Flooring: Wood‬



‭ACM Results by Material‬

‭Sample Number‬ ‭Material‬
‭Description‬

‭Amount‬ ‭Sample‬
‭Location‬

‭Homogeneous‬
‭Area‬

‭Lab Results‬ ‭Category‬

‭Plaster*‬

‭TITSBYH-81225-12‬ ‭Plaster‬ ‭3,843 SF‬ ‭Maintenance‬
‭Room‬

‭Under Floorboards‬ ‭ND‬ ‭ND*‬

‭TITSBYH-81225-13‬ ‭Plaster‬ ‭3,843 SF‬ ‭Maintenance‬
‭Room‬

‭Under Floorboards‬ ‭ND‬ ‭ND*‬

‭TITSBYH-81225-14‬ ‭Plaster‬ ‭3,843 SF‬ ‭Maintenance‬
‭Room‬

‭Under Floorboards‬ ‭<0.25%‬ ‭ND*‬

‭TITSBYH-81225-15‬ ‭Plaster‬ ‭3,843 SF‬ ‭Maintenance‬
‭Room‬

‭Under Floorboards‬ ‭ND‬ ‭ND*‬

‭TITSBYH-81225-16‬ ‭Plaster‬ ‭3,843 SF‬ ‭Maintenance‬
‭Room‬

‭Under Floorboards‬ ‭ND‬ ‭ND*‬

‭*‬‭- Denotes less than 1% asbestos which is regulated‬‭by OSHA, it is recommended to review their regulations before‬
‭removal‬



‭Non-ACM Results by Material‬

‭Sample Number‬ ‭Material‬
‭Description‬

‭Amount‬ ‭Sample Location‬ ‭Homogeneous‬
‭Area‬

‭Lab‬
‭Results‬

‭Category‬

‭Cove Base‬

‭TITSBYH-81225-1‬ ‭4" Black Cove‬
‭Base‬

‭34 SF‬ ‭Basement North‬
‭Wall‬

‭Basement‬ ‭ND‬ ‭NA‬

‭TITSBYH-81225-2‬ ‭4" Black Cove‬
‭Base‬

‭34 SF‬ ‭Basement South‬
‭Wall‬

‭Basement‬ ‭ND‬ ‭NA‬

‭photo‬ ‭photo‬
‭photo‬

‭Drywall System‬

‭TITSBYH-81225-3‬ ‭Drywall System‬ ‭13,806 SF‬ ‭South Dressing‬
‭Room‬

‭Throughout‬ ‭ND‬ ‭NA‬

‭TITSBYH-81225-4‬ ‭Drywall System‬ ‭13,806 SF‬ ‭North Dressing‬
‭Room‬

‭Throughout‬ ‭ND‬ ‭NA‬



‭Paint‬

‭TITSBYH-81225-5‬ ‭White Block‬
‭Paint‬

‭30 SF‬ ‭South Maintenance‬
‭Room Wall‬

‭Maintenance‬
‭Room‬

‭ND‬ ‭NA‬

‭TITSBYH-81225-6‬ ‭White Block‬
‭Paint‬

‭30 SF‬ ‭North Maintenance‬
‭Room Wall‬

‭Maintenance‬
‭Room‬

‭ND‬ ‭NA‬

‭TITSBYH-81225-17‬ ‭White Block‬
‭Paint‬

‭30 SF‬ ‭South Maintenance‬
‭Room Wall‬

‭Maintenance‬
‭Room‬

‭ND‬ ‭NA‬

‭Texture‬

‭TITSBYH-81225-7‬ ‭Wall/Ceiling‬
‭Texture‬

‭1,658 SF‬ ‭North Dressing‬
‭Room‬

‭Basement‬ ‭ND‬ ‭NA‬

‭TITSBYH-81225-8‬ ‭Wall/Ceiling‬
‭Texture‬

‭1,658 SF‬ ‭East Basement‬
‭Wall‬

‭Basement‬ ‭ND‬ ‭NA‬

‭TITSBYH-81225-9‬ ‭Wall/Ceiling‬
‭Texture‬

‭1,658 SF‬ ‭South Dressing‬
‭Room‬

‭Basement‬ ‭ND‬ ‭NA‬

‭TITSBYH-81225-10‬ ‭Wall/Ceiling‬
‭Texture‬

‭1,658 SF‬ ‭West Basement‬
‭Wall‬

‭Basement‬ ‭ND‬ ‭NA‬

‭TITSBYH-81225-11‬ ‭Wall/Ceiling‬
‭Texture‬

‭1,658 SF‬ ‭Basement Ceiling‬ ‭Basement‬ ‭ND‬ ‭NA‬



‭List of NESHAP Regulated Materials Tested and Found in Surveys‬

‭1.‬ ‭Friable asbestos material (>1% asbestos and can be crumbled, pulverized or reduced to powder by hand‬
‭pressure)‬

‭Tested‬ ‭Materials‬ ‭Positive‬
‭______‬ ‭Thermal System Insulation (TSI)‬ ‭________‬
‭______‬ ‭Textured Ceiling Materials (TCM)‬ ‭________‬
‭______‬ ‭Spray-on Insulation or Fireproofing‬ ‭________‬
‭______‬ ‭Blown-in Insulation‬ ‭________‬
‭______‬ ‭Ceiling Tiles/Panels‬ ‭________‬
‭______‬ ‭Plaster, Gypsum Board, Joint Compound‬ ‭________‬
‭______‬ ‭Cloth Materials‬ ‭________‬
‭______‬ ‭Paper Materials‬ ‭________‬
‭______‬ ‭Electrical Wiring Insulation‬ ‭________‬
‭______‬ ‭Sink Undercoating (loose)‬ ‭________‬
‭______‬ ‭Other____________________________‬ ‭________‬

‭2.‬ ‭Category I ACM which has become friable‬

‭Tested‬ ‭Materials‬ ‭Positive‬
‭______‬ ‭Packings‬ ‭________‬
‭______‬ ‭Gaskets‬ ‭________‬
‭______‬ ‭Vinyl Floor Tile and Sheet Vinyl Flooring‬ ‭________‬
‭______‬ ‭Asphalt Roofing Products‬ ‭________‬

‭3.‬ ‭Category I ACM that will be or has been subjected to sanding, grinding, cutting or abrading‬

‭Tested‬ ‭Materials‬ ‭Positive‬
‭______‬ ‭Packings‬ ‭________‬
‭______‬ ‭Gaskets‬ ‭________‬
‭______‬ ‭Vinyl Floor Tile and Sheet Vinyl Flooring‬ ‭________‬
‭______‬ ‭Asphalt Roofing Products‬ ‭________‬

‭4.‬ ‭Category II ACM that has a high probability of becoming or has become friable in the course of demolition or‬
‭renovation operations‬

‭Tested‬ ‭Materials‬ ‭Positive‬
‭______‬ ‭Asbestos Cement Materials (transite)‬ ‭________‬
‭______‬ ‭Asphalt, tar and rubber base ACM products other than roofing‬ ‭________‬
‭______‬ ‭Non-asphalt and Non-paper Roofing Products‬ ‭________‬
‭______‬ ‭Paint‬ ‭________‬
‭______‬ ‭Fire Brick and/or Mortar‬ ‭________‬
‭______‬ ‭Stainless Steel Sink Undercoating (solid)‬ ‭________‬
‭______‬ ‭Encapsulated TCM‬ ‭________‬
‭______‬ ‭Encapsulated TSI‬ ‭________‬
‭______‬ ‭Mastic for Floor Tile, Ceiling Tile, Cove Molding, etc.‬ ‭________‬



‭List of NESHAP Non-Regulated Materials Tested and Found in Survey‬

‭1.‬ ‭1% Asbestos‬≤

‭2.‬ ‭Category I Non-Friable (cannot be crumbled, pulverized or reduced to powder by hand pressure) ACM with‬
‭<1% asbestos by new PLM procedure‬

‭Tested‬ ‭Materials‬ ‭Positive‬
‭______‬ ‭Packings‬ ‭________‬
‭______‬ ‭Gaskets‬ ‭________‬
‭______‬ ‭Vinyl Floor Tile and Sheet Vinyl Flooring‬ ‭________‬
‭______‬ ‭Asphalt Roofing Products‬ ‭________‬

‭3.‬ ‭Category II Non-Friable ACM with <1% asbestos by new PLM procedure (category includes items meeting‬
‭Category I definition but not specifically listed in that category)‬

‭Tested‬ ‭Materials‬ ‭Positive‬
‭______‬ ‭Asbestos Cement Materials (transite)‬ ‭________‬
‭______‬ ‭Asphalt, tar and rubber base ACM products other than roofing‬ ‭________‬
‭______‬ ‭Non-asphalt and Non-paper Roofing Products‬ ‭________‬
‭______‬ ‭Paint‬ ‭________‬
‭______‬ ‭Fire Brick and/or Mortar‬ ‭________‬
‭______‬ ‭Stainless Steel Sink Undercoating (solid)‬ ‭________‬
‭______‬ ‭Encapsulated TCM‬ ‭________‬
‭______‬ ‭Encapsulated TSI‬ ‭________‬
‭______‬ ‭Mastic for Floor Tile, Ceiling Tile, Cove Molding, etc.‬ ‭________‬
‭______‬ ‭Other__________________________________‬ ‭________‬

‭Notes‬

‭1.‬ ‭All materials and conditions are interpreted by Air Quality Consulting LLC‬
‭2.‬ ‭The Environmental Protection Agency (EPA) National Emission Standard for Hazardous Air Pollutants‬
‭(NESHAP) asbestos revision as outlined in 40 CFR, Part 61, became effective November 20, 1990. The asbestos‬
‭classification system outlined in the revision and included in this section is dynamic in nature. Asbestos materials‬
‭classified as “Non-Regulated” at the time of the survey may become “Regulated” due to ongoing or planned‬
‭maintenance, renovation or demolition actions which can transform a material containing greater than 1% asbestos‬
‭from a “non-friable” and “Non-Regulated” to a “friable” and “Regulated” condition. Classification of ACM in this‬
‭section and in the executive summary of this report is, therefore, based on the observations of the surveyor at the time‬
‭of the survey and may or may not be appropriate at later dates.‬
‭3.‬ ‭Maintenance, renovation, demolition, weathering, normal wear, water or other damage can alter the‬
‭“Non-Regulated” status of materials, and necessitate precautions required for handling them as “Regulated”‬
‭asbestos-materials.‬
‭4.‬ ‭Details on testing locations, methods and results can be found on the remaining report.‬



August 15, 2025

Sincerely,

Jeanne Spencer
President

Subcontractor Number:

Laboratory Report: RES 682176-2

Project #/P.O. #: TITPBYH-81225

Project Description: None Given

Preston Bainbridge
Air Quality Consulting, LLC
226 E 4800 S
Murray UT 84107

Dear Preston,

Eurofins  Reservoirs  is  an  analytical  laboratory  accredited  for  the  analysis  of  Industrial  Hygiene  and
Environmental  matrices  by  the  National  Voluntary  Laboratory  Accreditation  Program  (NVLAP),  Lab  Code
101896-0 for Transmission Electron Microscopy (TEM) and Polarized Light Microscopy (PLM) analysis and the
American Industrial Hygiene Association (AIHA LAP), Lab ID 101533 for Phase Contrast Microscopy (PCM)
analysis. This laboratory is currently proficient in both Proficiency Testing and PAT programs respectively.

Eurofins Reservoirs has analyzed the following samples for asbestos content as per your request. The analysis
has been completed in general accordance with the appropriate methodology as stated in the attached analysis
table. The results have been submitted to your office.

RES 682176-2 is the job number assigned to this study. This report is considered highly confidential and the
sole property of the customer. Eurofins Reservoirs will not discuss any part of this study with personnel other
than those of the client. The results described in this report only apply to the samples analyzed, as received and
with the information provided by the customer. This report must not be used to claim endorsement of products
or analytical results by NVLAP or any agency of the U.S. Government. This report shall not be reproduced
except in full, without written approval from Eurofins Reservoirs. Samples will be disposed of after sixty days
unless  longer  storage  is  requested.  If  you  have  any  questions  about  this  report,  please  feel  free  to  call
303-964-1986.

by Camryn Baumgartner

08/15/202508/15/202508/15/202508/15/2025

Eurofins Reservoirs Environmental, Inc
Eurofins Reservoirs QA Manual

Effective September 06, 2023
Q:\QAQC\Eurofins Reservoirs QA Manual.pdf

(303) 964-1986
(866) RES-IENV

https://www.eurofinsus.com/builtenv
https://clients.rei.et.eurofinsus.com

4955 Yarrow St, Suite 100, Arvada, CO 80002    
Page 1 of 3



Laboratory Sample IDLaboratory Sample IDLaboratory Sample IDLaboratory Sample ID LLLL Asbestos ContentAsbestos ContentAsbestos ContentAsbestos Content Non-Non-Non-Non- Non-Non-Non-Non-
AAAA SubSubSubSub AsbestosAsbestosAsbestosAsbestos FibrousFibrousFibrousFibrous
YYYY PhysicalPhysicalPhysicalPhysical PartPartPartPart MineralMineralMineralMineral VisualVisualVisualVisual FibrousFibrousFibrousFibrous ComponentsComponentsComponentsComponents
EEEE DescriptionDescriptionDescriptionDescription EstimateEstimateEstimateEstimate ComponentsComponentsComponentsComponents

Client Sample NumberClient Sample NumberClient Sample NumberClient Sample Number RRRR (%) (%) (%) (%)
682176 -682176 -682176 -682176 - TITPBYH-81225-1TITPBYH-81225-1TITPBYH-81225-1TITPBYH-81225-1 A Black cove base 100   NDNDNDND 0 100.0
682176 -682176 -682176 -682176 - TITPBYH-81225-2TITPBYH-81225-2TITPBYH-81225-2TITPBYH-81225-2 A Black/white cove base 100   NDNDNDND 0 100.0
682176 -682176 -682176 -682176 - TITPBYH-81225-3TITPBYH-81225-3TITPBYH-81225-3TITPBYH-81225-3 A White paint w/ white compound 20   NDNDNDND 0 100.0
    B White/tan drywall 80   NDNDNDND 15 85.0
682176 -682176 -682176 -682176 - TITPBYH-81225-4TITPBYH-81225-4TITPBYH-81225-4TITPBYH-81225-4 A White paint w/ white compound 15   NDNDNDND 0 100.0
    B White/tan drywall 85   NDNDNDND 17 83.0
682176 -682176 -682176 -682176 - TITPBYH-81225-5TITPBYH-81225-5TITPBYH-81225-5TITPBYH-81225-5 A White paint w/ white block filler 45   NDNDNDND 0 100.0
    B Gray granular material 55   NDNDNDND 0 100.0
682176 -682176 -682176 -682176 - TITPBYH-81225-6TITPBYH-81225-6TITPBYH-81225-6TITPBYH-81225-6 A White paint w/ white block filler 45   NDNDNDND 0 100.0
    B Gray granular material 55   NDNDNDND 0 100.0
682176 -682176 -682176 -682176 - TITPBYH-81225-7TITPBYH-81225-7TITPBYH-81225-7TITPBYH-81225-7 A White paint w/ white compound 45   NDNDNDND 0 100.0
    B White/tan drywall 55   NDNDNDND 30 70.0
682176 -682176 -682176 -682176 - TITPBYH-81225-8TITPBYH-81225-8TITPBYH-81225-8TITPBYH-81225-8 A White paint w/ white compound 100   NDNDNDND 0 100.0
682176 -682176 -682176 -682176 - TITPBYH-81225-9TITPBYH-81225-9TITPBYH-81225-9TITPBYH-81225-9 A White paint w/ white compound 100   NDNDNDND 0 100.0
682176 -682176 -682176 -682176 - TITPBYH-81225-10TITPBYH-81225-10TITPBYH-81225-10TITPBYH-81225-10 A White paint w/ white compound 100   NDNDNDND 0 100.0
682176 -682176 -682176 -682176 - TITPBYH-81225-11TITPBYH-81225-11TITPBYH-81225-11TITPBYH-81225-11 A White paint w/ white compound 100   NDNDNDND 0 100.0
TEM Analysis recommended for organically bound material (i.e. floor tile) if PLM results are <1%.

Eurofins Reservoirs Environmental, Inc
Eurofins Reservoirs QA Manual

Effective September 06, 2023
Q:\QAQC\Eurofins Reservoirs QA Manual.pdf

RES Job Number:
Client:
Client Project/P.O.:
Client Project Description:
Date Samples Received:
Analysis Type:
Turnaround:
Date Samples Analyzed:

RES 682176-2
Air Quality Consulting, LLC
TITPBYH-81225
None Given
August 14, 2025
EPA 600/R-93/116 - Point Count, Bulk (400)
Rush
August 14, 2025

EUROFINS RESERVOIRS ENVIRONMENTAL, INC
NVLAP Lab Code 101896-0

AIHA LAP, LLC. LAB ID 101533

TABLE: I   ANALYSIS: PLM BULK ANALYSIS, PERCENTAGE COMPOSITION BY VOLUME

NA = Not Analyzed
NR = Not Received
ND = None Detected
TR = Trace; <1 % Visual Estimate
Trem-Act = Tremolite-Actinolite

(303) 964-1986
(866) RES-IENV

https://www.eurofinsus.com/builtenv
https://clients.rei.et.eurofinsus.com

4955 Yarrow St, Suite 100, Arvada, CO 80002    
Page 2 of 3



Laboratory Sample IDLaboratory Sample IDLaboratory Sample IDLaboratory Sample ID LLLL Asbestos ContentAsbestos ContentAsbestos ContentAsbestos Content Non-Non-Non-Non- Non-Non-Non-Non-
AAAA SubSubSubSub AsbestosAsbestosAsbestosAsbestos FibrousFibrousFibrousFibrous
YYYY PhysicalPhysicalPhysicalPhysical PartPartPartPart MineralMineralMineralMineral VisualVisualVisualVisual FibrousFibrousFibrousFibrous ComponentsComponentsComponentsComponents
EEEE DescriptionDescriptionDescriptionDescription EstimateEstimateEstimateEstimate ComponentsComponentsComponentsComponents

Client Sample NumberClient Sample NumberClient Sample NumberClient Sample Number RRRR (%) (%) (%) (%)
682176 -682176 -682176 -682176 - TITPBYH-81225-12TITPBYH-81225-12TITPBYH-81225-12TITPBYH-81225-12 A Off-white/tan drywall 100   NDNDNDND 10 90.0
682176 -682176 -682176 -682176 - TITPBYH-81225-13TITPBYH-81225-13TITPBYH-81225-13TITPBYH-81225-13 A Off-white plaster 100   NDNDNDND 6 94.0
682176 -682176 -682176 -682176 - TITPBYH-81225-14TITPBYH-81225-14TITPBYH-81225-14TITPBYH-81225-14 A Off-white granular plaster 100 ChrysotileChrysotileChrysotileChrysotile TRTRTRTR 0 100.0
            Point Count  Point Count  Point Count  Point Count <0.25<0.25<0.25<0.25    
682176 -682176 -682176 -682176 - TITPBYH-81225-15TITPBYH-81225-15TITPBYH-81225-15TITPBYH-81225-15 A Gray granular plaster 100   NDNDNDND 10 90.0
682176 -682176 -682176 -682176 - TITPBYH-81225-16TITPBYH-81225-16TITPBYH-81225-16TITPBYH-81225-16 A White/tan drywall 100   NDNDNDND 5 95.0
682176 -682176 -682176 -682176 - TITPBYH-81225-17TITPBYH-81225-17TITPBYH-81225-17TITPBYH-81225-17 A White coating w/ white paint 17   NDNDNDND 0 100.0
    B Gray granular cementitious material 83   NDNDNDND 0 100.0
TEM Analysis recommended for organically bound material (i.e. floor tile) if PLM results are <1%.

Nicholas Coscarella
Analyst

Nicholas Shed
Analyst

Eurofins Reservoirs Environmental, Inc
Eurofins Reservoirs QA Manual

Effective September 06, 2023
Q:\QAQC\Eurofins Reservoirs QA Manual.pdf

RES Job Number:
Client:
Client Project/P.O.:
Client Project Description:
Date Samples Received:
Analysis Type:
Turnaround:
Date Samples Analyzed:

RES 682176-2
Air Quality Consulting, LLC
TITPBYH-81225
None Given
August 14, 2025
EPA 600/R-93/116 - Point Count, Bulk (400)
Rush
August 14, 2025

EUROFINS RESERVOIRS ENVIRONMENTAL, INC
NVLAP Lab Code 101896-0

AIHA LAP, LLC. LAB ID 101533

TABLE: I   ANALYSIS: PLM BULK ANALYSIS, PERCENTAGE COMPOSITION BY VOLUME

NA = Not Analyzed
NR = Not Received
ND = None Detected
TR = Trace; <1 % Visual Estimate
Trem-Act = Tremolite-Actinolite

(303) 964-1986
(866) RES-IENV

https://www.eurofinsus.com/builtenv
https://clients.rei.et.eurofinsus.com

4955 Yarrow St, Suite 100, Arvada, CO 80002    
Page 3 of 3



SUBMITTED BY INVOICE TO

Client Sample ID Number

RES Job #: 682176

CONTACT INFORMATION SERIES

ASBESTOS LABORATORY REQUESTED ANALYSIS VALID MATRIX CODES LAB NOTES

CHEMISTRY LABORATORY

MICROBIOLOGY LABORATORY

**Turnaround times establish a laboratory priority, subject to laboratory volume and are not
guaranteed. Additional fees apply for afterhours, weekends and holidays.**

Laboratory Analysis
Instructions

(Sample ID's must be unique)

Company: Air Quality Consulting, LLC Company: Air Quality Consulting, LLC

Address: 226 E 4800 S Address: 226 E 4800 S

   

  Murray, UT 84107   Murray, UT 84107

Project Number and/or P.O. #: TITPBYH-81225 Project Zip Code:

Project Description/Location: None Given

Contact: Preston Bainbridge -1 PLM Rush  *NO VERBALS*
Phone: (385) 321-3227

Fax:

Cell: (385) 321-3227

Final Data Deliverable Email Address:

preston@aqc.solutions (+ 3 ADDNL. CONTACTS)

PLM  / PCM / TEM DTL  RUSH  PRIORITY STANDARD Air = A Bulk = B

Dust = D Food = F

Paint = P Soil = S

Dust RUSH PRIORITY STANDARD

*PRIOR NOTICE REQUIRED FOR SAME DAY TAT

Surface = SU Swab = SW

  Tape = T Wipe = W

Metals RUSH PRIORITY STANDARD Drinking Water = DW

  Waste Water = WW

Organics* SAME DAY RUSH PRIORITY STANDARD **ASTM E1792 approved wipe media only**

Viable Analysis** PRIORITY STANDARD
**TAT DEPENDENT ON SPEED OF MICROBIAL GROWTH 

Medical Device Analysis RUSH STANDARD
 
Mold Analysis RUSH PRIORITY STANDARD

Special Instructions:
 

ASBESTOS CHEMISTRY MICROBIOLOGY ICO

1 TITPBYH-81225-1 X B 08/12/25 00:00

2 TITPBYH-81225-2 X B 08/12/25 00:00

3 TITPBYH-81225-3 X B 08/12/25 00:00

4 TITPBYH-81225-4 X B 08/12/25 00:00

5 TITPBYH-81225-5 X B 08/12/25 00:00

6 TITPBYH-81225-6 X B 08/12/25 00:00

7 TITPBYH-81225-7 X B 08/12/25 00:00

8 TITPBYH-81225-8 X B 08/12/25 00:00

9 TITPBYH-81225-9 X B 08/12/25 00:00

10 TITPBYH-81225-10 X B 08/12/25 00:00

11 TITPBYH-81225-11 X B 08/12/25 00:00

12 TITPBYH-81225-12 X B 08/12/25 00:00

13 TITPBYH-81225-13 X B 08/12/25 00:00
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Eurofins Reservoirs Environmental, Inc establishes a unique Lab Sample ID, for each sample, by preceding each unique Client Sample ID with the laboratory RES Job Number.
Eurofins Reservoirs Environmental, Inc will analyze incoming samples based on information received and will not be responsible for errors or omissions in calculations resulting from the inaccuracy of original data. By signing, client/company representative agrees that submission of the following samples for requested analysis as indicated on
this Chain of Custody shall consitute an analytical services agreement with payment terms of NET 30 days. Failure to comply with payment terms may result in a 1.5% monthly interest surcharge.

Relinquished By:
 

Preston Bainbridge Date/Time: 08/12/2025 12:35:54 Sample Condition: Acceptable

Received By:
 

Emily Creasey Date/Time: 08/14/2025 11:24:19 Carrier: Fed-Ex

Eurofins Reservoirs Environmental, Inc
Eurofins Reservoirs QA Manual

Effective September 06, 2023
Q:\QAQC\Eurofins Reservoirs QA Manual.pdf
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(866) RES-IENV
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Client Sample ID Number

REQUESTED ANALYSIS VALID MATRIX CODES LAB NOTES

Laboratory Analysis
Instructions

(Sample ID's must be unique)

   
Air = A Bulk = B

Dust = D Food = F

Paint = P Soil = S

Surface = SU Swab = SW

Tape = T Wipe = W

Drinking Water = DW

Waste Water = WW

**ASTM E1792 approved wipe media only**

RES Job #: 682176
 
 
 

Submitted By: Air Quality Consulting, LLC
 
 
 
 
 

ASBESTOS CHEMISTRY MICROBIOLOGY ICO

14 TITPBYH-81225-14 X B 08/12/25 00:00

15 TITPBYH-81225-15 X B 08/12/25 00:00

16 TITPBYH-81225-16 X B 08/12/25 00:00

17 TITPBYH-81225-17 X B 08/12/25 00:00
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‭Asbestos Survey and Assessment Performed at‬
‭Brigham Young House‬

‭This is the Place Heritage Park‬
‭18 August, 2025‬

‭Scope of Work‬

‭We were hired by DFCM to survey the Brigham Young House for a pending renovation.‬
‭Samples were taken by Preston Bainbridge on 12 August, 2025, and tested at Eurofins‬
‭Reservoirs in Denver, Colorado. The results are included in this report.‬

‭Methods and Materials‬

‭A survey of the areas outlined in the floorplan sections was conducted to observe,‬
‭identify, locate and sample any materials suspected of containing asbestos according to‬
‭NESHAP categories. All accessible areas were identified and documented.‬

‭Bulk samples were collected using approved methods and microscopically analyzed for‬
‭asbestos content by a lab that participates in the National Institute for Standards and‬
‭Technology’s National Voluntary Laboratory Accreditation Program (NVLAP).‬

‭Asbestos percentages were estimated utilizing the polarized light microscope (PLM) and‬
‭dispersion staining methods as prescribed by NIOSH.‬



‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Scott Bainbridge‬ ‭Date‬
‭State of Utah Inspector #ASB-6822 exp. 9/12/25‬

‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Robert Goates‬ ‭Date‬
‭State of Utah Inspector #ASB-8579 exp. 03/06/26‬

‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Noah Hancock‬ ‭Date‬
‭State of Utah Inspector #ASB-8620 exp. 06/26/25‬

‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Preston Bainbridge‬ ‭Date‬
‭State of Utah Inspector #ASB-‬‭8870‬‭exp. 05/07/26‬



‭226 East 4800 South‬
‭Murray, Utah 84107‬
‭Phone 385-321-9701‬

‭A LEAD BASED PAINT (LBP) SURVEY AND ASSESSMENT FOR‬

‭DFCM‬
‭Brigham Young House‬

‭This is the Place Heritage Park‬
‭18 August, 2025‬

‭Prepared by:‬
‭Scott Bainbridge #PB-2648‬

‭Robert Goates #PB-3199‬
‭Air Quality Consulting, LLC #PBF-756‬



‭Executive Summary‬

‭Lead Based Paint (LBP) is classified as 1.0 mg/sq.cm by weight by EPA.‬

‭No lead based paint was found in the interior or exterior of the above structure.  No other paint‬
‭was found at the renovation location.‬



‭Building Description‬

‭Structure: Wood or Metal Framed‬

‭Roof: Not Inspected‬

‭Siding: Wood‬

‭Foundation: Concrete‬

‭Insulation: Fiberglass Batt‬

‭Walls: Drywall‬

‭Ceiling: Drywall‬

‭Flooring: Wood‬



‭Non-LBP Results by Material‬

‭Sample Number‬ ‭Material/Lab Results‬ ‭Homogeneous Area‬

‭Paint‬

‭1‬ ‭East Exterior White Window Trim /.05‬ ‭Exterior Windows‬

‭2‬ ‭East Exterior Pink Wall/0.0‬ ‭Pink Exterior‬

‭3‬ ‭East Tan Deck/0.0‬ ‭Deck‬

‭4‬ ‭East White Deck Rail/0.0‬ ‭Exterior Deck Railing‬

‭5‬ ‭East Entry Pink Wall/0.0‬ ‭Pink Exterior‬

‭6‬ ‭East Entrance White Window Trim/0.12‬ ‭Exterior Windows‬

‭7‬ ‭East Entrance White Deck Rail/0.0‬ ‭Exterior Deck Railing‬

‭8‬ ‭East Entrance Tan Deck/0.0‬ ‭Deck‬

‭9‬ ‭Northeast Doorframe/0.13‬ ‭Exterior Door Frames‬

‭10‬ ‭Northeast Pink Wall/0.0‬ ‭Pink Exterior‬

‭11‬ ‭Northeast White Window Trim/0.08‬ ‭Exterior Windows‬

‭12‬ ‭Northeast Tan Deck/0.0‬ ‭Deck‬

‭13‬ ‭Northeast Door Transition/0.23‬ ‭Exterior Door‬
‭Transitions‬

‭14‬ ‭Northeast Deck Pillar/0.35‬ ‭Exterior Deck Pillars‬

‭15‬ ‭North Window Frame/0.07‬ ‭Exterior Windows‬

‭16‬ ‭Pink North Wall/0.0‬ ‭Pink Exterior‬

‭17‬ ‭White North Handrail/0.0‬ ‭Exterior Deck Railing‬

‭18‬ ‭North Deck/0.0‬ ‭Deck‬

‭19‬ ‭North Pillar/0.36‬ ‭Exterior Deck Pillars‬

‭20‬ ‭West Exterior Trim/0.04‬ ‭White Exterior Trim‬

‭21‬ ‭West Window Trim/0.11‬ ‭Exterior Windows‬

‭22‬ ‭Pink West Wall/0.0‬ ‭Pink Exterior‬

‭23‬ ‭West Deck/0.0‬ ‭Deck‬

‭24‬ ‭White West Handrail/0.03‬ ‭Exterior Deck Railing‬

‭25‬ ‭White West Pillar/0.21‬ ‭Exterior Deck Pillars‬



‭26‬ ‭White Southwest Door Trim/0.0‬ ‭White Exterior Door‬
‭Trim‬

‭27‬ ‭Pink Southwest Wall/0.0‬ ‭Pink Exterior‬

‭28‬ ‭Southwest Window Trim/0.0‬ ‭Exterior Window Trim‬

‭29‬ ‭Southwest Deck/0.0‬ ‭Deck‬

‭30‬ ‭White Southwest Pillar/0.26‬ ‭Deck Pillars‬

‭31‬ ‭Southwest Door Transition/0.32‬ ‭Exterior Door‬
‭Transitions‬

‭32‬ ‭White South Exterior Trim/0.0‬ ‭White Exterior Trim‬

‭33‬ ‭Pink South Exterior Wall/0.0‬ ‭Pink Exterior‬

‭34‬ ‭White South Window Trim/0.05‬ ‭White Exterior Window‬
‭Trim‬

‭35‬ ‭South Deck/0.0‬ ‭Deck‬

‭36‬ ‭White South Handrail/0.02‬ ‭White Deck Handrail‬

‭37‬ ‭White South Pillar/0.22‬ ‭White Exterior Pillars‬

‭38‬ ‭White South Stairwell Wall/0.0‬ ‭White Interior‬

‭39‬ ‭South Stairwell Stairs/0.0‬ ‭Stair Treads‬

‭40‬ ‭South Blue Basement Door/0.0‬ ‭Blue Doors‬

‭41‬ ‭South Blue Basement Door Trim/0.0‬ ‭Blue Trim‬

‭42‬ ‭Blue South Window Interior Trim/0.05‬ ‭Blue Trim‬

‭43‬ ‭Dining Room East Wall/0.0‬ ‭Interior Walls‬

‭44‬ ‭Blue Dining Room East Doorframe/0.02‬ ‭Blue Trim‬

‭45‬ ‭Dining Room Exterior Door/0.0‬ ‭Doors‬

‭46‬ ‭Kitchen North Wall/0.0‬ ‭Interior Walls‬

‭47‬ ‭Kitchen Exterior Door/0.0‬ ‭Doors‬

‭48‬ ‭Blue Kitchen North Windowsill/0.05‬ ‭Blue Trim‬

‭49‬ ‭Blue Kitchen North Baseboard/0.12‬ ‭Blue Trim‬

‭50‬ ‭Overseer’s North Wall/0.13‬ ‭Interior Walls‬

‭51‬ ‭Wood Grain Overseer’s Door Trim/0.21‬ ‭Wood Grain Trim‬

‭52‬ ‭Brown Floor Paint/0.06‬ ‭Brown Floor Paint‬

‭53‬ ‭Wood Grain Overseer’s Windowsill/0.27‬ ‭Wood Grain Trim‬



‭54‬ ‭North Stairs/0.18‬ ‭Stair Treads‬

‭55‬ ‭North Blue Stair Skirting/0.13‬ ‭Blue Trim‬

‭56‬ ‭North Stairs Blue Railing Post/0.06‬ ‭Blue Trim‬

‭57‬ ‭Upstairs North White Wall/0.0‬ ‭Interior Walls‬

‭58‬ ‭Upstairs Bedroom White Wall/0.0‬ ‭Interior Walls‬

‭59‬ ‭Upstairs Bedroom Blue Window Sill/0.03‬ ‭Blue Trim‬

‭60‬ ‭Upstairs Blue Door Trim/0.05‬ ‭Blue Trim‬

‭61‬ ‭White Upstairs Loom Wall/0.0‬ ‭Interior Walls‬

‭62‬ ‭Blue Door Trim/0.04‬ ‭Blue Trim‬

‭63‬ ‭Blue Baseboard/0.14‬ ‭Blue Trim‬

‭64‬ ‭White Upstairs Room Wall/0.0‬ ‭Interior Walls‬

‭65‬ ‭Blue Door Trim/0.08‬ ‭Blue Trim‬

‭66‬ ‭Blue Baseboard/0.10‬ ‭Blue Trim‬

‭67‬ ‭Blue Window Sill/0.06‬ ‭Blue Trim‬

‭68‬ ‭Upstairs South Stairs/0.02‬ ‭Stair Tread‬

‭69‬ ‭White Stairway Walls/0.0‬ ‭Interior Walls‬

‭70‬ ‭Blue Stair Pillar/0.04‬ ‭Blue Trim‬

‭71‬ ‭Blue Window Sill/0.11‬ ‭Blue Trim‬

‭72‬ ‭White Entry Wall/0.0‬ ‭Interior Walls‬

‭73‬ ‭Wood Grain Door Frame/0.02‬ ‭Wood Grain Trim‬



‭LBP Survey and Assessment Performed at‬
‭Brigham Young House‬

‭This is the Place Heritage Park‬
‭18 August, 2025‬

‭Scope of Work‬

‭We were hired by DFCM to survey the restrooms at This is the Place Heritage Park for a‬
‭pending renovation.  Samples were taken by Scott Bainbridge with a SciAps XRF model‬
‭number X550Pb, serial number 01778.  The results are included in this report.‬

‭Methods and Materials‬

‭A survey of the area was conducted to observe, identify, locate and sample any materials‬
‭suspected of containing lead based paint.  All accessible areas were identified and‬
‭documented.‬

‭Samples were taken with a SciAps XRF model number X550Pb, serial number 01778.‬
‭Not all surfaces were sampled, but surfaces were chosen at random to include all colors‬
‭and building components that had been painted.‬



 

 

 
SciAps, Inc. 

7 Constitution Way 

Woburn, MA 01801 USA 

+1 339-927-9455 

EIN: 45-5055500 
 

 

www.sciaps.com 
 

 

Calibration Certificate 

 
 Certificate number: 250424-X550Pb-01778 

 Date: April 24, 2025 

 Instrument model: X550Pb 

 Instrument serial number:01778 

This instrument was manufactured and calibrated according to SciAps Inc. 
manufacturing and calibration procedures. The calibration was verified and confirmed 
by analyzing various certified reference materials produced by Analytical Reference 
Materials International (ARMI), Rocky Mountain Reference Materials (RMRM), National 
Institute of Standards and Technology (NIST) and / or other certified reference 
materials. All used calibration materials are traceable and within their expiration date. 

 

This instrument conforms to the SciAps Inc. Quality Assurance standards. Instruments 
from the X - series (X-550, X-505, X-300, X-250, X-200, X-100 and X-50) do not require 
any user calibration, instruments from the Z - series (Z-300, Z-200 and Z-50) may 
require incidental drift correction. Standards for the drift correction are supplied with the 
instrument. Instructions on how and when to perform a drift correction are in the user 
manual which is supplied with the instrument. 

 

SciAps instruments do not require an annual re-calibration. However, end-user’s 

procedures may dictate a fixed schedule for calibration verification of the device per 
factory procedures. 

 

Jean Nieves 

Authorized Signatory 



‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Scott Bainbridge‬ ‭Date‬
‭State of Utah Inspector/Risk Assessor #PB-2648 exp.2/8/27‬

‭18 August, 2025‬
‭___________________________‬ ‭_____________‬
‭Scott Bainbridge‬ ‭Date‬
‭State of Utah Inspector/Renovator #PB-3199 exp. 3/12/28‬



SELECTIVE DEMOLITION 02 4119 - 1  

SECTION 02 4119 - SELECTIVE DEMOLITION 

 

 

PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 1 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 
 

A. Section Includes: 
 

1. Demolition and removal of selected building elements. 

 

1.3 DEFINITIONS 
 

A. Remove: Detach items from existing construction and legally dispose of them off-site unless 

indicated to be removed and salvaged or removed and reinstalled. 
 

B. Remove and Salvage: Carefully detach from existing construction, in a manner to prevent 

damage, and deliver to Owner ready for reuse. 
 

C. Remove and Reinstall: Detach items from existing construction, prepare for reuse, and reinstall 

where indicated. 
 

D. Existing to Remain: Existing items of construction that are not to be permanently removed and 

that are not otherwise indicated to be removed, removed and salvaged, or removed and 

reinstalled. 

 

1.4 PREINSTALLATION MEETINGS 
 

A. Predemolition Conference: Conduct conference at Project site. 

 

1.5 INFORMATIONAL SUBMITTALS 
 

A. Predemolition Photographs or Video: Submit before Work begins. 

 

1.6 CLOSEOUT SUBMITTALS 
 

A. Landfill Records: Indicate receipt and acceptance of hazardous wastes by a landfill facility 

licensed to accept hazardous wastes. 



SELECTIVE DEMOLITION 02 4119 - 2  

1.7 FIELD CONDITIONS 
 

A. Portions of existing buildings immediately adjacent to selective demolition area may be 

occupied. Conduct selective demolition so adjacent Owner's operations will not be disrupted. 
 

B. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as 

far as practical. 
 

C. Notify Architect of discrepancies between existing conditions and Drawings before proceeding 

with selective demolition. 
 

D. Hazardous Materials: An asbestos inspection has been made for the existing building materials. 

It is found in Division 02. Remove asbestos containing materials using acceptable and legal 

methods of abatement. 
 

E. Storage or sale of removed items or materials on-site is not permitted. 
 

F. Utility Service: Maintain existing utilities indicated to remain in service and protect them 

against damage during selective demolition operations. 
 

1. Maintain fire-protection facilities in service during selective demolition operations. 

 

1.8 WARRANTY 
 

A. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged 

during selective demolition, by methods and with materials so as not to void existing warranties. 

 

PART 2 - PRODUCTS 

 

2.1 PEFORMANCE REQUIREMENTS 
 

A. Regulatory Requirements: Comply with governing EPA notification regulations before 

beginning selective demolition. Comply with hauling and disposal regulations of authorities 

having jurisdiction. 
 

B. Standards: Comply with ANSI/ASSE A10.6 and NFPA 241. 

 

PART 3 - EXECUTION 

 

3.1 EXAMINATION 
 

A. Verify that utilities have been disconnected and capped before starting selective demolition 

operations. 
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B. Survey existing conditions and correlate with requirements indicated to determine extent of 

selective demolition required. 
 

C. When unanticipated mechanical, electrical, or structural elements that conflict with intended 

function or design are encountered, investigate and measure the nature and extent of conflict. 

Promptly submit a written report to Architect. 

 

3.2 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS 
 

A. Existing Services/Systems to Remain: Maintain services/systems indicated to remain and 

protect them against damage. 
 

B. Existing Services/Systems to Be Removed, Relocated, or Abandoned: Locate, identify, 

disconnect, and seal or cap off indicated utility services and mechanical/electrical systems 

serving areas to be selectively demolished. 

1. Arrange to shut off indicated utilities with utility companies. 

2. If services/systems are required to be removed, relocated, or abandoned, provide 

temporary services/systems that bypass area of selective demolition and that maintain 

continuity of services/systems to other parts of building. 

3. Disconnect, demolish, and remove fire-suppression systems, plumbing, and HVAC 

systems, equipment, and components indicated to be removed. 
 

a. Piping to Be Removed: Remove portion of piping indicated to be removed and  

cap or plug remaining piping with same or compatible piping material. 

b. Piping to Be Abandoned in Place: Drain piping and cap or plug piping with same 

or compatible piping material. 

c. Equipment to Be Removed: Disconnect and cap services and remove equipment. 

d. Equipment to Be Removed and Reinstalled: Disconnect and cap services and 

remove, clean, and store equipment; when appropriate, reinstall, reconnect, and 

make equipment operational. 

e. Equipment to Be Removed and Salvaged: Disconnect and cap services and  

remove equipment and deliver to Owner. 

f. Ducts to Be Removed: Remove portion of ducts indicated to be removed and plug 

remaining ducts with same or compatible ductwork material. 

g. Ducts to Be Abandoned in Place: Cap or plug ducts with same or compatible 

ductwork material. 

 

3.3 PREPARATION 
 

A. Site Access and Temporary Controls: Conduct selective demolition and debris-removal 

operations to ensure minimum interference with roads, streets, walks, walkways, and other 

adjacent occupied and used facilities. 
 

1. Comply with requirements for access and protection specified in Division 01 Section 

"Temporary Facilities and Controls." 
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B. Temporary Facilities: Provide temporary barricades and other protection required to prevent 

injury to people and damage to adjacent buildings and facilities to remain. 

 

3.4 SELECTIVE DEMOLITION, GENERAL 
 

A. General: Demolish and remove existing construction only to the extent required by new 

construction and as indicated. Use methods required to complete the Work within limitations of 

governing regulations and as follows: 
 

1. Neatly cut openings and holes plumb, square, and true to dimensions required. Use 

cutting methods least likely to damage construction to remain or adjoining construction. 

Use hand tools or small power tools designed for sawing or grinding, not hammering and 

chopping, to minimize disturbance of adjacent surfaces. Temporarily cover openings to 

remain. 

2. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring 

existing finished surfaces. 

3. Do not use cutting torches until work area is cleared of flammable materials. At 

concealed spaces, such as duct and pipe interiors, verify condition and contents of hidden 

space before starting flame-cutting operations. Maintain fire watch and portable fire- 

suppression devices during flame-cutting operations. 

4. Locate selective demolition equipment and remove debris and materials so as not to 

impose excessive loads on supporting walls, floors, or framing. 

5. Dispose of demolished items and materials promptly. 
 

B. Removed and Salvaged Items: 
 

1. Clean salvaged items. 

2. Pack or crate items after cleaning. Identify contents of containers. 

3. Store items in a secure area until delivery to Owner. 

4. Transport items to Owner's storage area designated by Owner. 

5. Protect items from damage during transport and storage. 
 

C. Removed and Reinstalled Items: 
 

1. Clean and repair items to functional condition adequate for intended reuse. 

2. Pack or crate items after cleaning and repairing. Identify contents of containers. 

3. Protect items from damage during transport and storage. 

4. Reinstall items in locations indicated. Comply with installation requirements for new 

materials and equipment. Provide connections, supports, and miscellaneous materials 

necessary to make item functional for use indicated. 
 

D. Existing Items to Remain: Protect construction indicated to remain against damage and soiling 

during selective demolition. When permitted by Architect, items may be removed to a suitable, 

protected storage location during selective demolition and cleaned and reinstalled in their 

original locations after selective demolition operations are complete. 
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3.5 DISPOSAL OF DEMOLISHED MATERIALS 
 

A. General: Except for items or materials indicated to be reused, salvaged, reinstalled, or  

otherwise indicated to remain Owner's property, remove demolished materials from  Project  

site and legally dispose of them. 
 

1. Do not allow demolished materials to accumulate on-site. 

2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 

3. Remove debris from elevated portions of building by chute, hoist, or other device that 

will convey debris to grade level in a controlled descent. 

4. Comply with requirements specified in Division 01 Section "Construction Waste 

Management and Disposal." 
 

B. Burning: Do not burn demolished materials. 
 

C. Disposal: Transport demolished materials off Owner's property and legally dispose of them. 

 

3.6 CLEANING 
 

A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 

demolition operations. Return adjacent areas to condition existing before selective demolition 

operations began. 

 

END OF SECTION 02 4119 
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SECTION 03 3053 - CAST-IN-PLACE CONCRETE (LIMITED APPLICATIONS) 
 
 

PART 1 - GENERAL 

 

1.1 SUMMARY 

 

A. This Section specifies cast-in-place concrete, including reinforcement, concrete materials, 

mix design, placement procedures, and finishes. 

 

1.2 SUBMITTALS 

 

A. General: In addition to the following, comply with submittal requirements in ACI 301. 

 

B. Product Data: For each type of manufactured material and product indicated. 

 

C. Design Mixes: For each concrete mix. 

 

1.3 QUALITY ASSURANCE 

 

A. Installer Qualifications: An experienced installer who has completed concrete work similar 

in material, design, and extent to that indicated for this Project and whose work has resulted 

in construction with a record of successful in-service performance. 

 

B. Manufacturer Qualifications: A firm experienced in manufacturing ready-mixed concrete 

products complying with ASTM C 94 requirements for production facilities and equipment. 

 

C. Source Limitations: Obtain each type of cement of the same brand from the same 

manufacturer's plant, each aggregate from one source, and each admixture from the same 

manufacturer. 

 

D. Comply with ACI 301, "Specification for Structural Concrete," including the following, 

unless modified by the requirements of the Contract Documents. 

1. General requirements, including submittals, quality assurance, acceptance of 

structure, and protection of in-place concrete. 

2. Formwork and form accessories. 
3. Steel reinforcement and supports. 

4. Concrete mixtures. 

5. Handling, placing, and constructing concrete. 

6. Lightweight concrete. 

 
 

PART 2 - PRODUCTS 

 

2.1 FORMWORK 

 

A. Furnish formwork and form accessories according to ACI 301. 
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2.2 STEEL REINFORCEMENT 

 

A. Reinforcing Bars: ASTM A 615/A 615M, Grade 60 (Grade 420), deformed. 

 

B. Plain-Steel Wire: ASTM A 82, as drawn. 

 

C. Plain-Steel Welded Wire Fabric: ASTM A 185, fabricated from as-drawn steel wire into flat 

sheets. 

 

D. Joint Dowel Bars: ASTM A 615/A 615M, Grade 60 (Grade 420), plain-steel bars, cut true to 

length with ends square and free of burrs. 

 

2.3 CONCRETE MATERIALS 

 

A. Portland Cement: ASTM C 150, Type I. 

 

B. Normal-Weight Aggregate: ASTM C 33, uniformly graded, not exceeding 1-1/2-inch 

(38-mm) nominal size. 

 

C. Water: Potable and complying with ASTM C 94. 

 

2.4 ADMIXTURES 

 

A. General: Admixtures certified by manufacturer to contain not more than 0.1 percent 

water-soluble chloride ions by mass of cement and to be compatible with other admixtures. 

Do not use admixtures containing calcium chloride. 

 

B. Air-Entraining Admixture: ASTM C 260. 

 

C. Water-Reducing Admixture: ASTM C 494, Type A. 

 

2.5 RELATED MATERIALS 

 

A. Fine-Graded Granular Material: Clean mixture of crushed stone, crushed gravel, and 

manufactured or natural sand; ASTM D 448, Size 10, with 100 percent passing a No. 4 

(4.75-mm) sieve and 10 to 30 percent passing a No. 100 (0.15-mm) sieve; complying with 

deleterious substance limits of ASTM C 33 for fine aggregates. 

 

B. Joint-Filler Strips: ASTM D 1751, asphalt-saturated cellulosic fiber, or ASTM D 1752, cork 

or self-expanding cork. 

 

C. Bonding Agent: ASTM C 1059/C 1059M, Type II, non-redispersible, acrylic emulsion or 

styrene butadiene. 

 

D. Epoxy Bonding Adhesive: ASTM C 881, two-component epoxy resin, capable of humid 

curing and bonding to damp surfaces, of class suitable for application temperature and of 

grade to suit requirements, and as follows: 

1. Types I and II, non-load bearing or Types IV and V, load bearing, for bonding 
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hardened or freshly mixed concrete to hardened concrete. 

 

2.6 CURING MATERIALS 

 

A. Evaporation  Retarder: Waterborne, monomolecular film forming, manufactured for 

application to fresh concrete. 

 

B. Absorptive Cover: AASHTO M 182, Class 2, burlap cloth made from jute or kenaf, 

weighing approximately 9 oz./sq. yd. (305 g/sq. m) dry. 

 

C. Moisture-Retaining Cover: ASTM C 171, polyethylene film or white burlap-polyethylene 

sheet. 

 

D. Water: Potable. 

 

E. Clear, Waterborne, Membrane-Forming Curing Compound: ASTM C 309, Type 1, Class B. 

 

2.7 CONCRETE MIXES 

 

A. Comply with ACI 301 requirements for concrete mixtures. 

 

B. Prepare design mixes, proportioned according to ACI 301, for normal-weight concrete 

determined by either laboratory trial mix or field test data bases, as follows: 
1. Compressive Strength (28 Days): In accordance with the General Structural Notes. 

2. Slump: 4 inches (100 mm). 

a. Slump Limit for Concrete Containing High-Range Water-Reducing 

Admixture: Not more than 8 inches (200 mm) after adding admixture to 

plant- or site-verified, 2- to 3-inch (50- to 75-mm) slump. 

 

C. Add air-entraining admixture at manufacturer's prescribed rate to result in concrete at point 

of placement having an air content of 6.0 percent. 

 

2.8 CONCRETE MIXING 

 
A. Ready-Mixed Concrete: Comply with ASTM C 94 and ASTM C 1116. 

1. When air temperature is between 85 and 90 deg F (30 and 32 deg C), reduce mixing 

and delivery time from 1-1/2 hours to 75 minutes; when air temperature is above 90 

deg F (32 deg C), reduce mixing and delivery time to 60 minutes. 

 

B. Project-Site Mixing: Measure, batch, and mix concrete materials and concrete according to 

ASTM C 94. Mix concrete materials in appropriate drum-type batch machine mixer. 

1. For mixer capacity of 1 cu. yd. (0.76 cu. m) or smaller, continue mixing at least one 

and one-half minutes, but not more than five minutes after ingredients are in mixer, 

before any part of batch is released. 

2. For mixer capacity larger than 1 cu. yd. (0.76 cu. m), increase mixing time by 15 

seconds for each additional 1 cu. yd. (0.76 cu. m). 

3. Provide batch ticket for each batch discharged and used in the Work, indicating 

Project identification name and number, date, mix type, mix time, quantity, and 

amount of water added. Record approximate location of final deposit in structure. 
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PART 3 - EXECUTION 

 

3.1 FORMWORK 

 

A. Design, construct, erect, shore, brace, and maintain formwork according to ACI 301. 

 

3.2 STEEL REINFORCEMENT 

 

A. Comply with CRSI's "Manual of Standard Practice" for fabricating, placing, and supporting 

reinforcement. 

 

3.3 JOINTS 

 

A. General: Construct joints true to line with faces perpendicular to surface plane of concrete. 

 

B. Construction Joints: Locate and install so as not to impair strength or appearance of 

concrete, at locations indicated or as approved by Architect. 

 

C. Isolation Joints: Install joint-filler strips at junctions with slabs-on-grade and vertical 

surfaces, such as column pedestals, foundation walls, grade beams, and other locations, as 

indicated. 

1. Extend joint fillers full width and depth of joint, terminating flush with finished 

concrete surface, unless otherwise indicated. 

 

D. Contraction (Control) Joints in Slabs-on-Grade: Form weakened-plane contraction joints, 

sectioning concrete into areas as indicated. Construct contraction joints for a depth equal to 

at least one-fourth of the concrete thickness, as follows: 

1. Grooved Joints: Form contraction joints after initial floating by grooving and 

finishing each edge of joint with groover tool to a radius of 1/8 inch (3 mm). Repeat 

grooving of contraction joints after applying surface finishes. Eliminate groover 

marks on concrete surfaces. 

 

3.4 CONCRETE PLACEMENT 

 

A. Comply with recommendations in ACI 304R for measuring, mixing, transporting, and 

placing concrete. 

 

B. Do not add water to concrete during delivery, at Project site, or during placement. 

 

C. Consolidate concrete with mechanical vibrating equipment. 

 

3.5 FINISHING FORMED SURFACES 

 

A. Rough-Formed Finish: As-cast concrete texture imparted by form-facing material with tie 

holes and defective areas repaired and patched, and fins and other projections exceeding 1/4 

inch (6 mm) in height rubbed down or chipped off. 

1. Apply to concrete surfaces not exposed to public view. 

 

B. Smooth-Formed Finish: As-cast concrete texture imparted by form-facing material, arranged 
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in an orderly and symmetrical manner with a minimum of seams. Repair and patch tie holes 

and defective areas. Completely remove fins and other projections. 

1. Apply to concrete surfaces exposed to public view or to be covered with a coating or 

covering material applied directly to concrete, such as waterproofing, dampproofing, 

veneer plaster, or painting. 

2. Do not apply rubbed finish to smooth-formed finish. 

 

C. Related Unformed Surfaces: At tops of walls, horizontal offsets, and similar unformed 

surfaces adjacent to formed surfaces, strike off smooth and finish with a texture matching 

adjacent formed surfaces. Continue final surface treatment of formed surfaces uniformly 

across adjacent unformed surfaces, unless otherwise indicated. 

 

3.6 FINISHING UNFORMED SURFACES 

 

A. General: Comply with ACI 302.1R for screeding, restraightening, and finishing operations 

for concrete surfaces. Do not wet concrete surfaces. 

 

B. Screed surfaces with a straightedge and strike off. Begin initial floating using bull floats or 

darbies to form a uniform and open-textured surface plane before excess moisture or 

bleedwater appears on the surface. 

1. Do not further disturb surfaces before starting finishing operations. 

 

C. Trowel Finish: Apply a hard trowel finish to surfaces indicated and to floor and slab 

surfaces exposed to view or to be covered with resilient flooring, carpet, ceramic or quarry 

tile set over a cleavage membrane, paint, or another thin film-finish coating system. 

 

D. Nonslip Broom Finish: Apply a nonslip broom finish to surfaces indicated and to exterior 

concrete platforms, steps, and ramps. Immediately after float finishing, slightly roughen 

trafficked surface by brooming with fiber-bristle broom perpendicular to main traffic route. 

 

3.7 MISCELLANEOUS CONCRETE ITEMS 

 

A. Filling In: Fill in holes and openings left in concrete structures after work of other trades is 

in place unless otherwise indicated. Mix, place, and cure concrete, as specified, to blend 

with in-place construction. Provide other miscellaneous concrete filling indicated or 

required to complete the Work. 

 

B. Equipment Bases and Foundations: 

1. Coordinate sizes and locations of concrete bases with actual equipment provided. 

2. Construct concrete bases 4 inches (100 mm) high unless otherwise indicated; and 

extend base not less than 6 inches (150 mm) in each direction beyond the maximum 

dimensions of supported equipment unless otherwise indicated or unless required for 

seismic anchor support. 

3. Install dowel rods to connect concrete base to concrete floor. Unless otherwise 

indicated, install dowel rods on 18-inch (450-mm) centers around the full perimeter 

of concrete base. 

4. Cast anchor-bolt insert into bases. Install anchor bolts to elevations required for 

proper attachment to supported equipment. 
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3.8 TOLERANCES 

 

A. Comply with ACI 117, "Specifications for Tolerances for Concrete Construction and 

Materials." 

 

3.9 CONCRETE PROTECTION AND CURING 

 

A. General: Protect freshly placed concrete from premature drying and excessive cold or hot 

temperatures. Comply with ACI 306.1 for cold-weather protection, and follow 

recommendations in ACI 305R for hot-weather protection during curing. 

 

B. Evaporation Retarder: Apply evaporation retarder to concrete surfaces if hot, dry, or windy 

conditions cause moisture loss approaching 0.2 lb/sq. ft. x h (1 kg/sq. m x h) before and 

during finishing operations. Apply according to manufacturer's written instructions after 

placing, screeding, and bull floating or darbying concrete, but before float finishing. 

 

C. Begin curing after finishing concrete, but not before free water has disappeared from 

concrete surface. 

 

D. Curing Methods: Cure formed and unformed concrete for at least seven days by moisture 

curing, moisture-retaining-cover curing, curing compound, or a combination of these as 

follows: 

1. Moisture Curing: Keep surfaces continuously moist for not less than seven days 

with the following materials: 
a. Continuous water-fog spray. 

b. Absorptive cover, water saturated and kept continuously wet. Cover 

concrete surfaces and edges with 12-inch (300-mm) lap over adjacent 

absorptive covers. 

2. Curing Compound: Apply uniformly in continuous operation by power spray or 

roller according to manufacturer's written instructions. Recoat areas subjected to 

heavy rainfall within three hours after initial application. Maintain continuity of 

coating and repair damage during curing period. 

 

3.10 FIELD QUALITY CONTROL 

 

A. Testing Agency: Owner will engage a qualified independent testing and inspecting agency 

to sample materials, perform tests, and submit test reports during concrete placement. Tests 

will be performed according to ACI 301. 

1. Testing Frequency: Obtain one composite sample for each day's pour of each 

concrete mix exceeding 5 cu. yd. (4 cu. m), but less than 25 cu. yd. (19 cu. m), plus 

one set for each additional 50 cu. yd. (38 cu. m) or fraction thereof. 

 

3.11 REPAIRS 

 

A. Remove and replace concrete that does not comply with requirements in this Section. 

 
 

END OF SECTION 03 3053 
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SECTION 06 1000 - ROUGH CARPENTRY 

 

 

PART 1 - GENERAL 

 

 

1.1  RELATED DOCUMENTS 

 
A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

 

1.2 
  

SUMMARY 

 
A. Section Includes: 

  1. Framing with dimension lumber for decking and stairs. 

 

 

1.3 DEFINITIONS 
 

A. Dimension Lumber: Lumber of 2 inches nominal or greater but less than 5 inches nominal in 

least dimension. 
 

B. Lumber grading agencies, and the abbreviations used to reference them, include the following: 
1. NLGA: National Lumber Grades Authority. 

2. SPIB: The Southern Pine Inspection Bureau. 

3. WCLIB: West Coast Lumber Inspection Bureau. 

4. WWPA: Western Wood Products Association. 

 

1.4 ACTION SUBMITTALS 
 

A. Product Data: For each type of process and factory-fabricated product. Indicate component 

materials and dimensions and include construction and application details. 
 

1. Include data for wood-preservative treatment from chemical treatment manufacturer and 

certification by treating plant that treated materials comply with requirements. Indicate 

type of preservative used and net amount of preservative retained. 

2. For products receiving a waterborne treatment, include statement that moisture content of 

treated materials was reduced to levels specified before shipment to Project site. 

3. Include data for fire-retardant treatment from chemical treatment manufacturer and 

certification by treating plant that treated materials comply with requirements. Include 

physical properties of treated materials based on testing by a qualified independent 

testing agency. 

4. For fire-retardant treatments, include physical properties of treated lumber both before 

and after exposure to elevated temperatures, based on testing by a qualified independent 

testing agency according to ASTM D 5664. 
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5. Include copies of warranties from chemical treatment manufacturers for each type of 

treatment. 

 

1.5 INFORMATIONAL SUBMITTALS 
 

A. Material Certificates: For dimension lumber specified to comply with minimum allowable unit 

stresses. Indicate species and grade selected for each use and design values approved by the 

ALSC Board of Review. 
 

B. Evaluation Reports: For the following, from ICC-ES: 
 

1. Wood-preservative-treated wood. 

2. Fire-retardant-treated wood. 

3. Power-driven fasteners. 

4. Powder-actuated fasteners. 

5. Expansion anchors. 

6. Metal framing anchors. 

 

1.6 QUALITY ASSURANCE 
 

A. Testing Agency Qualifications: For testing agency providing classification marking for fire- 

retardant treated material, an inspection agency acceptable to authorities having jurisdiction that 

periodically performs inspections to verify that the material bearing the classification marking is 

representative of the material tested. 

 

1.7 DELIVERY, STORAGE, AND HANDLING 
 

A. Stack lumber flat with spacers beneath and between each bundle to provide air circulation. 

Protect lumber from weather by covering with waterproof sheeting, securely anchored. Provide 

for air circulation around stacks and under coverings. 

 

PART 2 - PRODUCTS 

 

2.1 WOOD PRODUCTS, GENERAL 
 

A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is 

indicated, provide lumber that complies with the applicable rules of any rules-writing agency 

certified by the ALSC Board of Review. Provide lumber graded by an agency certified by the 

ALSC Board of Review to inspect and grade lumber under the rules indicated. 
 

1. Factory mark each piece of lumber with grade stamp of grading agency. 

2. Where nominal sizes are indicated, provide actual sizes required by DOC PS 20 for 

moisture content specified. Where actual sizes are indicated, they are minimum dressed 

sizes for dry lumber. 
3. Provide dressed lumber, S4S, unless otherwise indicated. 
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B. Maximum Moisture Content of Lumber: 19 percent unless otherwise indicated. 

 

2.2 WOOD-PRESERVATIVE-TREATED LUMBER 
 

A. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC2 for interior 

construction not in contact with the ground, Use Category UC3b for exterior construction not in 

contact with the ground, and Use Category UC4a for items in contact with the ground. 
 

1. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no 

arsenic or chromium. Do not use inorganic boron (SBX) for sill plates. 

2. For exposed items indicated to receive a stained or natural finish, use chemical 

formulations that do not require incising, contain colorants, bleed through, or otherwise 

adversely affect finishes. 
 

B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use 

material that is warped or that does not comply with requirements for untreated material. 
 

C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board 

of Review. 
 

1. For exposed lumber indicated to receive a stained or natural finish, mark end or back of 

each piece or omit marking and provide certificates of treatment compliance issued by 

inspection agency. 
 

D. Application: Treat items indicated on Drawings, and the following: 
 

1. Wood nailers, curbs, equipment support bases, blocking, and similar members in 

connection with roofing, flashing, vapor barriers, and waterproofing. 

2. Wood sills, blocking, furring, and similar concealed members in contact with masonry or 

concrete. 

3. Wood framing and furring attached directly to the interior of below-grade exterior 

masonry or concrete walls. 

4. Wood floor plates that are installed over concrete slabs-on-grade. 

 

2.3 FIRE-RETARDANT-TREATED MATERIALS 
 

A. General: Where fire-retardant-treated materials are indicated, use materials complying with 

requirements in this article, that are acceptable to authorities having jurisdiction, and with fire- 

test-response characteristics specified as determined by testing identical products per test 

method indicated by a qualified testing agency. 
 

B. Fire-Retardant-Treated Lumber and Plywood by Pressure Process: Products with a flame spread 

index of 25 or less when tested according to ASTM E 84, and with no evidence of significant 

progressive combustion when the test is extended an additional 20 minutes, and with the flame 

front not extending more than 10.5 feet beyond the centerline of the burners at any time during 

the test. 
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1. Use treatment that does not promote corrosion of metal fasteners. 

2. Exterior Type: Treated materials shall comply with requirements specified above for fire- 

retardant-treated lumber and plywood by pressure process after being subjected to 

accelerated weathering according to ASTM D 2898. Use for exterior locations and where 

indicated. 

3. Interior Type A: Treated materials shall have a moisture content of 28 percent or less 

when tested according to ASTM D 3201 at 92 percent relative humidity. Use where 

exterior type is not indicated. 

4. Design  Value  Adjustment  Factors:  Treated  lumber  shall  be  tested  according   

ASTM D 5664, and design value adjustment factors shall be calculated according to 

ASTM D 6841. 
 

C. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Kiln-dry 

plywood after treatment to a maximum moisture content of 15 percent. 
 

D. Identify fire-retardant-treated wood with appropriate classification marking of testing and 

inspecting agency acceptable to authorities having jurisdiction. 
 

E. Application: Treat all miscellaneous carpentry unless otherwise indicated. 

 

2.4 DIMENSION LUMBER FRAMING 
 

A. Joists, and Other Framing for Decking and Stairs: Construction or No. 2 grade. 
 

1. Species: 

a. Douglas fir-larch; WCLIB or WWPA. 
 

B. Exposed Framing: Provide material hand-selected for uniformity of appearance and freedom 

from characteristics, on exposed surfaces and edges, that would impair finish appearance, 

including decay, honeycomb, knot-holes, shake, splits, torn grain, and wane. 
 

1. Application: Exposed exterior framing. 

2. Species and Grade: As indicated above for load-bearing construction of same type. 

 

2.5 MISCELLANEOUS LUMBER 
 

A. General: Provide miscellaneous lumber indicated and lumber for support or attachment of other 

construction, including the following: 
 

1. Blocking. 

2. Nailers. 
 

B. For items of dimension lumber size, provide Construction or No. 2 grade lumber and the 

following species: 

1. Douglas fir-larch; WCLIB or WWPA. 




